FIELD REPLACEABLE UNIT DOCUMENTATION
Satellite™
2230/2250 Series

BATTERY PACK REMOVAL

OPTIONAL PCMCIA CARD REMOVAL

Battery
assembly

Battery
release lever

Eject button PC card

Turn the computer upsidz down as shown 1. Fullout the eject button of the PC card to be
Slde the battery release lever in the direction of the o

arrow. 2. Press the eject button and rzmove the PC card
Slide the battery assembly towards you and ift it out

NOTE: Befare removing any PCMCIA device, make
sure itis "STOPPED" in the PC Card Manager.

HDD REMOVAL

HDD slot caver

HDD brackst HDD

1. Turn the computer upside down 3. Slide the HDD forward to disconnsct from PJ3 on the
2. Remave one M2.5x8 black screw securing HDD

cover and pull out the cover

system board,
4. Uit ot the HDD.

TOSHIBA

Tough Enough for Today’s World.
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KEYBOARD REMOVAL % Lateh KEYBOARD REMOVAL
KEYBOARD REMOVAL & KEYBOARD REMOVAL

Keyboard

Keyboard holdsr

1. Open the display pansl 3R two M2x b L

2. Remove the keyboard holder atthe top of the board. T R pecTa e
keyboard

M2x4 brass screw Keyboard

eybo

4.Lift outthe keyboard and lay it face down on the
palm rest. Be careful notto apply pressure to the
keyboard cable

KEYBOARD REMOVAL MODEM REMOVAL

Keyboard cable M2xd brass screws  PJ701 Madzm cable
5. Disconnectthe keyboard cable from PJ14 on the A Remaye o Mo Brssa acrei securing
system board and remove the keyboard modem
210 up the Root side oitis modem board and

remave it from the system
Disconnectthe modam cable Hom PITY on e

TOSHIBA

Tough Enough for Today’s World.
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EXPANSION MEMORY REMOVAL

Memory
module

Mermory clips
1. Gently push the memory clips outward and pul the
memory module out of the connector on a
30 degree angle

TOP COVER REMOVAL

LED cabl= LCDFFLcable P13 IPS switch

M25:6 brass screws

Seal/M2x4 black screw
2. Turn the computer right side up and open the display panel.
3. Disconnect the following five cables

-LCD/FL cable from PJ2
- IPS switch cable from PJ13
- Left and Right speaker cable from PJ19
- LED cable from PJ24
Remove the s eal covering the top screw and remove one
M2 black screw and three M2.5x6 brass screws
securing top cover

TOP COVER REMOVAL
M2536 black screws

M2528 black screws

M25x20 black screws

1. Tum the computer upside down and remove the
following thirten screws
-2 M25x20 black screws
-6 M25x8 black screws
-5 M2556 black screws from battery slot and
back of the computer

Modem
jack cable

Display assembly

5. Lift up the back side ofthe top cover and display
assembly and pass the modem jack cable through
the apening in the upper cover.

CAUTION: When installing the top cover make surs that

he modem jack cable is routed properly
through the opening of the top cover.

TOSHIBA

Tough Enough for Today’s World.



FIELD REPLAGEABLE UNIT DOCUMENTATION

Satellite™
2230/2250 Series

FDD REMOVAL

M2.5x3
black
screws

FDD flexible cable

1. Disconnect the FDD flexible cable fram PJ7 on the 3.Removs four M25x6 black screws securing the
system board FOD to the FDD case and separate the FDD from
2. Remove the FDD its ca.

se.
4. Disconnect the FDD flexible cable from the FDD

CD-ROMIDVD ROM DRIVE REMOVAL

CD-ROMDVD-ROM
connector brace

M3
silver
screws

CDDVD-ROMdrive il CD-ROM drive Side brace
1. Slide the CD-ROM/DVD-ROM drive in the direction of the 2. Remove two M2x3 silver screws securing ths left
arrow and it it out and right side braces on the CD-ROM/DVD-ROM
drive.

TOSHIBA

Tough Enough for Today’s World.
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COOLING FAN REMOVAL RTC BATTERY REMOVAL

1. Remove four flat head brass screws sscuing the 1. Remove the tape securing the RTC battery.
cooling fan 2 Dlacomect ho RIC satiry coble Hom PIIZ oviba
2 Remove the cooling fan and disconnect the fan cable system board
from PJ on the system board 3.Lift outthe RTC battery.
SYSTEM BOARD REMOVAL M2.556 siver screws

Modem jack

Audio jack
panel

System board

- BBl it i i o da ok 41 3 Remove eight M2.5x6 silver screws securing the
emov system board and powst suppy board
2 R’e\ezse sl g 1 ook pnd 74 4. Lift out the plastic swi

remave

TOSHIBA

Tough Enough for Today’s World.
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SYSTEM BOARD REMOVAL

Power supply board System board

Lift up the system board and power supply board
from the front side and pull them out. Ensure that the
eject button of the PC Card slat is not caught on the
bottom cover

6. Lift outthe PC Card Slot cover.

MEMBRANE SWITCH REMOVAL SPEAKERS REMOVAL

IPS switch assembly

M2.5xd flat head silver screws

M2x4 black
screws
” =
Speaker brackets  Speakers  Cover sensor spring
1. Remove three M2xd black screws securing the 1. Remove two M2x4 flat head silver screws securing
IPS switch assembl each speaker bracket and It out the two brackets
2. Liftout the IPS switch ass embly. 2. Remove the tape securing the speaker cables

3 Remove one M2xt silver screw securing the cover
sensor spring

4 Remove one M2xd silver screw securing the cover
sensor PCB and liftout the speaker asssmbly.

TOSHIBA

Tough Enough for Today’s World.
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13.3 TFT DISPLAY MASK REMOVAL FL INVERTER AND 13.3 TFT LCD REMOVAL

HY cable

brass
Display mask ~ screws
)

LCD module' Flcable  FLinverterboard

Mask seals
1. Remove two mask seals at the bottom corners of the 1. Remove alltapes and one M2xd brass screw
display assembly. scu d
2. Remove two M2.5x6 bras: 2. Carefully ft up the FI
3. Thare sie 23 tatches secarig e S pley skl disconnect the
Carefully insert your fingers between the display mask e HV cable ffom CRD
and the LCD module and pry open the latches starting 3] Remove four M2 55 bressacfaba feciiing e
{romire o abxlatches o e s etchien o tha righe Lf

n
and left sides, ending with 1 latches Gareful Toate the LCD module fromrightto lef
f cover

Disconnect the LCD cable from the LCD madule and
remave the LCD module from the computer.

TOSHIBA

Tough Enough for Today’s World.



