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WARRANTY

Fluke Corporation (Fluke) warrants this product to be free from defects in material and workmanship
under normal use and service for a period of 1 year from date of shipment. Software is warranted to
operate in accordance with its programmed instructions on appropriate Fluke products. It is not
warranted to be error free. This warranty extends only to the original purchaser and shall not apply
to fuses, computer media, batteries or any product which, in Fluke’s sole opinion, has been subject
to misuse, alteration, abuse or abnormal conditions of operation or handling.

Fluke’s obligation under this warranty is limited to repair or replacement of a product which is returned
to an authorized service center within the warranty period and is determined, upon examination by
Fluke, to be defective, If Fluke determines that the defect or malfunction has been caused by misuse,
alteration, abuse, or abnormal conditions of operation or handling, Fluke will repair the product and
bill the purchaser for the reasonable cost of repair. If the product is not covered by this warranty, Fluke
will, if requested by purchaser, submit an estimate of the repair costs before work is started.

To obtain repair service under this warranty purchaser must forward the product, (transportation
prepaid) and a description of the malfunction to the nearest Fluke Service Center. The product shall
be repaired at the Service Center or at the factory, at Fluke’s option, and returned to purchaser,
transportation prepaid. The product should be shipped in the original packing carton or a rigid
container padded with at least four inches of shock absorbing material. FLUKE ASSUMES NO RISK
FOR IN-TRANSIT DAMAGE.

THE FOREGOING WARRANTY IS PURCHASER’S SOLE AND EXCLUSIVE REMEDY AND IS IN
LIEUOF ALLOTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO
ANY IMPLIED WARRANTY OF MERCHANTABILITY, OR FITNESS FOR ANY PARTICULAR
PURPOSE OR USE. FLUKE SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDEN-
TAL, OR CONSEQUENTIAL DAMAGES OR LOSS WHETHER IN CONTRACT, TORT, OR
OTHERWISE.

CLAIMS

Immediately upon arrival, purchaser shall check the packing container against the enclosed packing
list and shall, within thirty (30) days of arrival, give Fluke notice of shortages or any nonconformity with
the terms of the order. If purchaser fails to give notice, the delivery shall be deemed to conform with
the terms of the order.

The purchaser assumes all risk of loss or damage to products upon delivery by Fluke to the carrier.
If a product is damaged in transit, PURCHASER MUST FILE ALL CLAIMS FOR DAMAGE WITH THE
CARRIER to obtain compensation. Upon request by purchaser, Fluke will submit an estimate of the
cost to repair shipment damage.

Fluke will be happy to answer all questions to enhance the use of this product. Please address your
requests or correspondence to: Fluke Corporation, P.O. Box 9090, Everett, WA 98206-9090, Attn:
Sales Department. For European Customers: Fluke Europe B.V., P.O. Box 1186, 5602 B.D.,
Eindhoven, The Netherlands.
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OPERATOR SAFETY
SUMMARY

WARNING

HIGH VOLTAGE

is used in the operation of this equipment

LETHAL VOLTAGE

MAY BE PRESENT ON THE TERMINALS. OBSERVE ALL SAFETY PRECAUTIONS!

TO AVOID ELECTRICAL SHOCK HAZARD, THE OPERATOR SHOULD NOT
ELECTRICALLY CONTACT THE OUTPUT HI OR SENSE HI BINDING POSTS.
DURING OPERATION, LETHAL VOLTAGES OF UP TO 1100V AC ORDC MAY
BE PRESENT ON THESE TERMINALS.

WHENEVER THE NATURE OF THE OPERATION PERMITS, KEEP ONE HAND
AWAY FROM EQUIPMENT TO REDUCE THE HAZARD OF CURRENT FLOW-
ING THROUGH VITAL ORGANS OF THE BODY.
SAFETY TERMS IN THIS MANUAL
This instrument has been designed and tested in accordance with IEC Publication 348, Safety Requirements for
Electronic Measuring Apparatus. This Operator Manual contains information, warnings, and cautions that must
be followed to ensure safe operation and to maintain the 5100B in a safe condition. Use of this equipment in a
manner not specified herein may impair the protection provided by the equipment.

WARNING statements identify conditions or practices that could result in personal injury or loss of life.

CAUTION statements identify conditions or practices that could result in damage to equipment.
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SAFETY

SYMBOLS MARKED ON EQUIPMENT

6 DANGER — High voltage | Power on
J___— Ground (earth) terminal O Power off

A Attention — refer to the manual. This symbol
indicates that information about the use of a
feature is contained in the manual.

POWER SOURCE

The 5100B is intended to operate from a power source that will not apply more than 264V ac rms between the
supply conductors or between either supply conductor and ground. A protective ground connection by way of
the grounding conductor in the power cord is essential for safe operation.

USE THE PROPER FUSE

To avoid fire hazard, use only a fuse specified on the line voltage selection switch label, and which is identical
in type, voltage rating, and current rating. Never bypass a fuse by shorting across the fuse terminals.

GROUNDING THE 5100B

The 5100B is a Safety Class I (grounded enclosure) instrument as defined in IEC 348. The enclosure is grounded
through the grounding conductor of the power cord. To avoid electrical shock, plug the power cord into a
properly wired earth grounded receptacle before connecting anything to any of the binding posts, terminals, or
connectors. A protective ground connection by way of the grounding conductor in the power cord is essential
for safe operation.

USE THE PROPER POWER CORD

Use only the power cord and connector appropriate for proper operation of a 5100B Series in your country.
Use only a power cord that is in good condition.

Refer cord and connector changes to qualified service personnel.

DO NOT OPERATE IN EXPLOSIVE ATMOSPHERES

To avoid explosion, do not operate the 5100B in an atmosphere of explosive gas.

DO NOT REMOVE COVER

To avoid personal injury, do not remove the 5100B cover. Do not operate the 5100B without the cover properly
installed. There are no user-serviceable partsinside the 5100B, so there is no need for the operator to ever remove
the cover.

DO NOT ATTEMPT TO OPERATE IF PROTECTION MAY BE IMPAIRED

If the 5100B appears damaged or operates abnormally, protection may be impaired. Do not attempt to operate
it. When in doubt, have the instrument serviced.
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1-1. INTRODUCTION

1-2. The microprocessor controlied 5100 Series B
Calibrator outputs are programmable from the Front
Panel or through an optional remote interface, througha
wide range of DC voltages and current; AC voltages,
current and dBm; and resistance. Connections on the
Front Panel include terminals for output, sense, voltage
guard, and current guard. A chassis binding post is
available on the rear panel. Available on the Front Panel
is a dedicated BNC output connector for use with the
Wideband Option -03 which extends the frequency range
of the instrument. The connector is installed in all
instruments, allowing addition of the option at some later
date, if desired.

1-3.  The output can be modified using the Front Panel
Error Mode controls or through an optional remote
interface. This allows the operator, in all outputs except
frequency, to modify the output and read the deviation
from the base in percentage or digits on the Front Panel
or the remote device. Frequency can be modified to step
through the entire range of the meter under test with
minimum amount of reprogramming by the operator.

1-4. The 5100 Series has three models of calibrators.
The basic model is the 5100B which has all the features
listed above. The Model 5101B has all the features of the
5100B plus an integral storage system consisting of a
memory and tape cassette which allows the operator to
enter or record a program to step the calibrator through a
predetermined sequence. The 5102B is electronically
identical to the 5100B with the addition of an
environmental, element-resistant, fiberglass case plus all-
position relays for operation at any angle. This permits
safer and easier transport plus the ability to operate in any
position.

5100 Series B

Section 1

Introduction & Specifications

1-5. Data (paragraphs, tables, or figures) pertaining to
only a portion of the series, and not the entire series, is
marked by following the title of the applicable item with a
descriptive notation enclosed in parentheses. Instruments
containing a storage memory and tape system, e.g., 5101B
are identified by the notation (Storage Only). Those with
the element-resistant case, e.g., 5102B, are identified by
the notation (Fiberglass Case Only).

1-6. The 5100 Series B instruments are an extension of
the preceding 5100 Series A instruments. They have all
the capabilities of the ”A* Series plus the following added
features: the instrument now has the capability to output
up to 1100V ac at 50 Hz through 1 kHz as opposed to the
400 Hz only, in the "A* Series. The boost capability has
been activated allowing the ”B“ Series to slave power
and/or current amplifiers to extend its limits. Special
handling and equipment are no longer required to
calibrate VOM's with a non-linear input impedance.

1-7. BASIC CALIBRATOR
1-8. Series Common Features

1-9.  All models of the calibrator can provide dc voltage
outputs from 0 to 1100 volts on six ranges with
resolutions ranging from 0.1 microvolts to 10 millivolts.
Direct current outputs are available from 10 microamps
to 2 amps on five ranges with resolution between 1
nanoamp and 10 microamps.

1-10. AC voltage outputs between 1 millivolt and 1100
volts are available from the 50 Hz minumum frequency
up to 1 kHz. From that point the maximum voltage
available is 110 volts up to 20 kHz, dropping to a 20 volt
maximum from 30 kHz to 50 kHz. Six ranges are
available for ac voltage outputs with resolution varying
from 0.1 microvolt to 10 millivolts. Five alternating
current ranges control output from 10 microamps to 2
amps at frequencies of 50 Hz to 1 kHz, with resolution
between | nanoamp and 10 milliamps.

1-1
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1-11. Allinstruments in the series have the capability to
extend their voltage (power) and current limits through
the BOOST Function using the Y5000 Interface
Accessory and selected external amplifiers. Loads up to
200 mA can be handled when a Fluke Model
5202A/5215A is connected through the interface
accessory and the applicable cable. Output currents up to
+19.9999A are available when a Fluke Model 5220A is
connected through the interface and the applicable cable.

1-12. Resistance outputs at the cardinal values from 1
ohm to 10 Megohms are available. The outputs from 1
ohm to 10 kilohm have a four-terminal measurement
capability. The 100 kilohm, 1 Megohm, and 10 Megohm
outputs use two-terminal measurements with the
OUTPUT HI and SENSE HI, and OUTPUT LO and
SENSE LO terminals, respectively, connected internally.

1-13. Modification of the output to measure the
deviation in a percent of error figure is displayed foreach
change of the output from the base. The frequency may be
altered for AC outputs to cover a range of frequencies;
however, there is no percent of error display. The
modifications can be programmed from either the Front
Panel or a remote source.

1-14. Storage System Models

1-15. The storage system consists of a storage memory
and a mini-cassette type system. The storage memory
holds up to 74 separate fixed length instructions. Any
field not filled when an instruction is created is filled with
the default condition; i.e., either the allowable maximum
or minimum, as applicable. Data stored in the memory to
form a test program for an instrument, or instruments,
may be read out, as desired, or transferred, through the
use of the integral tape system, to a tape for permanent
record. The storage memory may be loaded from a
prerecorded tape through the tape system to perform a
standard calibration procedure. A program must be
loaded into the storage memory to be run, the instrument
is not able to operate directly from the prerecorded tape.
A printed listing of the program or the data from the step
in progress can be obtained from storage system models
equipped with an optional remote interface. Use a printer
that is compatible with the interface you are using.

CAUTION

Tapes used must be certified digital mini-
cassettes that conform with ANSI| standard
X3B5/77-49. Audio quality tapes will not give
acceptable results.

1-16. Element Resistant Models

1-17. The environmental, element-resistant case is a
fiberglass shell with removable front and rear covers. The
case has handles to provide ease of transportation and
seals on the case openings to resist entrance of the
elements when the case is closed. The covers must be
removed to operate the system. The only change in
internal circuitry is the substitution of all-position relays
so that the instrument can be operated while sitting at any
angle. Operation of the instrument is identical with the
standard instrument.

1-18. OPTIONS
1-19. Analog Options

1-20. The Wideband Option (-03) allows outputs of 300
wV (-57.5dBm) to 3.1623V rms (+23 dBm) at frequencies
from 10 Hz to 10 MHz into a load impedance of 50 ohms.
The output impedance is 50 ohms and 50 ohm coaxial
cable should be used to transfer the output signal.

1-21. Interface Options

1-22. Two system interface options are available for the
5100 Series. Option -05 interfaces the instrument to the
IEEE 488-1975 Bus System. Option -06 interfaces the
instrument to a system using a RS-232-C Interface. Only
one of the interface options can be installed at a time;
however, they are easily exchanged with a minimum of
operator training and time.

1-23. Boost Mode Accessories

1-24. The Boost Mode of Operation permits the
operator to slave the Fluke Model 5205A/5215A and/or
the Fluke Model 5220A to a 5100 Series Calibrator to
extend the power and/or current capabilities of the
instrument. Required are the Y5000 Interface and the
applicable dedicated cable assembly, Y5001 to the Model
5205A/5215A, or Y5002 to the Model 5220A. Operation
of the Models 5205A and 5215A is the same except that
DC voltage outputs cannot be obtained from the Model
S5215A.

1-25. SPECIFICATIONS
1-26. Summarized Specifications

1-27. Table 1-1 summarizes the 5100 Series accuracy
specifications when they are used in a typical meter
calibration service. The tolerances in the table are valid
provided the ambient temperature is between 20 degrees
and 30 degrees Celsius, the relative humidity is less than
85%, and the input line voltage is within 10% of nominal.
In addition, they are applicable only when the instrument
being calibrated is an analog voltmeter with more than



1000 ohms/volt sensitivities, a TVM or DVM with
greater than 1| Megohm input impedance, or analog or
digital ammeter with less than I volt total voltage drop.

1-28. Complete Specifications

1-29. The complete specifications for the 5100 Series
Calibrators are listed in Table 1-2 through 1-9, with each

5100 Series B

table covering a specific portion of the specification.
Refer to Table 1-2 for detailed listing on DC volts; Table
1-3 for AC volts; Table 1-4 for Current, both direct and
alternating; Table 1-5 for Resistance; Table 1-6 for the
Wideband Option -03; Table 1-7, for the General
Specifications, including environmental information;
Table 1-8, for combined use with a Model 5205A/5215A
and Table 1-9, with a Model 5220A.

Table 1-1. Summarized Specifications

Direct Current

Alternating Current

Resistance

(Up to 110V)

10 kHz — 20 kHz (Up to
110V)

20 kHz — 50 kHz (Up to
19.9999V)

All

50 Hz — 1 kHz
(All ranges)

Four terminal
1 ohm
10 ohm
100 ohm, 1 kilohm,
10 kilohm

Two terminal
100 kilohm
1 Megohm
10 Megohm

ACCURACY
PROGRAMMED OUTPUT RANGE +/— (% OF OUTPUT +
% OF RANGE + FLOOR)

DC Voltage All .004 +.001 + 5uv
AC Voltage 50 Hz — 1 kHz
(All ranges)

. +.
1 KHz — 10 kHz 035 +.005 + 50 uVv

.06 +.008 + 50 uvV

015 +.002 +.02 uA
(.05 +.005) +.02 uA

.015%
.01%
.003%

.003%
.01%
.03%
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Table 1-2. DC Volts Specifications

DC Volts
RIPPLE AND NOISE
(10 Hz to 3 kHz) ACCURACY
RANGE RESOLUTION “é's:;“gm NO LOAD TO (6 months)
MAXIMUM RATED (20°C to 30°C)
LOAD
+(200V to 1100V) 10 mV 6 mA/400 pF max <0.05% of setting rms
<0.05% of setting rms
{open to 20k £2)
£(20V to 199.999V) 1mv 10 mA/400 pF <0.1% of setting rms
max (20k £ to max rated
load)
) + (0.004% of
F ) +
+(2V to 19.9999V) 100 uV 25mA/1000 pF | <0.02% of setting +50 uV rms | . 6.001% of
. range + 5uV
+(0.2V to 1.99999V) 10uV <0.01% of setting +25 uV rms
+(20 mV to 199.999 mV) 1V Limited by 502 | ) 5100 ¢ setting +25 uVrms
OUtpUt resistance
+(0 to 19.9999 mV) 0.1 uV <0.01% of setting +25 uV rms
£(0 to 1.99999V) 100 uV 25mA/1000 pF | <0.02% of setting +50 uV rms | = (-0.005% of
50 OVERRIDE setting +205 V)

Temperature Coefficient
Above 30°C and Below 20°C add to accuracy limits (5 ppm of setting +1 ppm of range +1 uV)/°C. 200V to
1100V range add *(5 ppm of setting +2 ppm of range )/°C.

Remote Sensing

Four wire remote sensing is available from 2V to 1100V and below 2V in 502 DIVIDER OVERRIDE mode.
The three lowest ranges are normally internal sensed. Internal sense connections are made automatically inside
the box.

Transient Recovery Time

2 seconds to settle within 50 ppm of final value following any change in output voltage or current for all
ranges except 20 to 199.999V, 20 kS2 to 2 k2 load and switching between two highest ranges which requires
4 seconds.

Short Term Stability (10 Minutes)
At any fixed temperature from 0°C to 50°C the short term stability is (10 ppm of setting +2 ppm of range
+5 uV) except above 500V which is £25 ppm of setting.

Load Regulation

EXTERNAL SENSE: 2V to 1100V %10 ppm no load to full rated load. Same for OV to 1.99999V using
502 DIVIDER OVERRIDE.

INTERNAL SENSE: (At output terminals) Same as external except max. Full load is 4000Q.

Overcurrent Protection

On all ranges current is limited to prevent damage due to an overload or short circuit at output terminals. The
operator is alerted by a flashing “O.L."”" on the central display. After approximately 2 seconds the calibrator
goes to standby.

Guard
The DC voltage section is guarded and a front panel terminal is provided labeled “V GUARD"'.




Table 1-3. AC Volts Specifications

5100 Series B

AC Volts
RANGE! |RESOLUTION FREQUENCY DISTORTION
' CURRENT (6 months) AND NOISE
(20°C to0 30°C)
200V to 6 mA/400 pF
1100V 10 mV o P Bandwidth of 10 Hz
(1 mV to 1100V) to 200 kHz. Distortion,
50 Hz to 1 kHz line interference +
20V'to Tmv 10mA/400 pF 50 Hz to 10 kHz noise includin d
199.999V max g random
+(.035% of
. i o
2Vto 25 mA/40082/ | (1 mV to 110V) setting +0.005% ]
19.999V 100 uv 1000 pF max 50 Hz to 20 kHz of range +50 uV) (20V andHigher)
(Below 20V) 50 Hz to 10 kHz: (0.08%
0.2V to 10V 2 kQ min./1000 | 50 Hz to 50 kHz ?10 kHz to 50 kHz of output) rms
1.99999V pFimax +(0.06% of
setting +0.008% (Below 20V)
20mV to of range +50 uV) 50 Hz to 10 kHz:
190.099mv | AV Limited by (0.05% of output
50Q source Accuracy: 3% NOTE +10 uV) rms 10 kHz to
; Resolution: 1 MSD | “Range” inaccuracy 50 kHz: (0.08% of out-
1mV2 to resistance
0.1uVv statement is 20V put + 20 uV) rms
19.9999 mV for 50Q override

(1) Can be setin dBm= 1 mW across 600L2 = .7746V

(2) 10% Lower voltage available using the Edit control

(3) When operating into 600Q, for decibel levels below -11.76 dBm and above -31.76 dBm, use a .62847 dBm

correction factor to compensate for the loading on the 50Q divider output.

For Example: If a -20 dBm output level is necessary, program -20 dBm, .62847 dBm (-19.37 dBm) to compensate
for loading and establish a true -20.00 dBm output across 600Q. Note that any inaccuracy in the values of the
internal 45Q and the external 600Q load resistance results in a commensurate error in the actual output across
the load. You may assume that the internal 45Q resistance is within .01Q (.02%), so the greatest error is in the

60002 load resistance.

To correctfor errors below 20 mV (-31.76 dBm), use the correction based on 600/649.5, or 92378 thatresultsina
dBm correction of .6886 dBm. For an output of -40 dBm, program -40 dBm, plus .6886 dBm (-39.31 dBm).

Resistance errors as outlined in the previous paragraph apply to this example.

The simplest way to insure accuracy is to monitor the output level across the 6002 load using a

high-impedance ac voltmeter.

NOTE
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Table 1-3. AC Volts Specifications (cont)

Temperature Coefficient (Above 30°C and Below 20°C)

AMPLITUDE:  Accuracy limits increase by (20 ppm of setting +2 ppm of range)/°C
FREQUENCY: Accuracy limits increase by +0.1%/°C

Remote Sensing

Four wire remote sensing is available from 2V to 1100V. The three lowest ranges are internally sensed.
Internal sense connections are made automatically inside the box.

Transient Recovery Time
2 seconds to settle within 100 ppm of the final value for amplitude and within 0.3% for frequency following any
change in output voltage, current, or frequency. Switching between two highest ranges requires 2.2 seconds.

Short Term Stability (10 Minutes)
At any fixed temperature from 0°C to 50°C the short term stability is (0.01% of range +10 uV).

Load Regulation

EXTERNAL SENSE: 0.2V to 1100V +200 ppm no load to full rated load.

INTERNAL SENSE: (At output terminals) Same as external except voltages less than 0.2V have a load regulation
expressed as an output impedance of 50Q.

The above load regulations are met with reactive loads with power factors between 0.9 and 1.0.

Overcurrent Protection

On all ranges current is limited to prevent damage.due to an overload or short circuit at output terminals.
The operator is alerted by a flashing “’O.L."” on the central display. After approximately 2 seconds the
calibrator goes to standby.

Guard
The AC voltage function is guarded and a front panel terminal labeled “V GUARD" is provided.

DISCRETE FREQUENCIES AVAILABLE

IN Hz 50 60 70 80 90 100 200 300 400 500 600 700 800 900
110V to 1100V ® ) ° ) ° ° ° ° ° ® ° ° ° °
20V to 110V ® ) ) ) ° ° ° ° ) ° ° ° ® °
1 mV to 20V ® ) ) ) ° ° ° ° ° ° ° ° ° )
IN kHz 1 2 3 4 5 6 7 8 9 10 20 30 40 50
110V to 1100V °

20V to 110V ° ° ) ° ) ° ) ° ) ® °

1 mV to 20V ® ° ) ° ° ® ) ) ° ° ° ° ° °
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Table 1-4. Current Specifications

DC Current
COMPLIANCE ACCURACY
RANGE RESOLUTION (6 months) RIPPLE AND NOISE
VOLTAGE (20°C to 30°C)
+(0.2A to 10 i
MHA 0to 2.1V min
1-99990A) +(0.015% of output
+0.002% of range (%?5% of output +0.01
uA) rms
+(20 mA to : +0.02 uA)
199.999 mA) THA 0o 10V min
(2 mA to 100 nA 0 to 10V min
19.9999 mA)
Compliance Measured with a bandwidth
(0.2 mA to 10nA 0 to 10V min voltage: >1V of 10 Hz to 10 kHz including
1.99999 mA) add 0.002% random spikes
setting/volt
1
(10 pA” to 1nA 0 to 10V min
199.999 pA)

(1) 10% lower current available using the Edit Control.

Temperature Coefficient (Above 30°C and Below 20°)
The accuracy limits increase by *(10 ppm of setting +2 ppm of range)/° C

Transient Recovery Time
1 Second to settle to within 0.01% of final value following any change in current or compliance voltage.

Short Term Stability (10 Minutes)
At any fixed temperature from 0°C to 50°C the short term stability is (50 ppm of setting + 5 ppm of
range + 0.002 uA).

Load Regulation

+20 ppm/volt for a change in the output voltage from 1 volt to maximum rated compliance voltage.
Overvoltage Protection

On all ranges voltage is limited to not more than 2V greater than maximum rated compliance voltage due
to an open circuit condition. The operator is alerted by a flashing ““O.L.” on the central display. After
approximately 2 seconds the calibrator goes to standby.

Guard

The DC current section is guarded and a front panel terminal labeled ‘Il GUARD" is provided.
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Table 1-4. Current Specifications (cont)

AC Current
TOTAL
ACCURACY
COMPLIANCE HARMONIC
Y
RANGE RESOLUTION VOLTAGE (zt(,tzénton:nosgc) FREQUENC DISTORTION
o AND NOISE
.2A to 0to 1.4V
0 21 99999A 10pA o e +(0.05% of 50 Hz to 1 kHz
. : setting +
20 mA to 0 to 7V rms +.005% of Accuracy: *3% Distortion, line
199.999 mA TuA i range +0.02 yA) interference +
) Resolution: noise including
2 mA to 100 nA 0 to 7V rms 1MSD random spikes
19.9999 mA min. .
Compliance Although no
: .05% of t
0.2mA to 10 nA 0to 7V rms \::‘I::%e‘; >V accuracy ﬁxg‘? ::nz :utpu
1.99999 mA min. 0.005% of specifications (>1V rms) add
K apply above 0.01% of
10pA' to 1nA 0to 7V rms setting/volt 1 kHz, output distortion/volt
199.999 pA min. is usable to 5 kHz.

Temperature Coefficient (Above 30°C and Below 20°C)

(1) 10% lower current available using the Edit Control.

CURRENT: Accuracy limits increase by (25 ppm of setting + 10 ppm of range+0.2 nA )/°C.

FREQUENCY: Accuracy limits increase by +0.1%/°C.

Transient Recovery Time
4 seconds to settie within 0.2% of final value for current and within 0.3% for frequency following any change in

output current, voltage, or frequency.
Short Term Stability (10 Minutes)

At any fixed temperature from 0°C to 50°C the short term stability is £(0.014% of setting + 0.002% of range

+ 0.4 nA).

Load Regulation

+50 ppm +20 nA/volt for a change in the output voltage from 1V to maximum rated compliance voltage. Load
regulation is met with reactive loads with power factors between 0.9 and 1.0.

Overvoltage Protection
On all ranges voltage is limited to not more than 2V peak greater than maximum rated compliance voltage
due to an open circuit condition. The operator is alerted by a flashing ““O.L."” on the central display. After

approximately 2 seconds the calibrator goes to standby.

Guard

The AC current section is guarded and a front panel terminal labeled “I GUARD" is provided.
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Table 1-5. Resistance Specifications

5100 Series B

Resistance
TEMPERATURE
. ACCURACY CCiEFFlCIENTO POWER
RANGE POWER MAXIMUM EAK (6 Months) >30°C and <20°C
DISSIPATION CURRENT VOLTAGE | (50°¢ t0 30°C) ACCURACY COEFFICIENT
LIMITS
INCREASE BY
10 1A 1V 0.015% 0.1 ppm/mW
10 ppm/°C
10 300 mA 3V 0.010%
10082 100 mA 10V
1w
1.kQ 30 mA 30V 0.3 ppm/mW
0.003%
10 kS 10 mA 100V 5 ppm/°C
100 k2 3mA
1MQ 100 mW 0.3mA 0.010% 0.2 ppm/mW
300v 10 ppm/°C up to
10 MQ 10 mwW 0.03mA 0.030% 40°C 0.02 ppm/mW
50 ppm/°C above
40°C

Two or Four Terminal Ohms Below 100 k2
The maximum residual resistance that can be compensated for using the Cal 1 function is 0.99999%2.

The accuracy specification given above is for a 4-terminal connection below 100 kQ. The accuracy specification
is valid if the CAL 1Q function is performed within the last 8 hours and the instrument is continually powered
during that period. The 2-terminal connection is made to the OUTPUT terminals.

RANGE

10Q
100Q
1kQ
10 kQ

The “Ohmmeter Error”is the error the Ohmmeter has in measuring the 1 Ohm function expressed

in Ohms.

ACCURACY

0.4%
0.05%
0.0125%
0.0075%

+ Ohmmeter Error (see note)

NOTE
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Table 1-6. Wideband Option -03 Specifications

Wideband Option —03

RANGE AMPLITUDE ACCURACY AT 1 kHz| FREQUENCY VS. AMPLITUDE
RANGE VOLTS TERMINATED IN 5052 FLATNESS TERMINATED WITH
APPROX dBm* (6 Months 20°C to 30°C) **50Q AND 1 FT OF RG58/AU
1V 10 3.1623V +13 to +23 +(0.25% of setting + 0.25% 10 Hz to 30 Hz: +0.3%
of range)
0.31624V to 0.99999V +3 to +13 +(0.50% of setting + 0.25% >30 Hz to 1 MHz: #0.25%
of range)
0.1V t0 0.31623V -7t0+3 +(0.75% of setting + 0.25%
of range) >1 MHz to 5 MHz
31.624 mV to 99.999 mV -17 to -7 +(1.00% of setting + 0.25% +0.25% above 1 mV
of range) +0.6% at 1 mV and lower
10 mV to 31.623 mV -27 to -17 +(1.25% of setting + 0.25%
of range)
3.1624 mV to 9.9999 mV -37 to -27 +(1.50% of setting + 0.25% >5 MHz to 10 MHz: £0.6%
of range)
1mVt03.1623 mV -47 to -37 +(1.75% of setting + 0.25% Frequency Resolution: 1 MSD
of range)
300 uV to 0.99999 mV -57 to0 -47 +(2.00% of setting + 0.25% Frequency Accuracy: 3%
of range)

(*) 0 dBm = mW across 500 = 0.22361V.
(**) Frequency vs amplitude flatness with respect to 1 kHz.

Temperature Coefficient (Above 30° and Below 20°C)

AMPLITUDE: Accuracy limits increasy by 0.1 times the accuracies listed in the amplitude accuracy
column/°C.

FREQUENCY: Accuracy limits increase by 0.25%/°C.

Transient Recovery Time
2 seconds to settle within 500 ppm of final value for amplitude and within 0.3% for frequency following any
change in voltage, current, or frequency.

Harmonics
—40 dB or lower relative to fundamental for each frequency except —32 dB above 5 MHz.

Spurious Outputs
—50 dB or lower relative to fundamental for each frequency.

Overload Protection
A short circuit on the wideband output will not damage the calibrator. Normal operation is restored upon
removal.

5100 SERIES WIDEBAND FREQUENCY RESPONSE
Y‘I mV AND BELOW

.052 dB 6%
.026 dB | SPEC LIMIT
.022 dB b T - .25%
N TYPICAL
-022 dB L ..25%
-.026 dB
-.052dB . -.6%

10 Hz 100 Hz 1 kHz 10 kHz 100 kHz 1 MHz 10 MHz




Table 1-7. General Specifications

5100 Series B

Stability/Environmental
All specifications have been stated with thefollowing conditions:

Time: Six months
Temp: 25°C*5°C
R.H.: <85%

Temperature Range
5100B/5101B: Operating 0°C to +50°C
Non Operating —20°C to +65°C
5101A w/tape: Operating +10°C to +40°C
Non Operating +4°C to +50°C

Humidity Range
0°Ct0 35°C:  85% RH (Non-Condensing)
35°Ct040°C: 70% RH
40°C to 50°C:  50% RH

Shock and Vibration

Meets requirements of MIL-T-28800 for class 5 style E equipment.

Operating Power
(100V,110V,115V,120V,200V,220V,230V,240V + 10%: 50 - 60 Hz)
5100B: 200 VA Fully Loaded
5101B: 220 VA Fully Loaded

Warmup
30 Minutes to rated accuracy

Dimensions
22.23cm H X43.18cm L X60.33Cm W
(8.75inH X 17.00in L X23.75in W)

Weight

5100B: 30.4 kgm (67 lbs.) basic.

32.7 kgm (72 Ibs.) fully loaded.
5101B: 32.7 kgm (72 |bs.) basic.

34.9 kgm (77 Ibs.) fully loaded.
5102B: 35.8 kgm (79 Ibs.) basic.

38.1 kgm (84 Ibs.) fully loaded.

Safety

Safety Class | as defined in IEC 348.

Line Regulation

Output changes less than 5% of Load Regulations.
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Table 1-8. System Specifications for Power Amplifier Application
(5100 Series B + Y500, Y5001, 5205A/5215A Combination)

DC Operation (with 5205A)

Output Voltage
+(100 to 1100) volts

Output Current
100 mA maximum

Accuracy
(90-Day) +(0.06% of output + 20 mV)
(180-Day) +(0.07% of output + 20 mV)

Maximum Capacitive
Load: < 1500 pF

Temperature Coefficient

+(25 ppm of output +3 mV/°C

Ripple and Noise

Random noise, in a 1 MHz bandwidth shall not exceed 100 mV rms. Line-related noise shall be less than
50 mV rms.

AC Operation (with 5205A or 5215A)

Output Voltage
100 to 110V rms

Output Current
200 mA from 100 Hz to 50 kHz linearly decreasing to 140 mA in the region 100 Hz to 50 Hz.

Amplitude Accuracy (180-Day, 23°C +5°C)
50 Hz to 10 kHz +(.08% Eo + .1 volt)
10 kHz to 50 kHz +(.12% Eo + .15 volt)

Total Distortion and Noise, (in the band 10 Hz to 1 MHz)
50 Hz to 20 kHz 0.1% of output
20 kHz to 50 kHz 0.2% of output

Maximum Capacitive Load
1500 pF or that value which draws the maximum rated load current, whichever is less.

Amplitude Temperature Coefficient
Above 30°C and below 20°C the accuracy limit increases by £(30 ppm of output +3 mV)/°C for 50 Hz to
10 kHz; and (50 ppm of output +5mV)/°C for 10 kHz to 50 kHz.
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Table 1-9. System Specifications for Transconductance Amplifier Application
(5100 Series B + Y5000, Y5002, 5220A Combination)

DC Mode
Output Range
+1 to £19.9999A

Accuracy of Output
+(0.025% of selected output+ 1 mA)

Resolution

+0.1 mA

Temperature Coefficient

+(0.003% of selected output + 100 pA) in ten minutes, with constant line, load, and temperature.

Line Regulation
Output changes less than 0.001% for a £10% in line voltage.

Load Regulation
Output changes less than +(0.005% +100 uA) for a full load change of 4 volts of compliance.

AC Mode

Output Range

1A rms to 19.9999A rms

Accuracy of Output

+(0.07% of selected output +1 mA rms) from 50 Hz to 1 kHz, and +(0.07% of selected output +1 mA rms) x f
from 1 kHz to 5 kHz, where f = frequency in kHz.

Resolution
0.1 mA rms

Temperature Coefficient
+(0.003% of selected output +100 pA rms) per degree C, above 30°C and below 20°C.

Short Term Stability
Output changes less than +(0.02% +500 A rms) in 10 minutes, with constant line, load, and temperature.




2-1. INTRODUCTION

2-2. This section contains information regarding installa-
tion and operation of the Model 5100 Series Calibrators. It is
recommended that the contents of this section be read and
understood before any attempt is made to operate the instru-
ment. Should any difficulties arise during operation, contact
your nearest Fluke Sales Representative, or the Fluke Corpo-
ration, P.O. Box 9090, Everett, WA 98206-9090, Tel (206)
356-5400. '

2-3. SHIPPING INFORMATION

24, The instrument is packed and shipped in afoampacked
cardboard carton. If reshipment is required use the original
container or request a new container from the Fluke Corpora-
tion. Please include the instrument model number with your
request.

2-5. OPTIONS AND ACCESSORIES

2-6. Listed in Table 2-1 are the options and accessories
available for the 5100 Series B Calibrators. A detailed
description of each is included in Section 6 of the
instruction manual.

2-7. INSTALLATION

2-8. The 5100 instruments are designed for bench-top
use (all) or for installation in a standard 19-inch
equipment rack (5100B and 5101B) using the optional
accessory rack mounting kit. If desired, accessory chassis
slides may be installed to facilitate access to the rack-
installed equipment. Information on the installation of

5100 Series B

Section 2

Operating Instructions

rack mounting accessories is given in Section 6 of the
instruction manual.

Table 2-1. Options and Accessories

PTION

l?n(;ngL Nog. TITLE

Option —03 Wideband (10Hz to 10 MHz)

Option —05 IEEE-488 Standard
Interface

Option —06 Bit Serial Asynchronous
Interface (RS-232-C)

5100A-7003K Transit Case

5100A-7005K Extender Accessory Kit

MIS-7190K Static Controller

M08-205-600 Rack Mounting Kit

MO00-280-610 Chassis Slides

Y5000 5100 Series Interface

Y5001 Cable Assembly (Y5000 to Model
5205A/5215A)

Y5002 Cable Assembly (Y5000 to Model
5220A)

Y8021 1 Meter |EEE Cable

Y8022 2 Meter |EEE Cable

Y8023 4 Meter |EEE Cable

Y8007 10-Pack of Minicassettes for Storage
System Instruments

2-1
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2-9. OPERATING FEATURES
2-10. Front Panel Controls

2-11. The 5100 Series Front Panels are divided into nine
major groupings. The groupings and their general use are
shown and explained in Figure 2-1 and Table 2-2. The
individual groupings are explained and illustrated in
greater detail in later paragraphs of this section.

2-12. The first eight groupings are identical in operation
and positioning for all models in the series. The ninth
grouping, the Storage System, is present only in the
Model 5101B and any material dealing with it is peculiar
to the 5101B only.

2-13. POWER

2-14. The Power Group consists of the POWER switch.
The switch is in to apply line power to the instrument and
out to remove power.

2-15. DATA ENTRY

2-16. Individual items or groupings on the Data Entry
keyboard are explained in Figure 2-2 and Table 2-3. In
addition, a voltage (V), dBm entry, WIDEBAND, or
EXT OSC selection will lock the keyboard from further
entries until either the ENTER, RECALL, or CLEAR
switchis depressed. If either "Err3* or "Err4*“ results when
ENTER is depressed, the original entry is not changed
and the KEYBOARD indicator remains illuminated.

2-17. CONTROL

2-18. Two switches in the Control Group select the
Operating mode (OPR/STDBY) and Controlling device
(LOCAL/REM). Both switches are push-push type
switches that illuminate the applicable indicator to show
the selected mode. To change from STDBY to OPR,
depress the switch and the OPR indicator will illuminate
and the STDBY indicator extinguish. To return to
STDBY depress the switch again and the condition will
reverse, i.e., the OPR indicator extinguish and the
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