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Andere Lautsprecherkabel-AnschluBmoglichkei



Aufstellen

Sorgen Sie in geschlossenen Regalwénden, Einstellschranken
usw. fur ausreichende Bellftung des Gerates (LUftungsschlitze
auf der Gerateoberseite nicht verdecken).

Verlegen Sie Netzkabel und Lautsprecherkabel moglichst ent-
fernt von den Tonverbindungsleitungen.

Fir den Fall, daB das Gerat zu breit ist, lassen sich die Holzseit-
enteile abnehmen, wenn Sie die seitlichen Schrauben 10sen. Ver-
gessen Sie bitte nicht, die Schrauben danach wieder ins Geréat
einzudrehen.

NetzanschliuBB

Das Gerat darf nur an Wechselspannung (50/60 Hz) betrieben
werden. Die vorgesehene Netzspannung ist auf der Rickseite
des Geréates angegeben.

AnschlieBen der Lautsprecher

Um die Wiedergabequalitdt und Leistung des Gerétes voll nut-
zen zu kdnnen, sind entsprechend belastbare und hochwertige
HiFi-Lautsprecherboxen erforderlich (mindestens 100 Watt
Nennbelastbarkeit).

@ Sie konnen zwei Lautsprechergruppen anschlieBen (SPEA-
KERS A/B).

@ Beide Lautsprechergruppen, A und B, lassen sich einzeln
oder zusammen betreiben.

Schalten Sie immer nur eine Gruppe ein, so sind Boxen mit 8
Ohm Nennimpedanz optimal angepaft. Bei Werten daruber ver-
mindert sich die Ausgangsleistung.

Wollen Sie zwei Lautsprechergruppen gleichzeitig betreiben, so
sollten Sie Boxen mit 16 Ohm Nennimpedanz verwenden bzw.
8-Ohm-Boxen in Reihe anschlief3en.

Schalten Sie den Verstarker (wie auch evtl. angeschlossene Ton-
quellen) immer aus, wenn Sie die Lautsprecher anschlieBen.

Zum Anklemmen der Lautsprecher-Leitungen beachten Sie
bitte die AnschluBskizzen auf Seite 2. Bei Anschiul nach oberer
Skizze sind die Litzendrahte zuvor gut zu verdrillen, so daB keine
Drahtenden abstehen. Die unteren Skizzen zeigen den Kabelan-
schiuB durch die Klemmschraube hindurch. Dazu sind die Lit-
zendréhte moglichst gleichmaBig Uber den Rundkontakt der
Schraube zu stilpen.

Alle Leitungen in richtiger Polaritat anschiieBen, dazu Rick-
wand-Beschriftung und Kennzeichnung der Leitungen beachten
(z. B. Farbkennung, Kennrippen). Wichtig ist auch der seitenrich-
tige AnschiuB. Der — vom Zuhorer aus gesehen - rechts aufge-
stellte Lautsprecher muB3 mit den jeweiligen Klemmen R (Rechter
Kanal) verbunden sein. Entsprechendes gilt fiir den linken Kanal
L.

Eingeb

gebaute Schutzschal

Die elektronische Automatik schaltet in allen Fallen von Uberlastungen, also nicht nur
bei Kurzschlissen, den jeweils gestorten Kanal ab. Auch kapazitive oder induktive
Uberlast wird von der Automatik sicher »erkannt«. Die Endtransistoren sind damit si-
cher vor Zerstérung geschuitzt. )

Nehmen Sie die Lautstarke zuriick, wenn durch Uberlastung die Automatik immer
wieder ansprechen sollte.

Zusétzlich sind je 1 Ubertemperaturschalter an der Kithischiene und am Netztransfor-
mator eingebaut, die bei Erreichen einer bestimmten Grenztemperatur das Gerét aus-
schalten. In beiden Fallen wird nach Beendigung der auslésenden Stérung selbsttétig
wieder gingeschaitet, wobei der Netztransformator eine langere Abkdihlzeit braucht.
AuBerdem hat der Verstérker Lautsprecher-Schutzschaltungen, die verhindern, daf3
bei defekter Endstufe Gleichsparinung die wertvollen Boxen zerstdrt.

AnschlieBen der Tonquellen

Schalten Sie dazu alle Gerate aus. Achten Sie auf richtigen An-
schiuB der Stereo-Kandle: R = rechts, L = links.

lhren (Analog-)Plattenspieler mit Magnet-System verbinden
Sie mit den Eingangsbuchsen PHONO.

Hat der Plattenspieler ein getrenntes Massekabel, so ist dieses
an die Masseschrauben 4 anzuklemmen.

Der Verstarker verfugt Giber einen Phono-Entzerrer, so da man
keinen separaten Entzerrer braucht.

Die Phono-Buchsen eignen sich auch zum AnschluB eines Plat-
tenspielers mit Moving-Coil-System. Das gilt aber nur fir Plat-
tenspieler mit eigenem Vor-Vorverstérker bzw. Ubertrager oder
neuerem Abtastsystem (hthere Ausgangsspannung).

Mit dem Pegelsteller LEVEL PHONO konnen Sie die Empfind-
lichkeit des Phono-Eingangs an die Ausgangsspannung des an-
geschlossenen Plattenspielers anpassen, damit beim Umschal-
ten zwischen Plattenwiedergabe und anderen Tonqueilen die
Lautstarke gleichbleibt. In Mittelstellung rastet der Pegelsteller
ein (entspricht dem Wert in den technischen Daten).
Plattenspieler mit Kristall- bzw. Keramik-System oder solche mit
Magnetsystem und eigenem Entzerrer®Vorverstérker kénnen Sie
an jeden anderen der sog. hochpegeligen Eingédnge anschlie-
Ben, z. B. an TAPE 1 IN, TAPE 2 IN, VIDEO/TV oder CD.

Tonquellen wie Tuner, CD-Spieler, Tonband/Cassettenge-
rit, HiFi-Videorecorder oder Stereo-Fernsehgerat lassen sich
grundsétzlich an jeden der sog. Hochpegel-Eingénge CD, TU-
NER, VIDEO/TV, TAPE 1 IN oder TAPE 2 IN anschlieBen. Nur
missen Sie bei der Eingangswahl dann wissen, was Sie wo an-
geschlossen haben.

Bedienung

Ein- und Ausschalten

Den Verstarker schalten Sie mit der Taste POWER ein und aus
(Leuchtanzeige Uber der Taste). Stérende Schaltgerdusche wer-
den automatisch unterdrickt.

Lautsprecher-Schalter

Durch die Tasten SPEAKERS A und SPEAKERS B lassen sich
die angeschlossenen Lautsprechergruppen A und B unabhéngig
voneinander an- und abschalten.

Eingangswahl

Zum Wiedergeben einer Tonquelle (Plattenspieler, Tuner, CD-
Spieler usw.) wahlen Sie den Verstarker-Eingang, an dem sie an-
geschlossen ist, mit einer der Tasten PHONO, TUNER, CD,
VIDEOQ/TV, TAPE 1, TAPE 2, MONITOR.

Zur Beachtung: Taste MONITOR nur fur Monitor-Betrieb drik-
ken und sonst immer ausgerastet lassen, um den Signalweg im
Verstarker nicht zu unterbrechen.

Lautstarke und Klang

Mit dem Drehknopf VOLUME stellen Sie die Lautstérke ein.

Die Taste LOUDNESS brauchen Sie vor allem, wenn Sie leise
oder in Zimmerlautstarke horen. Dricken Sie diese Taste, dann
werden die Tiefen und zum Teil noch die Hohen etwas angeho-
ben, so daB der klangliche Gesamteindruck auch bei leiser Wie-
dergabe immer ausgewogen bleibt.

Bei baBstarken Lautsprecher-Boxen jedoch ist es vorteilhaft,
durch Ausldsen der Taste LOUDNESS auf lineare Wiedergabe zu
schalten und so eine Uberm&Bige Betonung von Bassen und H6-
hen zu korrigieren.

Mit dem Vorpegel-Schalter LEVEL dB (hinter der Klappe in der
unteren Gerétefront) kbnnen Sie die physiologische, d. h. gehér-
richtige Lautstarkekorrektur des Verstarkers optimal an den Wir-
kungsgrad der benutzten Lautsprecher und an den Abhérraum
anpassen.

Steht z. B. der Vorpegelschalter auf O und Sie sind bei Zimmer-
lautstarke mit dem Klangeindruck nicht ganz zufrieden, weil
etwa die Basse zu schwach kommen, so drehen Sie den Vorpe-
gelschalter weiter auf (+) und nehmen dafiir den Lautstéarkestel-
ler etwas zuriick: Das Klangbild wirkt dann voller, kréftiger, aus-
gewogener.

Uberbetonte BaBwiedergabe 4Bt sich gehorrichtig ausgleichen,
wenn man den Vorpegelschalter weiter zudreht und daflr den
Lautstarkesteller entsprechend auf.



Mit den Klangstellern BASS und TREBLE (hinter der Klappe)
kénnen Sie das Klangbild in den Bassen und Héhen (TREBLE)
individuell verandern und so gestalten, daB z.B. UnregelmaBig-
keiten in der Akustik des Abhdrraumes (Ddmpfung durch Texti-
lien, Reflexionen an glatten Fidchen usw.) kompensiert werden.

Die Wirkung dieser Klangsteller 1aBt sich auch jederzeit aufhe-
ben, also auf 0 schalten, wenn Sie die Taste DEFEAT driicken.

Stereo-Balance

Flr Stereo-Wiedergabe ist es wichtig, da von beiden Stereo-
Lautsprecherkanélen eine gleichméaBige Schallabstrahlung er-
folgt. Bei einer Verschiebung dieses »akustischen Gleichge-
wichts« (etwa durch unginstige Raumverhaltnisse oder durch
unsymmetrische Anordnung der Sitzgruppe) orientiert sich das
Ohr nach der Schallquelle mit der groBer erscheinenden Laut-
starke, wodurch der Stereo-Eindruck verféischt werden kann.
Der Einsteller BALANCE (hinter der Klappe) ermdglicht in sol-
chen Fallen einen Ausgleich nach Gehdr und persénlichem Ge-
schmack.

Mono-Taste

Mit der Taste MONQO (hinter der Klappe) lassen sich beide Ste-
reo-Kanale zusammenschalten, so daB auch Signale, die nur auf
einem Kanal kommen, in allen Lautsprechern zu horen sind.

Diese Umschaltméglichkeit kann auch nitzlich sein, wenn Sie
z.B. beim AnschlieBen von Lautsprecherboxen die phasenrich-
tige Polung Uberprifen méchten: Stellen Sie dazu beide Boxen
unmittelbar nebeneinander und schlieBen Sie nur eine an. Schal-
ten Sie nun auf Mono. Sobald Sie die zweite Box anschlieBen,
muB der Klang voller wirken und aus der Mitte zwischen den bei-
den Boxen zu kommen scheinen. »Auseinanderfallen« des Klan-
ges und schiechtere BaBBwiedergabe wiirden auf eine Verpolung
hindeuten.

Aufnahme-Betrieb
Das Signal der angewahiten Tonquelle liegt an allen LINE-OUT-
Buchsen der Anschliisse TAPE 1 und TAPE 2 an.

Mit Band/Cassettengeraten, die dort Gber ihre LINE-IN-Buchsen
angeschlossen sind, kénnen Sie dieses Signal aufnehmen.

Zur Wiedergabe verbinden Sie jeweils die Verstarker-Eingangs-
buchsen LINE IN mit den Ausgéngen LINE OUT des Band/Cas-
settengerates.

Haben Sie zwei Band/Cassettengerate angeschlossen, kdnnen
Sie von jedem auf das andere lberspielen. Wahlen Sie am Ver-
stérker jeweils den Eingang an, mit dem das wiedergebende Ge-
rét verbunden ist: TAPE 1 oder TAPE 2.

Die AnschluBbuchsen TAPE 2 in der Front- und Riickseite sind
parallel geschaltet und soliten nicht gleichzeitig benutzt werden.

Monitor-Betrieb

Zum Aufnehmen mit Hinterbandkontrolle schlieBen Sie ein daflr
geeignetes Tonband/Cassettengerat mit seinem Ausgang an
den Eingang MONITOR des Verstérkers an.

Driicken Sie wahrend einer Bandaufzeichnung die Taste MONI-
TOR, so geht die Aufnahme ohne Unterbrechung weiter, ledig-
lich der Verstérker wird jetzt so geschaltet, da man das soeben
aufgezeichnete Programm zur Kontrolle héren kann (Hinter-
band).

Durch Umschalten mit der Taste MONITOR ist also ein direkter
Vergleich zwischen Original und Mitschnitt méglich.

Pflege des Gerates

Gehause nur mit weichem, staubbindendem Lappen reinigen.
Polier- und Reinigungsmittel kdnnen die Oberfliche des Gehéu-
ses beschéadigen.

Technische Daten

Ausgangsleistungen (nach DIN 45 500)
Nennleistung/Musikleistung an 8 Ohm: 2x100/150 W

Klirrfaktor

bei 1 kHz und Nennleistung — 1 dB: = 0,006 %
Intermodulation: =0,015%
TIM: =001 %
Dampfungsfaktor: =100
Gerauschspannungsabstand nach IEC ()
CD: = 102/79dB

Hochpegel: = 101/79dB
PhonoMM: = 78/75dB

Gerauschspannungsabstand nach DIN (7)

CD: = 93/70dB
Hochpegel: = 92/70dB
PhonoMM: = 70/66 dB
Fremdspannungsabstand nach IEC (*)
CD: =>101/77dB
Hochpegel: = 100/77 dB
PhonoMM: = 74/72dB
Fremdspannungsabstand nach DIN (%)
CD: = 96/72dB
Hochpegel: = 95/72dB
PhonoMM: = 70/68dB

Leistungsbandbreite: < 5 ...= 50000 Hz
Ubertragungsbereich (- 3 dB)

CD: 3...80000Hz

Hochpegel: 3...55000Hz

Monitor: 3...55000Hz

PhonoMM: 20 ... 80 000 Hz
Stereo-Ubersprechdampfung (bei 1 kHz)
CD: =75dB

Hochpegel: = 68dB

Monitor: =75dB

PhonoMM: =76dB
Eingangsempfindlichkeit

CD: 180 mV/230 kOhm
Tape, Tuner, Video/TV: 180 mV/230 kOhm
Monitor: 180 mV/230 kOhm
Phono MM: 1,9mV/ 47 kOhm
Ubersteuerungsfestigkeit

Hochpegel: 0V

Phono MM: 120mV
Netzspannung: 220V,50/60 Hz

Leistungsaufnahme

bei Nenn-Ausgangsleistung: ca. 365 W max.

(') Werte bei Nennleistung/ 50 mW

»Digses Gerat entspricht den Sicherheitsbestimmungen nach VDE 0860 und somit
den internationalen Sicherheitsvorschriften IEC 65 bzw. CEE 1«.

Anderungen und Irrtiimer vorbehalten!
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Switches for Loudspeaker Sound Source Selection Volume
Groups A and B Buttons

o G

On/Off

(POWER)
Button
Sterec Headphone Behind the Flap: LOUDNESS
Socket Controls for stereo BALANCE, Button pressed in = loudness
(6.3 mm jack plug; BASS, TREBLE and LEVEL, and compensated volume control,
5...2000 Ohm) Mono button for example, at low volume;
button released = linear
frequency response

TAPE 2 Sockets DEFEAT

For cassette/tape recorder For cancelling the tone
(OUT = output for recording, setting (switching off the

IN = input for playback) BASS and TREBLE controls)

C cti ibility of |
MONITOR input onnection possibility of loudspeaker leads

TUNER Sockets For tape/cassette
For connecting a tuner recorders

with off-tape .
monitoring facility

PHONO Sockets TAPE 1 Sockets
For record deck with For cassetie/tape @
magnetic cartridge recorder

(IN = input;

LINE QUT = high signal
level output)

Earthing Terminal for

Screw Terminals for
Record Deck

Loudspeaker Group A

PRIQR T0 OFENING THE
CASE PLLL MAINS PLUG

S BRI
7 Y TIRE Walled P i|xs oumre cevissen
Screw Terminals for
Loudspeaker Group B
Level Control CD Sockets BULSPRR P
for PHONO For compact disc TAPE 2 Sockets
input player (in parallel with front TAPE 2
sockets) for second tape/
cassette recorder
TV/VIDEO Input (IN = input, QUT =
For sound high level output)
reproduction from TV set
or hifi video
recorder

Further connection possibility of loudspeaker le



Positioning

If the unit is operated in a closed wall unit or hifi rack, etc. ade-
quate ventilation must be provided (do not cover the ventilation
slots in the top of the unit).

Do not site mains cables or loudspeaker leads near audio leads.

In the case the unit is too wide, the wooden side panels can be
taken off by removing the lateral screws. Do not forget to screw
the screws back into the unit.

Mains Connection

The amplifier is designed to operate from AC mains (50/60 Hz)
only. The mains voltage is pecified on the back of the set.
Additional Information for Units Sold in Great Britain

Units sold in GB are suitable for operation from a 240 V AC, 50 Hz mains supply.

We recommend that a 13 A3-pin plug fitted with a 3 A fuse be used. The brown lead
must be connected to the live pin (marked “L" or “brown” or “red”) and the blue lead to
the neutral pin (marked “N* or “blue” or “black”). On no account should either wire be
connected to the earth pin (marked "E* or "green/yellow"). If other mains plugs are
used, ensure that they are protected by a 5 A fuse.

Loudspeaker Connection

To exploit the performance of the ampilifier to the full, high-quality
hifi loudspeaker enclosures with adequate power-handling ca-
pacity are necessary (minimum nominal power-handling capac-
ity 100 W).

@ You may connect two loudspeaker groups (SPEAKERS A/B).

@ Both loudspeaker groups (A and B) may be operated sepa-
rately or simultaneously.

If only one loudspeaker group is operated, loudspeakers with a
nominal impedance of 8 ohm are optimally matched. With higher
values the output power decreases.

If you wish to operate two loudspeaker groups simultaneously,
you should use loudspeakers with a nominal impedance of 16
ohm or connect 8-ohm loudspeakers in series.

Always switch off the amplifier and any sound sources connect-
ed when connecting the loudspeaker enclosures.

Important:

To connect the loudspeaker leads refer to the connection dia-
grams on page 6. When connecting according to the upper dia-
gram, twist the Litz wires tightly together beforehand to ensure
that no bits of wire stick out. The lower drawings show the cable
connection through the terminal screws. For this purpose, the
Litz wire must be lapped evenly over the round contact of the
screw.

Ensure that all wires are connected the right way round (observe
markings on back panel and identifying marks of leads, eg: col-
our marks, identification ribs). Also ensure that the loudspeakers
are connected to the correct terminals. The loudspeaker to the
right of the listener should be connected to the terminals marked
R (r.h. channel). The same applies to the L.h. channel (terminals
“L).

Built-In Protective Circuits

Automatic circuits protect the amplifier against all types of overload ie: short circuits,
capacitive and inductive overload and if a certain maximum temperature is reached,
the unit will aiso be switched off by thermal overload switches (fitted to the transistor
heat sinks and 1o the mains transformer). Reduce the volume if overload causes the
automatic circuits to respond repeatedly. In all cases the amplitier will automatically
switch on again after the source of the fault has been eliminated (the mains trans-
former requires a longer cooling-off period).

In addition, the amplifier is provided with automatic circuits which protect the loud-
speakers against direct current voltage in the case of a fauity output stage.

Sound Signal Connections

Switch off all units before connecting them. Ensure that the ster-
€0 channels are correctly connected (R = right, L = left).
Connect your (analog) record disc with magnetic cartridge to
the input sockets marked PHONO.

If the record deck is provided with a separate earth lead, you
should connect it to the earthing screw marked A4 .

The amplifier incorporates a phono equaliser so that a separate
equaliser is not necessary. The PHONO sockets are also suita-
ble for connecting a record deck with moving coil cartridge. This
only applies, however, to record decks with a built-in pre-ampli-
fier or transformer or one of the newer cartridges which supply
higher output voltages.

The sensitivity of the phono input can be matched with the LEV-
EL PHONO control to the output voltage of the record deck so
that it is unnecessary to adjust the volume on switching over
from the record deck to other sound sources. When the control
is in its centre (lock-in) position the level is as stated in the speci-
fication.

Record decks with crystal or ceramic cartridges or those with
magnetic cartridges and an internal equaliser preamplifier can be
connected to any of the so-called high-level inputs, eg: to TAPE
1IN, TAPE 2 IN, TV/VIDEO or CD.

Sound sources such as tuner, CD-player, tape/cassette
recorder, hifi video recorder or stereo TV set can be connected
to any of the so-caliled high-level inputs marked CD, TUNER,
TV/VIDEO, TAPE 1 IN or TAPE 2 IN. When selecting the sound
sources, press the button corresponding to the input being
used.

Operation

Switching On and Off

The amplifier is switched on and off with the POWER button. The
indicator lamp above the button indicates whether the unit is on.
Annoying switching noise is automatically suppressed.

Loudspeaker Switches

The loudspeaker groups A and B, if connected, can be switched
on or off independently of each other using the buttons marked
SPEAKERS A and SPEAKERS B.

Input Selection

For reproduction of a sound source (record deck, tuner, CD
player etc.) select the ampilifier input to which the required sound
source is connected, using one of the buttons marked PHONO,
TUNER, CD, TV/VIDEO, TAPE 1, TAPE 2, MONITOR.

Note: The MONITOR button should only be pressed in for moni-
tor operation. In all other cases it must be released, otherwise
the signal path in the amplifier will be disconnected.

Volume and Tone

The volume can be adjusted with the rotary control marked VOL-
UME.

The LOUDNESS button should mainly be used when listening at
low and moderate volumes. If this button is pressed bass and
treble are boosted so as to give a balanced overali sound im-
pression.

If loudspeaker enclosures with powerful bass response are
used, it is advantageous to switch to linear response by releas-
ing the LOUDNESS button (bass and treble wil no longer be em-
phasised).

The LEVEL dB switch (behind flap in lower part of front panel)
can be used to match the “contouring” ideally to the room
acoustics and the effiency of the loudspeakers.

If the level switch is set to 0, for example, and you are not entirely
satisfied with the sound impression obtained at normal volume
because the bass is not strong enough, turn up the leve! switch
(+) and turn down the volume control slightly; the sound impres-
sion will then be fuller, richer and more balanced. Excessive bass
can be eliminated by turning the level switch down further (-}
and turning up the volume control correspondingly.

The BASS and TREBLE controls (behind flap) can be used to
adjust the sound impression to your individual requirements and
to compensate for effect of curtains, reflecting surfaces, etc., on
the room acoustics.

The sound adjustment of these tone controls can be cancelled at
any time by pressing the DEFEAT button.



Stereo Balance

For stereo reproduction it is important that there is equal acous-
tic radiation from both the stereo loudspeaker channels. If this
“acoustic balance" is displaced (perhaps as a result of unfavour-
able room conditions or unsymmetrical arrangement of the lis-
teners), the sound source which appears loudest will dominate
and impair the stereo image. This can be corrected with the
BALANCE control (behind flap).

MONO Button

The MONO button (behind flap) can be used to interconnect
both stereo channels so that also signals with only one channel
can be heard from all loudspeakers.

This switching facility can also be useful, for example, for check-
ing the pofarity/phasing when connecting the loudspeaker en-
closures: For this purpose, place the two loudspeakers near and
facing each other. Then connect only one of the loudspeakers to
the amplifier operating in mono. If on connecting the second
loudspeaker the sound appears to break up and the bass re-
sponse is poor then one of the loudspeaker connecting leads
must be reversed.

Recording Operation

The signal sources selected are also available at the TAPE 1 and
TAPE 2 sockets. Tape/cassette recorders connected to these
sockets via their LINE IN sockets can be used for recording
these signalis.

For playback interconnect the LINE IN input sockets of the am-
plifier with the LINE OUT output sockets of the tape/cassette re-
corder.

If two tape/cassette recorders are connected, it is possible to
copy from each recorder onto the other. Select the respective in-
put on the amplifier to which the playback recorder is connected
(TAPE 1 or TAPE 2).

The TAPE 2 sockets in the front and back panel are connected in
parallel and should not be used simultaneously.

Monitor Operation

For off-tape monitoring (monitor B) while recording, connect a
tape/cassette recorder designed for this mode of operation to
the MONITOR input of the amplifier. If the MONITOR button is
now pressed while a tape recording is being made, recording will
continue uninterrupted, but the connections in the amplifier will
now be such that the recording on the tape can be monitored as
it is made. Switching the monitor system on and off with the
MONITOR button allows a direct comparison to be made be-
tween the original source and the recording.

Warning: When copying records or tapes, take care not to in-
fringe the copyright laws applicable in your country.

Care of the Unit

The cabinet should only be cleaned with a cloth which picks up
dust. Polishing or cleaning agents may damage the surface of
the cabinet.

Specification
Output Power (to DIN 45500)
Nominal Power/Music Power into 8 ohm: 2x100/150 W

Total Harmonic Distortion
at 1 kHz and Nominal Power - 1 dB: < 0.006 %

Intermodulation Distortion: =< 0.015%
TIM: <001 %
Damping Factor: =100

Weighted Signal-to-Noise Ratios to IEC (*)

CD: = 102/79dB

High-Level: = 101/79dB

Phono: = 78/75dB

Weighted Signal-to-Noise Ratios to DIN ()
CD: = 93/70dB

High-Level: = 92/70dB

PhonoMM: = 70/66 dB

Unweighted Signal-to-Noise Ratios to IEC ()
CD: = 101/77 dB

High-Level: = 100/77 dB

Phono MM: = 74/72dB

Unweighted Signal-to-Noise Ratios to DIN ()
CD: = 86/72dB

High-Level: = 95/72dB

PhonoMM: = 70/68dB

Power Bandwidth: < 5 ...= 50000 Hz
Frequency Response (- 3 dB)

CD: 3...80000Hz

High-Level: 3... 55000 Hz

Monitor: 3...55000Hz

PhonoMM: 20 ... 80000 Hz

Stereo Crosstalk (at 1 kHz)

CD: =75dB

High-Level: = 68dB

Monitor: =75dB

PhonoMM: =75dB

Input Sensitivities

CD: 180 mV/230 kOhm
Tape, Tuner, Video/TV: 180 mV/230 kOhm
Monitor: 180 mV/230 kOhm
Phono MM: 1.9mV/ 47 kOhm
Input Overload Point

High-Level: 10V

Phono MM: 120 mV

Mains Voltage: 220V, 50/60 Hz
Power Consumption

at Rated Output Power: approx. 365 W max.

(") Values at Nominal Power/50 mW

The unit meets BS 415 safety regulations and consequently also the international
safely specifications IEC 65 or CEE 1.

The unit meets interference radiation regulations based on the EEC guidelines No. 76/
889 and 82/499 EEC, BS 800: 1979, SI 1978/1267.

Subject to alteration E.and O.E.



Commutateurs haut-parleurs Touches de sélection d’entrées Volume
pour groupes HP A et B (raccordements.de sources
de programme)

Touche
Marche/Arrét
POWER
Raccordement pour Derriére |'abattant: LOUDNESS ) )
casque stéreo Réglages pour la balance stéréo, touche enclenchée = réglage
(fiche Jack 6,3 mm; les graves (BAS), physiologique de la tonalite,
5...2000 ohms) les aigués (TREBLE) et par ex. pour un volume faible;
réglage préniveau (LEVEL), touche declenchée = repro-
ainsi que touche Mono duction lingaire
Raccordements TAPE 2 DEFEAT
pour magnétophone a bandes pour annuler les réglages
ou a cassettes individuels des graves
(OUT = sortie pour I'enregistrement: et des aigués

IN = entrée pour la reproduction)

Possibilité de raccordement de haut-parleurs

Prises TUNER Entrée MONITOR
pour le raccordement pour magnétophone
d'un tuner a bandes ou a cassettes
avec possibilité d'écoute
sur bande
Prises PHONO Raccordements TAPE 1
pour platine tourne-disque pour magnétophone
a cellule magnétique a bandes ou & cassettes
(IN = entrée;
OUT = sortie
haut niveau)

Vis de raccordement
ala masse pour platine Raccordements a vis pour
tourne-disque groupe haut-parleurs A

-
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o
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Raccordements a vis pour
. ; ; groupe haut-parleurs B
Réglage de niveau Prises CD
pour entree pour un lecteur
PHONO de disques Raccordements TAPE 2 A 4
audio numeériques (en paralléle avec les prises
frontales TAPE 2) pour @
Entree un autre magnétophone
TV/VIDEO pour la a bandes ou & cassettes
reproduction du son (IN= entree; )
d’un téléviseur ou OUT = sortie haut niveau)
d’'un magnétoscope

Autre possibilité de raccordement de haut-parleurs
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