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HB 404/A

HPA Solarium

Service Manual
TECHNICAL DATA

Input voltage
Input power
UVA-source (LA1)
Starter (S1)
Ballast (L1)
Timer
Radiation area
Protection goggles
Output UVX 36 meter
            

:
:
:
:
:
:
:
:
:

230 V  
440 W
1 x HPA flexpower 400-600
1 x SN 58-spec.
1 x BHA 400L
60 mins Diehl
60 x 40 (at 50 cm)
HB071 - 4822 690 80123
Min. 4.2 mW/cm2
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PHILIPS ORIGINAL HOME SOLARIA

General

Owing to its compactness the HB 400/A and HB 404/A
are only suitable for tanning part of the body - the face 
in most cases.
By increasing the curing distance the area can be
somewhat enlarged.
However, this is at the expense of the curing time 
(see directions for use).
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1 4822 462 50509 ornamental prop
2 4222 062 95410 housing back
3 4822 404 40818 flex holder
4 4822 321 11078 flex EU
5 4822 252 20325 automatic cutout

6 4822 325 20102 lamp holder
7 4822 134 30032 HPA flexpower 400-600
8 4822 532 61263 clamp
9 4822 265 20234 connecting block

10 4222 062 94330 ballast 230V

11 4822 380 20492 reflector
12 4822 361 11042 fan complete
13 4822 219 80605 starter SN58-spec
14 4822 271 30619 micro switch
15 4822 282 10255 timer 60 mins

16 4822 452 80165 distance indicator
17 4222 062 95420 housing front
18 4822 411 50634 timer knob

HB 400/A
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