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Ver. 1.1 2005.09

e SS-TS31 is the speaker section in DAR-RD100,
DAV-DX150, DAV-DX170, DAV-DZ100, DAV-
DZ100K and HT-RD150.

* SS-TS31B is the speaker section in DAV-
DX150, DAV-DX170, DAV-DX250, DAV-DZ100,
DAV-DZ100K and HT-RD150.
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SPECIFICATIONS EXPLODED VIEWS

Front (SS-TS31)
Speaker system Bassreflex
Speaker units 65 mm (2 %/5 inches) dia

conetype,
Rated Impedance 2.7 ohms \
Dimensions (approx.) 90 x 132 x 107 mm %"N‘(

(3% x 54, x 41, inches)

(w/h/d)
Mass (approx.) 0.6kg (11b602)
Surround (SS-TS31B)
Speaker system Bassreflex
Speaker units 65 mm (2 %/g inches) dia

conetype,
Rated Impedance 2.7 ohms
Dimensions (approx.) 90 x 132 x 107 mm 1

(3% x 54,4 x 4/, inches)

(w/h/d) -
Mass (approx.) 05kg (11b2 02) Ref. No. Part No. Description

1 A-1103-630-A OVERALL ASSY (SS-TS31)

Design and specifications are subject to change without notice. 1 A-1103-713-A  OVERALL ASSY (SS-TS31B)
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Clicking the version allows you to jump to the revised page.
Also, clicking the version at the upper right on the revised page alows you to jump to the next revised

page.

Ver. Date Description of Revision

1.0 2005.02 New

1.1 2005.09 Addition of AEP and UK models
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