FIELD REPLACEABLE UNIT DOCUMENTATION
Satellite”

2520CDS/2540XCDT

BATTERY PACK REMOVAL OPTIONAL PCMCIA CARD REMOVAL

1 Tunthe computersid doun g Eject button

2 Sl e bty efase e e nihe drectonof the

3. Bl ne battey pack sty foraard and it 1.Pul aut tre et button ofthe PC card to be removed.
it 2/ Pressthe cject button and remove e PC card
KEYBOARD REMOVAL 73 Laen KEYBOARD REMOVAL

Keyboard métalbrace 112 brass scew

Keyboard holder

1. Openthe display panel

2/ Uniatch the Keyboard holder atthe five poits an

3. Remove one M2xd brass screw and it out the
keyboard metal brace.

TOSHIBA

Tough Enough for Today's World.



FIELD REPLACEABLE UNIT DOCUMENTATION
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2520CDS/2540XCDT

KEYBOARD REMOVAL

256 black screw

EXPANSION MEMORY REMOVAL

Hemory dips

4L et
B2 caret ot o apply ressure anthe keyboard

5 Femove one W2 58 biack serewand ot i e

cardcable fon ot onhe

System board and remove the Ke

HDD REMOVAL

HDD siot cover

1. Tunthe computer upside down.
2. Remove one M2.5x black screw szcuring HDD
slot cover and pull ot the cover.

1 town

2 Remove two M2x3 black screwe and remove the.

3. Pushthe memory clips outward and pull the memory
module out of the connectr on a 49 cegree angle

250

bladk

HDD bracket handie

3. Remove one M2.5x4 black screw szcuing the HDD.
3. Graspihe HDD bracket handie and pul to disconnect
the HDD.

TOSHIBA

Tough Enough for Today's World.
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2520CDS/2540XCDT

MODEM REMOVAL

W23 siher serews 125 brass screw
1. Remove two M2xs sih

Modem cable
\r screws and one M2x5 brass:

‘screwsscuiing the modem boar
2 Lit up the igh s of the modemboard and remove
fom the sytem board.

TOP COVER REMOVAL
11256 black sorews

—_——
2556 black screvs

12416 blaek screw

1. Turnthe computer upside down and remove the.

TOP COVER REMOVAL

250 Hack srews _FLcable PJS

U2Sidiodk  embrane P10
switchcable

2 Turye coputer g sd usandcpenthe

display panel

fllowr
~3M2.5:20 black scrowe
3256 black sorews one romHDD el cove
Mo blackwrows om bty sot ar back

Bers bk serew.

Top cover

Volume
rirol

‘one M2.5x black screw secuing the top cover.
Disconniectthe fllowing fve cables:

5.Lit up the back and left side of the-
1 et eleas the let latch on the font (arfow and 2).
Push the right (anow) to clear the volume control
fom the top cover.

6. Rotate the top cover and display assembly forvard
to releass the g latch

“TOSHIBA

Tough Enough for Today's World.
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2520CDS/2540XCDT

HDD_AND BATTERY BOARD REMOVAL FDD REMOVAL

Batery pover
lne cable

256 brass

HDDRatteryboard  P754  Sensor cable,
1 Discomectthe lowing cable fon the

HDD battery boar 1. Discomcthe FOD flexiblecabl o P15 on
N0 canie o750
‘power linc cable from PJ753 B RO ——p——
cable from PJ754 ex st s e FDD a1 e FOD o
0V one M2.546 brass screw. 3. Remove four M2.5x3 brass screws secuing the FOD.
R R oD metery boord tothe FOD

4. Disconnect the FDD flexible cable fom the FDD.
CD-ROM DRIVE REMOVAL

Side race

DROM
fexble cable
fexble

cable
U0l 25 brasssaew

4 Femove two NDAG brawm serov g e
o

isconnect the lexible cable fiom on mbly.
e o b, oMbl cable fom 301 5 S g comecto e cannector
2. Remore one ME.5xd brass screwszcuing the CD-ROM

drive.
3. Side out the CD-ROM drive.

TOSHIBA

Tough Enough for Today's World.
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2520CDS/2540XCDT

BATTERY REMOVAL

RTC AND BACK
Bachup battery
RTC battery

RIC battery cable  Backup baery cable

SENSOR AND SOUND BOARD REMOVAL

12,508 brass screw.

PUTO0 on the sound

1. Openthe RTC and
2. Disconnect the RTC battery cable fiom PJ702 onthe.

PaTOt onthe

board.
2 Remove one M2.5xd brass screw.
Xt

sound board.
4.Lif out the RTC and backup battery.

SYSTEM BOARD REMOVAL
125 brass screvs 1256 brass screw

112 54 brass.

Battery power cable:

£ M2.5x6 brass scrow

PC cir sit
over battery
cable
eardonthe
e
+Oscomedhe “oroving ablesfom the st boar

cable from
oser ol rom 501
~Sound cable fromP 302

TOSHIBA

Tough Enough for Today's World.
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MEMBRANE SWITCH REMOVAL SPEAKERS REMOVAL

123 fat head screvs
1

menbrane switch, each speater
2 Lit up the membrane switch 2. Remove he tape securing the spealer cables:
and it out he speakers.

COOLING FAN REMOVAL

1. Remove the tape covering PJ1 andithe fan cable.

2 Dissned ne famcabls fon P31 on e yem board

3. Remove two M2xdflat head silver screws scuring the
coolng fan.

4 Take out the cooling fan fom the system boar

TOSHIBA

Tough Enough for Today's World.
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2520CDS/2540XCDT

FLINVERTER AND 12.1 DSTN LCD REMOVAL

Leb chhie LD module  FLiniertercable

1. Remove two mask seals at the boftom comers ofthe.

display assemby. 1. Remove two MR.5x6 brass screw sscuing

2. Remove two M2.5x6 brass scrows. FLinverter board

3. There are 2 fom right
Smrisy et o s sk ol tolef then disconnectthe FL inverter cable fiom

Qi and the HV cable fom CII2

oy e e o e e e gt
andleftsides, ending wiih the six bottomlatches. Lo m
oo emuwmm the LCD module from fightto et

e LCD cale fon e LCD modkieand
femove the LD fom the compu

TOSHIBA

Tough Enough for Today's World.
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14.1 TFT DISPLAY MASK REMOVAL

" Laten

FLINVERTER AND 14.1 TFT LCD REMOVAL

LCD mochle

/
W2iShrass  FLierer boad

FLinverr cable

Mask szals

1. Remove two mask seals atthe battom comers ofthe. 1 Remoue one NexS brassscrew secuing FL nveter
isplay assembly

2. Remove two 2. 2 il it upine FL investe board and

s it Scvamng e display maskc discomect the FL inverter cable fom CHl1 and

andthe

the RV cablle fiom CH2.

fom the.

to exposs four srens
‘securing the LCD modle

o e et 1y e e taches on herigit
and left sides, ending vith the.

€D mode.

5. Caretl otate the LCD module fom right o et

ofthe LCD cover
Disconnect the LCD eable fom the LCD module and
removehe LCD fiom the computer

TOSHIBA

Tough Enough for Today's World.



