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Technical data

Dimension

Height
Width
Depth
Weight

82.0 - 87.0cm
59.7 cm
55.5 cm
50 kg

Wooden door for Full Door appliances

Thickness min.
Thickness max.
Width min.
Width max.
Height min.
Height max.
Weight min.
Weight max.

Max. stick out over lower

edge of appliance door
Height of plinth min.

Electronic boards

Service boards
Serial boards

16 mm
20 mm
592 mm
595 mm
620 mm
718 mm
25 kg

6.5 kg

92 mm
93 mm

see spare part list
see on the boards itself

Programmed control board and programing of
version , see ,,Board Service* and ,,DATA* on rating

plate of inner door:
uCB
Data set

469313
469303

Basic UCB, not programmed

see on the board itself

Succession of programs

Programs
Succession

Datas Energy Label
Reference program
Energy Performance

Cleaning Performance
Drying Performance

Program information

Start indicator

4619 724 91611

see program diagram
Pla-P3b-P7a

P5b
B
A
C

All programs will be locked after start. Changing
the program or finishing the program will be
possible only after pressing the start button for
longer then 15 sec. (Break by customer)

A switching off the appliance or unplug the
appliance for a while, this will frozen the program

step and later on, the program continuos on the
same position.

Exception: Switching off the appliance or unplug

the appliance during the drying phase, this will lead

directly to the end of the program.

Water Volume at permanent spray system

Water Volume Level
Regeneration 0.31 15 mm
Back rinse 3x 101 60 mm
Prewash 481 120 mm
Main wash 4.21 118 mm
Intermediate rinse 1 4.21 118 mm
Intermediate rinse 2 4.21 118 mm
Clear rinse 4.21 118 mm
Safety/ overflow 851 141 mm

Measuring the level

Remove the coarse sieve, put in a measuring
meter into the sump, measure the hight of the
water level.

Detergent max.

Pre-wash 10 cm
Main-wash 40 cm?
Rinse aid 135 cm?
6 Dosage steps 1-6 ml

Water softener

Saltcontainer 2 kg
Resin container 700 cm?
Regeneration dosage 300 cm?

Water pressure

Inlet pressure 0.3-10 bar

Spray pump pressure 0.3 bar
Rotations

Spray pump motor 2800 RPM

Drain pump motor 3000 RPM

Spray arm lower 30-40 RPM

Spray arm upper 30-40 RPM

SERVICE
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Flow rates/ Inlet volume Regenerating valve
Flow meter (at 0.3 bar = quantity 11 I/min) Voltage 220/ 240 V
208 Impl/l Frequency 50/ 60 Hz
Spray pump 65 I/min Resistance 3.13 kQ
Drain pump 16 I/min
Pump height max. 11 m Coil of dispenser
Inlet valve 4 I/min
Spray arm lower ~33 I/min Voltage 220/ 240 V
Sprayarm upper ~ 27 I/min Frequency 50/ 60 Hz
Sprayarm/ Shower top ~8 I/min Resistance 13 kQ
Electrical base data Reed contacts
Voltage 220/ 230 V flow meter
Frequency 50 Hz
Total power 20-22 kw NTC
Fuse 10 A
20°C 58.1 kQ
25°C 471 kQ
Spray pump motor permanent spray system 30°C 38.2 KO
40°C 25.4 kQ
Voltage 220/ 240 V 50 °C 172 kO
Power consumption 140 WY 60 °C 118 kQ
HI 69 Q 70°C 8.3 kQ
HA 48 Q 80°C 6 kQ
Capacitor 4 uF 85°C 4 kQ
Drain pump motor Regeneration
3
Voltage 220/ 240 V Volume 300 cm
Power consumption 30 W
. P after wash cycles depending on the water
Resistance 146 Q )
softener setting
water hardness 0-40 °dh
Heating - 1 Element system 0-10.7 mmolll
0-107 °Fh
Voltage 220/ 230 V ]
Power consumption 187/ 2.04 kW Salt consumption
Resistance 245 0 for regeneration ~77 g
Heating speed . ~2.0 og/mm Number of cycles
Temperature on surface  ~ 115 with 2 kg salt -~ 26
Safety thermostat
self reset
(Temperature of water) ~85 °C
Fuse 206 °C
Water safty options
Waterstop system Electronic aqua control
Single electric water inlet valve
Voltage 220/ 240 V
Frequency 50/ 60 Hz
Resistance 3.76 kQ
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Water softener setting

To change the water softener setting:
Push the POWER button on
Change to program 2

Hold the START button for 5 seconds until the LED is flashing
Water softener setting is shown by flashing LED
By pushing the START button you can change the setting
Push the POWER button off to save and exit the water softener setting

SERVICE

Water hardness Germandegrees| French degrees | English degrees mmol/I Water softener setting is
°dH °fH Clarke ‘e shown by flashing LED
1 soft 0-5 0-9 0-6,3 0-0.9 1x
1 - 2 soft/ medium 6-10 10-18 7-12.6 1-18 2 X
2 medium 11-15 19 - 27 13.3-18.9 19-27 3X
3 medium/ hard 16-21 28-37 19.6 - 25.9 2.8-3.7 4 x
4 hard 22-28 38-50 26.6 - 35 3.8-5.0 5x
4 very hard 29-35 51-63 35.7-44.1 51-6.3 6 x
4 extremely hard 36 - 60 64 - 107 44.8 -74.9 6.4-10.7 7 X

Accesory

If you need spare parts apart from the spare part list have a look in the

Service Bulletin 4812 718 40084.
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Model ADG 7340

Service No. 854234010820

Version 854234010820

Pos. No. 12NC Code Description Pos. No. 12NC Code Description

0030 4812440 19594 Traverse 5210 481221838175 User board (UCB)
0040 481244018952 Drip tray assy 5710 481228128379 Valve inlet

0041 4812401 18402 Holder 5750 481228128361 Regen.valve

011 0 4812 505 18369 Foot long 5830 481227128407 Switch diaphragm
0220 481244019398 Side panel left 6210 4812276 18405 Switch ON/OFF
0221 4812 440 19397 Side panel right 6330 481227138355 Microswitch door
0240 4812 44010417 Panel, rear 6800 4812418 68155 Combidosage

0401 4812417 18774 Hinge left 6801 4812466 68495 Gasket

0402 4812417 18773 Hinge right 6811 4812 466 68497 Gasket

0440 481249238362 Spring f.door 6812 481244018975 Flap

0470 4812 404 48746 Brake f.door 6820 4812 466 68496 Gasket

0471 481240118397 Band,brake 6910 481228268012 Feeler NTC

0472 4812 404 68023 Hook 7010 481953028928 Hose, inlet 2m
0530 481244088884 Plinth 7011 481231018302 Yoke

1030 481244019478 Door outer 7012 482248050159 Sieve inlet

1050 4812 404 48611 Fastener door 7100 4812418 68149 Monoblock

1052 481250568004 Clip 7102 4819 31038536 Threaded ring

1053 4812 404 48633 Fastener 710 3 4819 466 69562 Gasket set

1054 4812 31058116 Template FD 7140 4812 462 79643 Threaded cap

1200 4812 440 19456 Door,inner 716 0 4812 418 68147 Reg.dosage with flowmeter
1201 4812 440 18969 Batten 7161 4812 466 68475 Gasket

1300 481241758361 Tilt lock cpl. wh 7162 4812 462 78994 Cover

1310 4812401 18416 Hook lock 7171 4812 462 79793  Stopper

1753 4812 466 68572 Batten 7211 4812 360 68347  Spray arm lower. cpl.
1910 4812 466 68564 Gasket door 7220 4812 360 68348 Spray arm upper wh
1920 4812 466 68467 Gasket, door lower 7222 4812 360 68349 Spray arm 2nd level cpl. wh
2410 4812458 19027 Basket upper straight 7230 481236068351 Douche ceiling
2411 4812458 18324 Holder cups right wh 7233 4812 360 68049 Spray arm ceiling
2413 481252888068 Wheel,basket upper (set) 7261 481253029118 Tube assembly cpl.
2416 4812 458 18333 Holder glasses wh 7262 481250518208 Nut

2418 4812 466 68553 Spacer cap set 743 1 4812 530 28102 Hose, inlet

2419 481252888101 Wheel,basket basket upper 7510 4812418 18338 Water collector
2420 481231028134 Basket lower KIT 7550 481253029119 Bend

2421 4812528 88069 Wheel,basket lower wh 7552 481253048148 Tray,leak

2435 4819 310 39859 Cutlery basket KIT 7610 481248058122 Sieve fine

2436 4812458 18996  Grille wh 7612 4812418 18337 Cover sieve

2610 4812462 79831 Rail telescope, inner 7613 4812 418 18341  Cover

2611 4812462 79768 Cap rail 7614 481253058141 O-Ring

2612 481231018972 Cap MOVEABLE 7630 481248058123 Sieve coarse

2630 4819520 18013 Ball cage cpl. 7810 481253029113 Hose,draining

2631 481231048026 Service kit balls plastic 7813 4812281 28417 Flap non-return
3010 481245371864 Control panel SILV 7834 481253028888 Hose

3220 4812453 72507 Insert panel ,ADG7340EE 7836 481253028796 Hose 10x3x180+10
3325 481241028556 Cap f.beater 7910 481253268099 Gasket

4000 481236158334 Motor +SP50Hz,per.HP-PNT 7912 481253058093 Gasket

4051 481951528158 Gasket 7914 4812 466 68503 Gasket

4200 481212118132 Capacitor 7915 4812 466 68504 Gasket

4210 4812121 18158 Interffilter 9010 4822401 10258 Clamp,hose 10-18 mm
4300 4812360 18508 Pump,draining cpl. 9011 4812401 18424  Strap 050,0

4301 4812 466 68689 Gasket 9012 4812401 18157 Strap 32-50/9 C61
4500 4812 259 28684 Heating element 9015 4812401 48573 Strap 028,6

4800 481232128416 Cable harness IC-FD (LS6) 9021 4812466 78015 Fastener f.buildt-in models
4803 4812401 18418 Protector f.wiring 9022 4812404 78241 Holder

4900 481932118136 Cable,mains 2m SA 9040 4812462 78998 Threaded cap

4901 481232128367 Strain relief 9044 4812 462 79659 Threaded cap
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SERVICE

Model ADG 7340
Service No. 854234010820
Version 854234010820
Pos. No. 12NC Code Description

9101 4812502 18394
9102 4812502 18363
9103 4812502 18527
9104 4812502 18385
9105 4812502 18393

9107 4812502 18397
9108 4812502 18389
9641 4812 466 68573
9931 4812 466 78388
9932 4812404 48753

9935 482253280216

Screw 3,5x14-H
Screw 4,0x12-H
Screw 4x15 T20
Screw M3,5x8-T15M
Screw 3,5x9-1 Tx15

Screw INOX A2 M 5X12
Screw 5x20 T20

Gasket housing upper
Foil protection

Key foot

Funnel salt



SERVICE

Exploded view

Whirlpool Europe
Customer Service

ADG 7340
8542 340 10820

26.04.2004 / Page 7
Doc. No: 4812 718 19815

6811

6812 ——

047 2

9101 —-a. |

0440

910 7— 7.
1200

1920

0401/
040 2

120 1

1300

4800

322 0

3

902 2

08003484




26.04.2004 / Page 8 ADG 7340 Whirlpool Europe
Doc. No: 4812 718 19815 8542 340 10820 Customer Service S E R V I C E

Exploded view

993 1 2416 2413 2419

7010
7012

J— 2612

Un[——175S

T

N

710 2— 9015
4300
710/3—? ) 78344

‘ %\E{TI 9(11 0 %39935

|
7912 E%/575 0 :‘\
I ) | / P
7100 004 1 0040

08003496




26.04.2004 / Page 9
Doc. No: 4812 718 19815

ADG 7340
8542 340 10820

Whirlpool Europe
Customer Service

SERVICE

ircuit diagram

C

LL679 PZL 6197

¢SHL WA ¥0-0d | M WNdS Wdd LAM CAM LN Wi
i
VMIH y g |
=7 o =
LG RENLY. U |
T ¢ T T T _:N _rkﬁ ' e
MIH 1 112 l I U € gLl
N1 N A 1 N 1 N1 N1
v ] 1 T
ﬁ H \mm_x gon
T s e man =
M N »
N g 1* = ™
SN er._ i aa 94d
N{ =
S ? |

anym
Kai1b
an|q
oe|q

loyealpul Jarepn
anfen Buneiauabal Jayepn
BA[eA 18|Ul Ja1ep\
JoJe|nuanA ueH

pleoq [0J1U0D pue -1asN
1981U09

anoa104d Buipuipn
feuiwiay Alddns Jamod
asn4

1eISOWIBY] A19jeS

Jo10W wirekeids

presuu Aejas paay

1jes Aejal pasy

Jojow dwind Aeids Aejay
BunesH Aejay

weiboud 03 Bnid

[elinaN

Josuas "dwia) 1eIsoway |
Uoums ureiy

aur

IE TERITEIETIE ]|
BuieaH

J318W Mol

youms looq

abesop asuu [eul4
abesop juabe Buiuea|n
Jojow dwind ureig

Reja@ youmsiawi
Joyoeded

66
88
99
00

¢AM\
TAM

NA
aon

L
gl

¢ SH1
TSHL
NS
vy 44
VS ¥4
€34
¢3d
Odd

OIN
SIN

4l
M3H
A
sd
da
ada
Ndd
a71d
10




L
o
>
o
L
n

Whirlpool Europe
Customer Service

ADG 7340
8542 340 10820

Program diagram

Doc. No: 4812 718 19815

26.04.2004 / Page 10

L-LOZvky P2l 6lLOF

€00c'LL'gl
(90/102k¥ ¥TL 619% '90Y)

|oA3| [10S UO spuadap asull 9jelpawlajul pug : |
|oA3] [10S Uo spuadep "ulW gL |1} Ulw o awiy Buisul : 1

[2A®] |10s uo spuadap 0,0/ 111} O.0F 03 dn Bunesy 'y
N0 paulelp sem Jarem (p) 41 ||ii Jojem : |}

A3 |l0s Uo spuadap o ulelp : p

ysem jusauewsad juiod
weibelp uonoun

o} dn awy Buuelp €}

aujyoeW 3Yyj Jo uolouNg

MO| S| 10} BOIpULIB}EM DU}

mlelelelelZlaelS|lelelz|zls ]z |21z 21=|=z 21|21z |21 | 2o 2o | 2|2 ©
£y Bl Y Bl E R N E A E LR E FR R E El B E HHEH B B H B H E E B R B E N E B E RS
2251 I1E|E(E(Z 131222z 2|22 |3]le|2|3 2|2 |3 |e|2|e|e|2|2|3 1222|1312 |512 151215128 5
A IR B Rl R EA R EL R L A R G EF LG F L G F L E R L L G F R R EL E AR G A G A G BN
. - Slaela|: |la|T|a | |lala| |lala]: |e|la|le|la|lala| |la|lal|a]: |5 + + +|3

' ! ! 1211l e |8 [-% ' =1 =1 =1 ' 1 [ =3 o e o o o (=] %
alzs|lz|2|8 |38 3] >l |z|8 | =3l S'la Sla = slal|Dd|a =3 2 2 = =
o |ZF|=ZF|o|3|lelzlels elal@li]le |2 213 2\ls Iod olal2|ls o |2 S8 S8 o <)
SHE ElE R EI L B o3[l 5] =3 EX =1 B ] ole |52 0|5 S 5 5 =
BRI EIE LR =g =2 = @5 al|s a |5 = =|lale | =|a EA EX ES -
S1alsl352(52]8 3 2lel3 5 5 5 3 3| 5 3 ]
EAE ald |53 3 ale|lale|@ 3 3 a [ a|% E] @ =] @ Q S
n NEINEL a 2 @ —~ —~ —~ N
@ NEBREE ¥ < = = = o

=1 HEIEE B = + «a = = =
2lel|l3|e]5 @ 3 [} = = - =
3 3 3 ] 2 3 Z Z Z 3
&~ <@
=

6E gloelselvelee o€ 8¢ eLigLiZLOL[SLIvLIEL glzlolsiv]e|cC

Ile

‘dwa} 0} dn Bupesy 7}

J191eM JO Junowe UL 4
Pasop 0.1} 0 JOBU0D I]]
uoijouny weiboid ou D

WA ([euoido) BUIAIP LoRe[uSA

H{ad-aaq pre asuu + uabisjap abesoq

NdS dwnd Aeids

z3d AKejai bBunesH

Nda dwnd ueiq

ZAM T 9AleA Buljelsusboy

TAN\_OAEA 191Ul 1oFePA

S|

S¢

S|

Ul G’y
SOE + €}
S 02

S O£
S0
[0. zdf

L N4

pu3
SOE + €}
[uw]
[uw]
S0
[uw]
[0 21l
[uw]
uw]

SQ0E

[uw] 3
[0, 21|
[urw] 3
L W4

[0.] 2]

SOE+ €}

[uw]
[0,z
L N
Sol

SOE+ ¢}

S€

L N4

S€

LI w4

sg

L W4

S OE + €}

Chonr wd

~|sce+¢€l

of
[0]

ol lsce+ o
Q

uoljersusbal loye

2
c
°

T

5
£
2

c

SRR

ploo welboid ysemaid

z
I

0,0 weiboid sasse|o

0,0 welboud ssaidxg

clclc
8| v|s'9

D,0S weiboid 003

0,06 weiboid [ewioN

D,0S welboud |ewoN

000G weiboud jewoN

D0t weiboid [ewioN

0,06 weiboud jewioN

D,0S weiboud jewlioN

19[65|19]0S| 65) /9]6G|89|9v |SS

W[y |Ov| L¥] Ly | LY |CS[9€ [OF

D006 welboid |ewioN

8| OFjov|OF|9L| O¥jOr |0V | GL| C| ¥

8| 9| olLfoL|oL| 9 [QL|oL|OL

9| 9] Gl SL|SL|OL| GL|SI([S)

0,69 wesboud |ewioN

6'0]G'0| 5'0fs‘0f s'0[ 5'0] 5'0] 5'0] 0] 0] S'0] S'0)
Al dddiadidd Rl izdiaaridniy

cllcljovjor|og|cl|ocfaoc|oz|cl
cl cloelojoc|cocociol

89 [89

Ol 8
0/ )59
Sl

¥G | 2S

05

zL!
[
€9
l;
g1

ge!
89

22

0G!

I:1
G0

(20/L0 >eem-"paid ||3 SI8Y10

pue AAd ZH-09 104) 0.0/ weliboid Aisusu|

(20/80 X2am-uoponpold wouy)

0,02 weiboud Alsusu|

Wl vv

z
2
I

8
<9
8
[

ol
I

I
2

9

weiboid ssury lueg

-

|ewIoN 093 losuss

-

p
05

AlSUS}JUI Josuas

-

yloZly

Pl

10SUS S o)y

oclechcl el
5'0]5'0]S'0]S'0)
65|89 |89 [89
v |vy |vY (VP

W) 0G|vS| LY
}

Sl

= 8

peoT-3leH

esd

e

LSd

d|qe | welibold

eiisi]ziotlsivi]eL

gls]o]sv]e]e




Whirlpool Europe ADG 7340 26.04.2004 / Page 11
S E R V I C E Customer Service 8542 340 10820 Doc. No: 4812 718 19815

Text/Legend

Test procedure for SERVICE-TEST-PROGRAM Point dishwashers
Integrated Board- Full door.

Switch on the appliance.
1. If there is a defective component indicated, open up the control board (CB).

2. Check the component.
Unplug the indicated component from the control board (CB) and check it by using an ohmmeter.
If the resistance is not correct, check the cables to the component and check the component
itself.

3. Visually check the control board (CB).

4. At the end of the repair start the appliance and delete the failure (press in the start button for more
the 1.5 sec). After this, start the test program again to see that the failure is solved.

More details: see following pages.

Attention:

Danger of short circuit. Short circuits on components can damage the control board (CB).
If electronic boards are wet, do not switch the appliance on.
To check the appliance, plug in the appliance.
Failures, which occurred during the program will be stored and indicated by flashing the start LED.
The failure will be indicated and can be related to the failure table.
To erase the failures, you must push the start button longer than 1.5 seconds.
The failures:
F1 NTC break
F9 continuous water inlet
are checked and indicated immediately after start of the program.
Therefore these failures have to be solved hefore starting the test program.

When these failures are not solved, the test program does not run.

The electrical components get their voltage via triac from the control board (CB). To test the voltage the
voltmeter must be connected in parallel to the component (the component must be connected). If the
component is disconnected, then the output voltage from the control board (CB) is reduced.

After starting a program this program is locked. That means neither by unplugging/switching off
the appliance nor by setting to another program, the first set program cannot be changed.
Changing of the program is only possible by pushing the start button again for longer than 1.5
sec..

Attention: New service control boards start at first with the service test program. This test
program is without back rinsing. Dangerous for overfilling the appliance, in case the
appliance is not empty. By running the test program or another program a second
time, the back rinsing will be carried out as usual.

4619 724 765811
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Text/Legend

Handling of failures

F1. NTC break
Temperature out of the normal value (-3°C till +85°C)
- Temperature inside higher than +85°C
- NTC defective
- Dishwasher is frozen, less than -3°C
If the temperature is less than -3°C, fill the appliance with a cup of warm water to warm it up
before you start it..

F2. Water Leakage
- Water is in the drip tray
Floater (LS6) switches off the W\1 and the electronic switches on the DPM until WI reports that it
is empty.

F3. Heating System Defective
Indicated after app. 25 minutes (1. check after 5 min., after that follow 2 more checks, before
the failure is indicated)
- Heats too slowly (less than 1.5 °C in 10 min.)
- Heating (HEW) defective
- Relays (RE2) on control board (CB) is defective
- NTC - resistance fluctuation

F4. Draining Failure
Drain pump starts and after 4 min. the W detects that it is “not empty”
- Drain pump (DPM) defective
- Siphon closed
- Control board (CB) defective
- WI defective. (doesn't switch back anymore)

F&. Water Tap Closed
Water valve (W\V1) is switched on but flow meter (FM) sends no impulses (less than 10 imp. in 10
sec.) and the water indicator (\WI) is off (empty)
- Water tap closed
- Water inlet hose blocked
- Water inlet valve (VWW1) defective

F7. Flow Meter Failure
Water inlet valve (WW1) is switched on and the water indicator (WI) is on (full).
- Flow meter (FM) sends too few impulses (less than 10 imp. in 10 sec.)
- Water tap closed during water inlet
- Water inlet hose blocked
- Water inlet valve (VWWW1) defective
- Flow meter {(FM) defective
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Text/Legend

F8.

F9.

FA.

FE.

Water Level Failure.

Failures are supervised over the whole program.

Spray pump works, the W switches more than 20 times in 2 minutes back.
- Wl defect? Should switch on after approx. 1 Ltr

- Sieve blocked

- Water strongly foams

- Pot has over turned and has filled with spray water

- No stable spray pump (SPM) pressure.

Continuous Water Inlet

Water inlet valve (WV1) is switched off, water indicator {WI) on, flow meter (FM) sends impulses
(more than 10 imp. in 10 sec.)

- Water inlet valve (\WWW1) mechanically not closed

- Triac {CB) permanently switched on. (short circuit)

Reaction: interval 30 sec. drain pump on/ 20 sec. drain pump off in interval

WI Failure
WI does not switch on during water inlet.
Failure also, if LS6 switches off during water inlet in case of leakage.

EPROM Failure
After the start of the test programme the EPROM is immediately checked for errors and an error is
displayed if any are found.
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Failure Display POINT- Integrated Controls

F1 NTC-Failure

1 x flas

START

e

h 1s Pause

1 x flash......

F2 Water Leakage Failure

2 x flas

START
S

h 1s Pause

2 xflash......

F3 Failure in Heating System

3 x flas

START

g

hes 1s Pause

3 x flashes......

F4 Drainina Failure

4 x flas

START

i

hes 1s Pause

4 x flashes......

F6 Water Tap Closed

6 x flas

START
e

hes 1s Pause

6 x flashes......

F7 Flow Meter Failure

7 x flas

START

i

hes 1s Pause

7 x flashes......

F8 Water Level Failure

8 x flas

START

i

hes 1s Pause

8 x flashes......

F9 Continuous Waterinlet

9 x flas

START

i

hes 1s Pause

9 x flashes......

FA WIi-Failure

11 x fla

START

e

shes 1s Pause

11 x flashes......

FE EPROM Failure

15 x fla

START

e

shes 1s Pause

13 x flashes......

LED flashing

= Note: Buzzer will continuously sound during a failure indication.




Whirlpool Europe ADG 7340 26.04.2004 / Page 15
S E R V I C E Customer Service 8542 340 10820 Doc. No: 4812 718 19815

Text/Legend

Attention:

If you can't start the test program (Start button doesn't
flash), normally there is one of the following failures
detected: F1 or F9.

When these failures are not solved before, the test program
will not run. After solving the failure you must “sign” (erase)
the failure.

If a failure is indicated directly after you switch on the appliance. Then fix the mistake, erase failure and
start the test program again (see following start procedure).

Start procedure

Start the test program if there is no failure indicated

1. Openthe door

2. Turn ON appliance at the Mains.

3. Select program position 1.

4. Turn OFF appliance at the Mains.

5. Push start button and hold it.

6. Turn On appliance still holding the start button.

7. Release the start button when the Start-LED flashes.

8. Start the test program by pushing the start button again.
9. Failure indication.

10. Repair the failure.

11. Solve the failure by pushing the start button for longer than 1.5
sec.

12. Start the test program again, to see, if the failure really is
solved.
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Test Programme

| Start Remarks
The test program runs to the failure position and stops or, if
there is no failure, it runs to the end.

P Back-rinsing |

: (only after the 2nd run To leave the test program push the start button for longer

._.of the test program) _ | than 1.5 second’s.
Not enough salt or rinse aid will not stop the running of the
appliance.

WV1 on |

When the failure position is reached the failure indication is
indicated on the page “Failure Codes”

After 2.5-4 .1 Itr.
SPM on

| After 5 ltr WV off |

Attention:

If you can't start the test program (Start button doesn't
[ DD-DR on for 3 Sek. | flash), normally there is one of the following failures
detected: F1, or F9

When these failures are not repaired, the test program

Aﬂezﬁtﬁes%ol('\:’:E on |l will not run. After solving the failure you must “sign”
(erase) the failure.

| SPM off |

| WV2 on |

DPM on until WI is
switched back + 30 sec.

WV2 off
DPM off

End

Only from this step can
the customer jump to
the next stepby @——
pressing the START
button




