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LIMITED WARRANTY & LIMITATION OF LIABILITY

Each Fluke product is warranted to be free from defects in material and workmanship under
normal use and service. The warranty period is three years and begins on the date of shipment.
Parts, product repairs and services are warranted for 90 days. This warranty extends only to the
original buyer or end-user customer of a Fluke authorized reseller, and does not apply to fuses,
disposable batteries or to any product which, in Fluke's opinion, has been misused, altered,
neglected or damaged by accident or abnormal conditions of operation or handling. Fluke
warrants that software will operate substantially in accordance with its functional specifications
for 90 days and that it has been properly recorded on non-defective media. Fluke does not
warrant that software will be error free or operate without interruption.

Fluke authorized resellers shall extend this warranty on new and unused products to end-user
customers only but have no authority to extend a greater or different warranty on behalf of
Fluke. Warranty support is available if product is purchased through a Fluke authorized sales
outlet or Buyer has paid the applicable international price. Fluke reserves the right to invoice
Buyer for importation costs of repair/replacement parts when product purchased in one country
is submitted for repair in another country.

Fluke's warranty obligation is limited, at Fluke's option, to refund of the purchase price, free of
charge repair, or replacement of a defective product which is returned to a Fluke authorized
service center within the warranty period.

To obtain warranty service, contact your nearest Fluke authorized service center or send the
product, with a description of the difficulty, postage and insurance prepaid (FOB Destination), to
the nearest Fluke authorized service center. Fluke assumes no risk for damage in transit.
Following warranty repair, the product will be returned to Buyer, transportation prepaid (FOB
Destination). If Fluke determines that the failure was caused by misuse, alteration, accident or
abnormal condition of operation or handling, Fluke will provide an estimate of repair costs and
obtain authorization before commencing the work. Following repair, the product will be returned
to the Buyer transportation prepaid and the Buyer will be billed for the repair and return
transportation charges (FOB Shipping Point).

THIS WARRANTY IS BUYER'S SOLE AND EXCLUSIVE REMEDY AND IS IN LIEU OF ALL
OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO ANY
IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR
PURPOSE. FLUKE SHALL NOT BE LIABLE FOR ANY SPECIAL, INDIRECT, INCIDENTAL
OR CONSEQUENTIAL DAMAGES OR LOSSES, INCLUDING LOSS OF DATA, WHETHER
ARISING FROM BREACH OF WARRANTY OR BASED ON CONTRACT, TORT, RELIANCE
OR ANY OTHER THEORY.

Since some countries or states do not allow limitation of the term of an implied warranty, or
exclusion or limitation of incidental or consequential damages, the limitations and exclusions of
this warranty may not apply to every buyer. [f any provision of this Warranty is held invalid or
unenforceable by a court of competent jurisdiction, such holding will not affect the validity or
enforceability of any other provision.

Fluke Corporation Fiuke Europe B.V.
P.O. Box 9090 P.O. Box 1186
Everett WA 5602 B.D.
98206-9090 Eindhoven

The Netherlands



MULTIMETER SAFETY

The Fluke 83, 85, 87 Multimeters have been designed and tested according to IEC Publication 348, Safety
Requirements for Electronic Measuring Apparatus. This manual contains information and warnings which must
be followed to ensure safe operation and retain the meter in safe condition. Use of this equipment in a manner
not specified herein may impair the protection provided by the equipment.

These multimeters comply with part 15 of the FCC Rules. Operation is subject to the following two conditions:
(1) these multimeters may not cause harmful interference, and (2) these multimeters must acceptany interference
received, including interference that may cause undesired operation.

Some common international electrical symbols used in this manual are shown below.

| AC-ALTERNATING 6 DANGEROUS
CURRENT VOTLAGE
== | DC-DIRECT L EARTH GROUND
CURRENT =
__ | emHERACORDC é SEE EXPLANATION IN
-~ CURRENT MANUAL
. DOUBLE INSULATION
——3 | FusE I:Il FOR PROTECTION AGAINST
' ELECTRIC SHOCK

Before using the meter, read the following safety information carefully. In this manual, “WARNING,” is re-
served for conditions and actions that pose hazard(s) to the user; “CAUTION,” is reserved for conditions and
actions that may damage your meter.

Avoid working alone.
Follow all safety procedures for equipment being tested.

Inspect the test leads for damaged insulation or exposed metal. Check test lead continuity. Damaged
leads should be replaced.

Be sure the meter is in good operating condition.

Select the proper function for your measurement.

To avoid electrical shock, use caution when working above 60V dc or 30V ac RMS.

Disconnect the live test lead before disconnecting the common test lead.

Disconnect the power and discharge high-voltage capacitors before testing in Q and .

When making a current measurement, turn the circuit power off before connecting the meter in the circuit.

Check meter fuses before measuring transformer secondary or motor winding current. An open fuse may
allow high voltage build-up, which is potentially hazardous.

Use clamp-on probes when measuring circuits exceeding 10 amps.
When servicing the meter, use only the replacement parts specified.

Do not allow meter to be used if it is damaged or if its safety is impaired.
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Section 1

Introduction and Specifications

1-1. INTRODUCTION

This manual covers servicing information for Fluke
multimeter Models 83, 85, and 87. This service manual
will prove useful for tasks ranging from routine mainte-
nance to troubleshooting and repair. Specifications,
theory of operation, calibration routines, testing and
troubleshooting procedures, parts replacement informa-
tion, and schematic diagrams are provided.

A meter under warranty will be promptly repaired or
replaced (at Fluke’s option) and returned at no charge.
See the registration card for warranty terms. If the
warranty has lapsed, the meter will be repaired and
returned for a fixed fee. Contact the nearest Service
Center for information and prices. A list of U.S. and
International Service Centers is included at the end of
Section 4 of this manual.

1-2. ORGANIZATION OF THE SERVICE MANUAL
The following descriptions for the various sections serve
to introduce the manual.

SECTION1. INTRODUCTION AND SPECIFICATIONS
This section describes both use of the Service Manual and
application of special terminology (conventions) to de-
scribe the meter’s circuitry. A complete set of specifications
appears at the end of this section.

SECTION 2. THEORY OF OPERATION

This section first categorizes instrument circuitry into
functional blocks, with a description of each block’s role
in overall operation. A detailed circuit description is then
given for each block. These descriptions explore operation
to the component level and fully support troubleshooting
and repair procedures defined in Section 3.

SECTION 3. MAINTENANCE

Provides complete maintenance information, from general
maintenance and cleaning instructions to detailed trouble-
shooting and repair procedures to the component level.
Troubleshooting and repair procedures rely closely on
both the Theory of Operation presented in Section 2 and
the Schematic Diagrams shown in Section 5.

SECTION 4. LIST OF REPLACEABLE PARTS
Includes parts lists for all standard assemblies. Informa-
tion on how and where to order parts is also provided.

SECTION 5. SCHEMATIC DIAGRAMS

Includes schematic diagrams for all assemblies. A list of
mnemonic definitions is also included to aid in identifying
signal name abbreviations.

1-3. CONVENTIONS
Throughout the manual, certain notational conventions
are used. A summary of these conventions follows:

® Instrument Reference

When the discussion involves common features
of the Fluke 80 Series multimeters, the term
multimeter is used, and the model number is
not used. Where features differ among models,
further identification is made by model number
(Model 83, 85, or 87).

® Printed Circuit Assembly

The term pca is used to represent a printed
circuit board and its attached parts.

1-1
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Signal Logic Polarity

Signal names followed by a - are active (or
asserted) low. Signals not so marked are active
high.

Circuit Nodes

Individual pins or connections on a component
are specified with a dash (-) following the
component reference designator. For example,
pin 19 of U30 would be U30-19.

User Notation

Generally, buttons to be pressed, function
positions to select, input terminals to use, and

display notation to be read are presented in this
manual as they are seen on the multimeter.
However, one button on the Model 83/85 and
two buttons on the Model 87 use no terminology
and are identified by color (blue or yellow) in
this manual.

Special terms (mnemonics) used in text descrip-
tions of multimeter circuitry correspond to
terms used on the schematic diagrams in Section
5.

1-4. SPECIFICATIONS

Specifications for Models 83 and 85 are presented in
Table 1-1. Model 87 specifications are presented in Table
2-2.
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Table 1-1. Specifications, Models 83 and 85

FUNCTION| RANGE |RESOLUTION ACCURACY™
v 50 Hz to 60 Hz 45 Hz to 1 kHz 1 KHz - 5 kHZ
(Fluke 83) | 400.0 mV 0.1 mV +(1.0% + 4) +(1.5% + 4) +2.0% + 4)
4.000V 0.001V +(1.0% + 3) +(1.5% + 3) +(2.0% + 3)
40.00V 0.01V +(1.0% + 3) +(1.5% + 3) +2.0% + 3)
400.0V 0.1V +(1.0% + 3) +(1.5% + 3) +(2.0% + 3)
1000V Vv +(1.0% + 3) +(2.5% + 3) +2.5% + 3)
v 50Hzto 60 Hz | 45Hzto1kHz | 1kHz-5kHz 5 kHz to 20 kHz
(Fluke 85) | 400.0 mV 0.1 mV +0.5% + 4) +(1.0% + 4) +2.0% + 4) #3.0% + 4)
4.000V 0.001V +0.5% + 2) +1.0% + 2) +(2.0% + 2) 14.0% + 4)
40.00V 0.01Vv +0.5% + 2) +(1.0% + 2) +(2.0% + 2) +(4.0% + 4)
400.0V 0.1V +(0.5% + 2) +(1.0% + 2) +2.0% + 2) +(4.0% + 4)
1000V 1v +(0.5% + 2) +(2.0% + 2) +(2.0% + 2) unspecified
v Fluke 83 Fluke 85
4.000V 0.001V +(0.3% + 1) +0.1% + 1)
40.00V 0.01Vv +(0.3% + 1) #0.1% + 1)
400.0V 0.1V +(0.3% + 1) #0.1% + 1)
1000V 1V +(0.3% + 1) +0.1% + 1)
mv 400.0 mV 0.1 mV +(0.3% + 1) #0.1% + 1)
Q 400.0Q 0.1Q +(0.4% + 1) +0.2% + 1)
4.000 kQ 0.001 kQ +0.4% + 1) #0.2% + 1)
40.00 kQ 0.01 kQ +(0.4% + 1) #0.2% + 1)
400.0 kQ 0.1 kQ +(0.4% + 1) +(0.2% + 1)
4.000 MQ 0.001 MQ +(0.4% + 1) #0.2% + 1)
40.00 MQ 0.01 MQ (1% + 3) +1% + 3)
(nS) 40.00 nS 0.01 nS +(1% +10) +(1% + 10)

TYPICAL OHMS SHORT CIRCUIT CURRENT

Range 400 4k 40k 400k 4M 40M

Current 700pA  170pA  20pA  2pA  2pA  2pA

1 Accuracy is given as £([% of reading] + [number of least significant digits]) at 18°C to 28° C with relative humidity up to
90%, for a period of one year after calibration. AC conversions are ac-coupled, average responding, and calibrated to
the rms value of a sine wave input.

* Below a reading of 200 counts, add 10 digits.
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Table 1-1. Specifications, Models 83 and 85 (cont)

FUNCTION RANGE RESOLUTION ACCURACY?
Capacitance 500 nF 0.01 nF 1% +3)
0.0500 uF 0.0001 uF 1% +3)
0.500 uF 0.001 uF (1% +3)
5.00 uF 0.01 uF 1% +3)
Diode Test 3.000V 0.001V +(2% + 1)
FUNCTION RANGE RESOLUTION ACCURACY BURDEN VOLTAGE
Fluke 83 Fluke 85 TYPICAL
e~ 40.00 mA 0.01 mA H12%+2) |  H0.6%+2)" 1.6 mV/mA
(45 Hz to 2 kHz) 400.0 mA 0.1 mA +1.2% +2)* +0.6% + 2)* 1.6 mV/mA
4000 mA 1 mA +(1.2% + 2)* +0.6% + 2)* 0.03 V/A
10.00A3 0.01A +(1.2% + 2)* +(0.6% + 2)* 0.03 V/A
’“,(‘ = 40.00 mA 0.01 mA +(0.4% + 2) +(0.2% + 2) 1.6 mV/mA
400.0 mA 0.1 mA +(0.4% + 2) +(0.2% + 2) 1.6 mV/mA
4000 mA 1 mA +(0.4% + 2) +(0.2% + 2) 0.03 V/A
10.00A3 0.01A +(04% +2) | = +(0.2% +2) 0.03 V/A
uA 400.0 pA 0.1 pA +(1.2% + 2)* +0.6% + 2)* 100 uV/uA
(45 Hz to 2 kHz) 4000 pA 1 pA +(1.2% + 2)* +(0.6% + 2)* 100 uV/uA
A 4000 pA 0.1 pA +(0.4% + 3) +0.2% + 3) 100 pV/uA
4000 pA 1 pA +(0.4% + 2) +(0.2% + 2) 100 uV/uA
FUNCTION RANGE RESOLUTION ACCURACY
Frequency 199.99 0.01 Hz +(0.005% + 1)
(0.5 Hz to 200 kHz, | 1999.9 0.1 Hz +(0.005% + 1)
pulse width 19.999 kHz 0.001 kHz +(0.005% + 1)
>2 us) 199.99 kHz 0.01 kHz +(0.005% + 1)
>200 kHz 0.1 kHz Unspecified

2 With film capacitor or better using Relative mode to zero residual

3 10A continuous, 20A for 30 seconds maximum

1-4




Table 1-1. Specifications, Models 83 and 85 (cont)

80 Series Service

FREQUENCY COUNTER SENSITIVITY AND TRIGGER LEVEL

MINIMUM SENSITIVITY
INPUT RANGE (RMS SINEWAVE)
T — APPROXIMATE TRIGGER LEVEL
aximum input for
specified accuracy (DC VOLTAGE FUNCTION)
= 10X Range or 5 Hz-20 kHz 0.5 Hz-200 kHz
1000V)
400 mV dc 70 mV (to 400 Hz) 70 mV (to 400 Hz) 40 mv
400 mV ac 150 mV 150 mV —
4V 0.3V 0.7v 1.7v
40V 3V 7v 4v
400V 30V 70V (<140 kHz) 40V
1000V 300V 700V (<14 kHz) 400V
Duty Cycle 0.1 to 99.9% (0.5 Hz to 200 kHz, pulse width >2 us)
Accuracy: Within £(0.05% per kHz + 0.1%) of full scale for a 5V logic family
input on the 4V dc range.
Within £ ((0.06 x Voltage Range/Input Voltage) X 100%) of full scale
for sine wave inputs on ac voltage ranges.
OVERLOAD INPUT COMMON MODE NORMAL MODE
FUNCTION PROTECTIONS IMPEDANCE REJECTION RATIO REJECTION RATIO
(nominal) (1 kQ unbalance)
v 1000V rms 10 MQ<100 pF >120 dB at dc, >60 dB at
50 Hz or 60 Hz 50 Hz or 60 Hz
m—V 1000V rms 10 MQ<100 pF >120 dB at dc, >60 dB at
50 Hz or 60 Hz 50 Hz or 60 Hz
'\\/' 1000V rms 10 MQ<100 pF >60 dB, dc to 60 Hz
(ac-coupled)
Q OPEN CIRCUIT FULL SCALE VOLTAGE SHORT CIRCUIT
TEST VOLTAGE CURRENT
To 4.0 MQ 40 MQ or nS
1000V rms® <1.3Vdc <450 mV dc <1.3Vdc <500 uA
Diode Test 1000V rms$ <3.9V dc 3.000V dc 1.0 mA typical

5 107V Hz max
6 For circuits < 0.3A short circuit, 660V for high energy circuits.
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Table 1-1. Specifications, Models 83 and 85 (cont)

ACCURACY
(5% to 100% of range)

NOMINAL

RESPONSE
MIN MAX 100 ms to 80%
Recording

1s

Specified accuracy +12 digits for changes >200 ms in duration (+40 digits
in AC with beeper on)

Same as specified accuracy for changes >2 seconds in duration (+40 digits
in AC with beeper on)

FUSE PROTECTION

MAXIMUM VOLTAGE BETWEEN ANY
TERMINAL AND EARTH GROUND

Operating Temperature
Storage Temperature

Temperature Coefficient

Electromagnetic Compatibility

Relative Humidity

Battery Type

Battery Life

Shock, Vibration

Size (HxWxL)

With Holster and Flex-Stand:
Weight

With Holster and Flex-Stand:

Safety

A 15A 600V FAST Fuse
Display Digital: 4000 counts, updates 4/sec

Analog: 43 segments, updates 40/sec
Frequency: 19,999 counts, updates 3/sec @ > 10 Hz

-20°C to 55°C
-40°C to 60°C
0.05 x (specified accuracy)/°C (<18°C or >28°C)

In an RF field of 1 V/m on all ranges and functions:
Total Accuracy = Specified Accuracy + 0.5% of range.
Performance above 1 V/m is not specified.

0% to 90% (0°C to 35°C)
0% to 70% (35°C to 55°C)
9V, NEDA 1604 or 6F22 or 006P

500 hrs typical with alkaline

Per MIL-T-28800 for a Class 2 Instrument

125 in x 3.41 in x 7.35 in (3.1 cm x 86 cm x 18.6 cm)

2.06 in x 3.86 in x 793 in (52 cm x 9.8 cm x 20.1 cm)

12.5 oz (355q)

22.0 oz (6249g)

Designed to Protection Class Il per IEC 348, ISA-DS82, and UL1244

1-6




80 Series Service

Table 1-2. Specifications, Model 87

FUNCTION | RANGE | RESOLUTION ACCURACY*
50 HZzto 60 Hz |45Hzto 1 kHz | 1 kHzto 5 kHz | 5 kHz to 20 kHZ’
v 4000mV| 0.1mv +0.7% + 4) +(1.0% + 4) +(2.0% + 4) +(2.0% + 20)
4.000V 0.001V +0.7% + 2) +(1.0% + 4) +(2.0% + 4) +(2.0% + 20)
40.00V 0.01V +0.7% + 2) +(1.0% + 4) +(2.0% + 4) +(2.0% + 20)
400.0V 0.1V +0.7% + 2) +(1.0% +4 +(2.0% + 4) +(2.0% + 20)
1000V 1V +0.7% + 2) +(1.0% + 4)° +(2.0% + 4)° unspecified
v 4.000V 0.001V +0.1% + 1)
40.00V 0.01V +0.1% + 1)
400.0V 0.1V +0.1% + 1)
1000V v +0.1% + 1)
mv 4000mV| O0.1mV +0.1% + 1)
Q 400.0Q 0.1Q +0.2% + 1)
4.000 kQ 0.001 kQ +0.2% + 1)
40.00 kQ 0.01 kQ +0.2% + 1)
400.0 kQ 0.1 kQ +0.2% + 1)
4000 MQ|  0.001 MQ +0.2% + 1)
40.00MQ|  0.01 MQ +(1% + 3)
(nS) 40.00 nS 0.01nS +(1% + 10)
FUNCTION RANGE RESOLUTION ACCURACY?
Capacitance 5.00 nF 0.01 nF +(1% + 3)
0.0500 uF 0.0001 uF +(1% +3)
0.500 uF 0.001 uF +(1% +3)
5.00 uf 0.01 uF +1% +3)
Diode Test 3.000V 0.001V +(2% + 1)
BURDEN VOLTAGE
FUNCTION RANGE RESOLUTION ACCURACY TYPICAL
"‘AA ~ 40.00 mA 0.01 mA +(1.0% + 2) 1.6 mV/mA
(45 Hz to 2 kHz) 400.0 mA 0.1 mA +(1.0% + 2) 1.6 mV/mA
4000 mA 1 mA +(1.0% + 2) 0.03 V/A
10.00A* 0.01A +(1.0% + 2) 0.03 V/A
ma 40.00 mA 0.01 mA +(0.2% + 2) 16 mV/mA
400.0 mA 0.1 mA +(0.2% + 2) 1.6 mV/mA
4000 mA 1 mA +(0.2% + 2) 0.03 V/A
10.00A* 0.01A +(0.2% + 2) 0.03 V/A

TYPICAL OHMS SHORT CIRCUIT CURRENT

Range 40

0

4k 40k

400k aM

40M

Current 700 pA 170 yA 20 A 2 pA 2 uA 2 pA

1 Accuracy is given as +([% of reading]+[number of least significant digits]) at 18°C to 28°C, with relative humidity up to 90%, for a period of one year after
calibration. In the 41/2-digit mode, multiply the number of least significant digits (counts) by 10. AC conversions are ac-coupled, true rms responding, calibrated
to the rms value of a sine wave input, and valid from 5% to 100% of range. AC crest factor can be up to 3 at full scale, 6 at half scale. For non-sinusoidal wave
forms add -(2% Rdg x 2% Fs) typical, for a crest factor up to 3.

2  Below 10% of range, add 6 digits.

With film capacitor or better using Relative mode to zero residual.

4 10A continuous, 20A for 30 seconds maximum.
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Table 1-2. Specifications, Model 87 (cont)

BURDEN VOLTAGE

FUNCTION RANGE RESOLUTION ACCURACY TYPICAL
LA 400.0 pA 0.1 uA +(1.0% + 2) 100 uV/pA
(45 Hz to 2 kHz) 4000 pA 1 uA +(1.0% + 2) 100 uV/uA
u_A 400.0 pA 0.1 uA +0.2% + 3) 100 uV/uA

4000 pA 1 uA +(0.2% + 2) 100 uV/uA
FUNCTION RANGE RESOLUTION ACCURACY
Frequency 199.99 0.01 Hz +(0.005% + 1)
(0.5 Hz to 200 kHz, | 1999.9 0.1 Hz +(0.005% + 1)
pulse width 19.999 kHz 0.001 kHz +(0.005% + 1)
>2 us) 199.99 kHz 0.01 kHz ${0.005% + 1)

>200 kHz 0.1 kHz Unspecified

FREQUENCY COUNTER SENSITIVITY AND TRIGGER LEVEL

INPUT RANGE MINIMUM SENSITIVITY

(RMS SINEWAVE)

(Maximum input for
specified accuracy
= 10X Range or
1000V)

5 Hz-20 kHz

0.5 Hz-200 kHz

APPROXIMATE TRIGGER LEVEL
(DC VOLTAGE FUNCTION)

400 mV dc 70 mV (to 400 Hz) 70 mV (to 400 Hz) 40 mV
400 mV ac 150 mV 150 mV —

4V 0.3V 0.7V 1.7V
40V 3v 7Vv 4V
400V 30V 70V (<140 kHz) 40V
1000V 300V 700V (<14 kH2z) 400V
Duty Cycle 0.0 to 99.9% (0.5 Hz to 200 kHz, pulse width >2 us)

Accuracy:

input on the 4V dc range.

Within £((0.06 x Voltage Range/Input Voltage) x 100%) of
full scale for sine wave inputs on ac voltage ranges.

Within +£(0.05% per kHz + 0.1%) of full scale for a 5V logic family

1-8




Table 1-2. Specifications, Model 87 (cont)

80 Series Service

OVERLOAD INPUT COMMON MODE NORMAL MODE
FUNCTION PROTECTIONS® IMPEDANCE REJECTION RATIO REJECTION
(nominal) (1 kQ unbalance)
v 1000V rms 10 MQ<100 pF >120 dB at dc, >60 dB at
50 Hz or 60 Hz 50 Hz or 60 Hz
mv 1000V rms 10 MQ<100 pF >120 dB at dc, >60 dB at
50 Hz or 60 Hz 50 Hz or 60 Hz
v 1000V rms 10 MQ<100 pF >60 dB, dc to 60 Hz
(ac-coupled) L
OPEN CIRCUIT FULL SCALE VOLTAGE SHORT CIRCUIT
TEST VOLTAGE CURRENT
To 4.0 M 40 MQ or nS
Q 1000V rms’ <1.3Vdc <450 mV dc <1.3Vdc <500 pA
Diode Test 1000V rms 7 <39V dc 3.000V dc 1.0 mA typical
NOMINAL ACCURACY
RESPONSE (5% to 100% of range)
MIN MAX 100 ms to 80% Specified accuracy +12 digits for changes >200 ms in duration
(DC Functions)
Recording 120 ms to 80% Specified accuracy +40 digits for changes >350 ms and inputs >25% of
(AC Functions) range.
is Same as specified accuracy for changes >2 seconds in duration
ims Specified accuracy +40 digits for changes >1 ms in duration. (+100 digits

typical for mV, 400 pA dc,40 mA dc, 400 mA dc).

FUSE PROTECTION

MAXIMUM VOLTAGE BETWEEN ANY
TERMINAL AND EARTH GROUND

mA or uA
A

1A 600V FAST Fuse
15A 600V FAST Fuse

1000 Volts

6 10’V Hz max

7 For circuits <. 0.3A short circuit, 660V for high energy circuits.
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Table 1-2. Specifications, Model 87 (cont)

Display

Operating Temperature
Storage Temperature
Temperature Coefficient

Relative Humidity

Electromagnetic Compatibility

Battery Type
Battery Life
Shock, Vibration
Size (HxWxL)

With Holster and Flex-Stand:

Weight

With Holster and Flex-Stand:

Safety

Digital: 4000 counts, updates 4/sec
19,999 counts (4 Y2-digit mode), updates 1/sec

Analog: 4 x 32 segments (equivalent to 128), updates 40/sec
Frequency: 19,999 counts, updates 3/sec @ > 10 Hz
Backlight: On for 68 seconds when selected.

-20°C to 55°C
-40°C to 60°C
0.05 x (specified accuracy)/°C (<18°C or >28°C)

0% to 90% (0°C to 35°C)
0% to 70% (35°C to 55°C)

In an RF field of 1 V/m on all ranges and functions:
Total Accuracy = Specified Accuracy + 0.5% of range.
Performance above 1 V/m is not specified.

9V, NEDA 1604 or 6F22 or 006P

400 hrs typical with alkaline

Per MIL-T-28800 for a Class 2 Instrument

1.25 in x 3.41 in x 735 in (31 cm x 86 cm x 18.6 cm)
2.06 in x 386 in x 793 in (52 cm x 9.8 cm x 20.1 cm)
12,5 oz (355g)

22.0 oz (624g)

Designed to Protection Class Il per IEC 348, ISA-DS82, and UL1244




2-1. INTRODUCTION

This section describes the theory of operation for the
Fluke 83, Fluke 85, and Fluke 87. Unless otherwise
specified, the descriptions apply to all three instruments.

Functional block descriptions present an initial overview
of circuit operation. Detailed circuit descriptions then
cover the major circuit functions in more detail. For
reference, detailed schematic diagrams are included in
Section S.

2-2. FUNCTIONAL BLOCK DESCRIPTION

Refer to Figure 2-1 for a block diagram of the Fluke 80
Series Multimeters. The instrument is partitioned into
analog and digital sections. The integrated multimeter
chip (U4) performs both analog and digital functions.
Also, note that the Fluke 87 incorporates additional
analog circuits.

The analog section of U4 contains the a/d converter,
active filter, ac converter (for Models 83 and 85),
frequency comparator, analog signal routing, range switch-
ing, and power supply functions.

The digital logic portion of U4 provides the state machine
for synchronous a/d converter control and the 16-bit
counter used for a/d converter counts and frequency
measurements. Also, the digital logic section contains bus
and interrupt control circuits (to facilitate the micro-
computer interface) and registers for analog switch drive.

The microcomputer section of U4 executes software
functions, formats data for the display, drives the display,
and controls most analog and digital logic functions. The
mode switch push buttons initiate various operating
modes for the microcomputer. Output from the micro-
computer can be presented visually on the liquid crystal
display (LCD) and audibly on the beeper.

Section 2
Theory of Operation

2-3. DETAILED CIRCUIT DESCRIPTION

Each of the functional blocks in Figure 2-1 is discussed in
greater detail in the following paragraphs. The schematic
diagrams located at the end of this manual can be
consulted for details not portrayed in the figures in this
section.

2-4. Input Overload Protection

Overload protection for the VQ-»+ input is provided by
a network of two metal-oxide varistors (RV1 and RV2),
three current-limiting resistors (R1, R2, and RT1), and
spark gap El. The 1 kQ, 2W fusible resistor R1 opens
when an extremely high energy signal is present. Therm-
istor RTI rises to a high impedance during a sustained
voltage overload in the millivolts dc, ohms, or diode test
mode. A voltage clamp network is formed by transistors
Ql1, Q2, and Q6, diodes CR7 and CR8, and resistor R58.
During ohms and diode test overloads, this clamp circuit
limits the overload current to U4 at 10 mA. Power supply
regulation and system operation is maintained during any
of these overloads.

Overload protection for the mA uA input is provided
by F1, rated at IA/600V. The A input is protected by
F2, rated at 15A/600V. In addition, the microamp shunt
resistors (R4 and R43) are protected from overload
currents below the FI1 fusing level by the Ul and CRI1
diode network.

The 83/85/87 Input-Alert feature provides a beeper
warning signal when an input jack is connected to a
current input and a non-current function is selected with
the rotary switch. The meter detects the presence of an
input connection by using split jacks at the mA uA and
A inputs. One side of the jack is connected to an
overload protection resistor (R7 for mA pA |, R10 for
A ). Inturn, R7 and R10 are connected to U4 sense lines
AP4 and AP5 (pins 89 and 88). Resistors R8 and R48

2-1
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provide Vdd pull up for AP4, and RI11 is the pull up
resistor for AP5. When aconnection is made at mA uA
or A , the sense side of the jack is pulled to COM. This
condition is detected and compared with the selected
function by U4. If a conflict exists, the beeper warning is
activated.

2-5. Rotary Knob Switch and Potentiometer

Input signals are routed from the overload protection
circuits to a double-sided switch wafer, which provides
the necessary switching to implement the various signal
conditioning. The function-encoding potentiometer is
attached to the associated rotary switch shaft. After turn
on, or a knob position change, U4 performs a voltage
ratio measurement on this potentiometer to determine the
new function.

2-6. Input Signal Conditioning Circuits

Each input signal is routed through signal conditioning
circuitry before reaching U4. Input signals received
through the VQ-®+ input are routed through ZI, a
precision resistor network. This input divider network
provides precise input scaling for the various voltage
ranges and precision reference resistors for the ohms and
capacitance functions. The capacitors in parallel with the
various resistors in Z1 are used for high frequency
compensation,

The input divider is used in two modes. In volts functions,
a series mode is used to provide four divider ratios. In the
ohms function, a parallel mode provides five reference
resistors. During the following discussion, refer to the
schematic and signal flow diagrams in Section 5.

2-7. VOLTS

In Volts functions, signal flow for input divider Z1 begins
with the unknown voltage at the VQ-»+ input, which is
connected to the high end of the 9.996 M} resistor (pin |
of Z1) through R1 and RTI. In AC volts, Cl is also
connected in series. In DC volts, Cl is shorted by Sl
(contacts 3 and 4). Internal switches connect the 9.996
MQ and 1.1111 M resistors (pin 2 to pin 3 of ZI). The
low end of the I.1111 MQQ resistor (pin 7 of Z1) is
connected to COM through S| contacts | and 2, producing
the divide-by-10 ratio used in the 400 mV ac, 4V ac, and
4V dc ranges.

For the 40V range, internal switches connect a 101.01 k()
resistor to provide a divide-by-100 ratio. In the 400V
range, 10.01 k() is used for a divide-by-1000 ratio. And a
1.0001 k() resistor is used in the 1000V range to provide a
divide-by-10000 ratio.

The internal switch resistance connecting the 1.1111 MQ
and 9.996 M() with the other resistors is approximately 4
k{}. Since the A/D senses the voltage at APVI of U4 (pin

80 Series Service

3 of Z1), the internal switch resistance adds to the 9.996
M) resistor, making for a circuit total of 10 M().

2-8. OHMS

In the 400 ohm range the internal switches connect the
9.996 M) resistor (pin 2 of Z1) to the 1.0001 k() resistor
(pin 6 of Z1); contacts 5 and 3 of S| connect the remaining
ends to of these resistors, making a reference resistor of 1
k(). Again, the 4 k() internal switch resistance adds to the
9.996 M().

The source voltage is connected internally at both APV0
and APV4 of U4. The current is routed through the
1.0001 k) and 9.996 M(Q resistors, into S| at contacts 3
and 5, out of S| at contact 4, through R1 and RT1, out the
VQ-+ input, through the unknown resistance, and back
to COM. The same current flows through the unknown
resistance and the reference resistor. The voltage dropped
across the unknown resistance is sensed from the VQ-p+
input jack through R2 and S1 (contacts 11 and 12) to API
of U4.

The A/ D senses the voltage drop across the 1K reference
resistor through the low (AP2 of U4 through R13) and
high (APV0 and APV4) points. These two voltages are
used by the A/D Converter to perform a ratiometric
measurement.

Forthe 4 k) range, the 10.010 k() resistor used in parallel
with the 9.996 M) resistor forms a 10 k() reference
resistor. In the 40 k() range, 101.01 kQ and 9.996 M(Q)
forma 100 k() reference resistor. And in the 400 k() range,
1.1111 MQ and 9.996 M(} provide a 1 M(} reference
resistor. The 4 M(Q) and 40 M use only the 9.996 MQ
resistor.

2-9. Analog Section of Integrated Multimeter IC (U4)
The analog-to-digital converter, autorange switching,
frequency comparator, and most of the remaining analog
circuitry are contained in the analog section of U4.
Peripherals to this U4 analog section include the crystal
clock, the system reference voltage, and some filter and
amplifier resistors and capacitors. Included in the Fluke
87 only is a peripheral | ms MIN/MAX circuit and a true
rms (root-mean-square) ac-to-dc converter.

Analog-to-digital conversion is accomplished within U4
using the dual-rate, dual-slope a/d converter circuit
shown in Figure 2-2. For most measurements, the basic
a/d rate cycle lasts 25 ms, for 40 measurements-per
second. A single conversion at this rate is called a minor
cycle sample. Each minor cycle sample is used to
provide 40 updates-per-second for the fast response bar
graph display, fast MIN/MAX recording, and fast
autoranging.

Eight minor cycle samples are necessary to accumulate
data for displaying a full-resolution (4000 count full scale)
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measurement on the digital display. A 40 ms autozero
phase occurs following every eight-sample sequence.
Therefore, each digital display update requires 240 ms,
approximating 4 updates-per-second.

Basic a/d conversion elements and waveforms are illus-
trated in Figure 2-2. As this figure shows, a residual
charge is retained by the integrator capacitor due to the
overshoot past the true-zero base line. In the absence of
an autozero phase, the residual charge would normally
produce a significant error in the sample taken next.
However, a digital algorithm eliminates the error and
accounts for the residual as it propagates through all eight
samples.

Basic timing for the a/d converter is defined as a series of
eight integrate read cycles, followed by a 40 ms autozero
phase. However, the 40 M(), capacitance, overload
recovery, autoranging, Touch-Hold, 100 ms Min/Max, |
ms Min/Max (Fluke 87 only), and rotary knob potentio-
meter modes all require variations from the basic timing.

80 Series Service

Capacitance measurements to 5.0 uF are made by
measuring the charge required to change the voltage
across the unknown capacitor from zero to the system
reference voltage. This technique is referred to as a
ballistic type of measurement, the elements of which are
shown in Figure 2-3. The unknown capacitor is fully
charged from zero during the a/d converter integrate
cycle. The signal integrated by the a/d converter con-
stitutes the voltage drop across one or more precision
resistors (Z1). The reference voltage is the de-integration
signal for the a/d. Cx is discharged during de-integrate,
hold, and autozero. The microcomputer calculates a
display value from the latched count, which is propor-
tional to the unknown capacitance. Capacitance mode
uses two samples per display update.

A voltage comparator, with microcomputer configurable
offsets, is used for both signal detection in frequency and
duty cycle modes and threshold detection in continuity
mode. In frequency and duty cycle modes, digital pulses
from the voltage comparator are routed to the 16-bit
counter.

REFERENCE
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Figure 2-3. Capacitance Measurement Elements
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2-10. Digital Section of Integrated Multimeter IC
(Ug)
Digital circuitry in U4 (excluding the microcomputer) is
partitioned into five functional blocks, as shown in Figure
2-4.

® A bus control cell performs address decoding
and manages selective power down, split jack
sense, and low battery signals.

® The interrupt control cell manages and multi-
plexes four interrupts to the microcomputer.
These interrupts are for 16-bit and 8-bit counter
carries and voltage comparator transitions.

® A 48-bit write-only register latches microcom-
puter data for analog switch drive.

® A 16-bit counter (with parallel preload and
latch registers) is used as a read counter fora/d
conversions and as a pulse counter for frequency
and duty-cycle measurements.

® The a/d converter is controlled by a 4-bit state
machine with output decoding ROM.

Figure 2-5 is a block diagram of frequency counter
components. For frequency and duty cycle measurements,
the 16-bit counter in the digital section of U4 is partitioned
into two 8-bit counters. Each of these counters is then
extended to 20 bits using microcomputer software and
hardware. The gating logic controls the start and stop of
each reading. Infrequency mode, signal A is the unknown
frequency, and signal B is the crystal clock signal. After
enough counts have been accumulated in each 20-bit
register, the microcomputer calculates the unknown
frequency from the ratio of the counter values.

In making a duty cycle measurement, signal A (Figure
2-5)is again the unknown signal, but signal B is the logical
AND of the unknown and reference signals. As with
frequency measurement, the microcomputer controls the
start and stop of a measurement cycle via the gating logic.
The ratio of the counter values yields the duty cycle value.

2-11. Microcomputer Control

A 4-bit microcomputer, integrated within U4, controls
the various instrument functions and drives the display.
A/D converter and counter measurements are controlled
via the microcomputer interface lines shown in Figure
2-4. Min/Max, Touch-Hold, and REL (relative) modes
involve additional data processing by the microcomputer
to generate the display value.

2-6

The microcomputer/digital logic interface consists of
both RAM that has been mapped into the digital logic
and an interrupt line back to the microcomputer. The
four interrupts are maskable, readable, and resettable.
Note that the microcomputer runs on its own RC clock at
a frequency of 525 to 800 kHz and is asynchronous from
the crystal clock.

The microcomputer exercises direct control over the
ranging and signal routing analog switches. A specific
word is written to the switch drive register for each
function/range selection. In autoranging (default) mode,
the microcomputer determines the correct range based on
the input. In addition, for autoranging during voltage,
ohms, or current measurements, the active filter fast
mode is enabled for quick response. In frequency or duty
cycle mode, pushing the range button causes a range
change in the primary function (volts, amps, etc.) that
may change the sensitivity or offset.

The microcomputer sets the required a/d converter
mode, which determines the on-chip analog signal ports
to be used for the integrate and de-integrate signals. The
microcomputer also selects one of the three available gain
resistors in Z1 for integrate and de-integrate. All voltage
and current conversions use either a 400 mV or a 40 mV
full scale mode. Other modes are used for ohms, hiohms,
40 MQ, nS, and capacitance. Since the a/d state machine
timing is under direct software control, a mode invoked in
another function or range can use different timing.

Frequency measurements are also controlled by the
microcomputer section of U4. The microcomputer initial-
izes the counters, monitors the count accumulation, arms
and disarms the logic signal gating, and calculates the
display value from the counter values.

Min/Max Record (Is and 100 ms), Touch-Hold, and
Relative are secondary software functions. This means
that the microcomputer performs either a different control
algorithm or a different math routine on the data, as
explained below.

® In Min/Max Record mode, the maximum and
minimum readings after initialization are stored
in memory, and a true running average is
calculated after each reading. The running
average is updated for a maximum of 36 hours.
The MIN MAX button allows the user to scroll
through the min, max, average, and present
readings. In 100 ms Min/ Max a single sample is
used to calculate the display value, while in Is
Min/Max a full resolution conversion is used.
Note that | ms Peak Min/ Max (Fluke 87 only)
requires additional analog peak hold amplifiers
external to U4.
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® When Touch-Hold is selected, the microcom-
puter does not allow a full resolution conversion
to be completed unless the input signal is stable.
When a stable reading occurs, the conversion is
completed, and the microcomputer generates
and freezes the corresponding display. The
microcomputer now waits for a change in the
signal to exceed a certain threshold, then begins
watching for astable reading again. Note that a
reading is forced when Touch Hold is first
selected. Also, open test lead signals do not
update the display.

® With the REL button (relative) selected, the
microcomputer stores the present reading as an
offset. This value is subtracted from all sub-
sequent readings (provided that they are on
scale) to give the display value.

2-12. Peripherals to U4

In addition to input overload protection and input signal
conditioning circuits, other devices peripheral to U4 are
needed to support 80 series features. The ac converter,
active filter, and a/d converter circuits require off-chip
resistors and capacitors. Digital drive and level-shifting
circuits are needed for the beeper drive, quick turn off,
true RMS converter power down (Fluke 87 only), and
LCD back light (also Fluke 87 only) features. A voltage
reference is generated separate from U4, and some
discrete resistors and transistors support the power
supply. The Fluke 87 also uses two analog peak hold
circuits (1 ms Min/ Max).

2-13. AC BUFFER

The ac buffer circuit differs between the Fluke 83/85 and
the Fluke 87. On the Fluke 83/85, R14, R15, C5, and C27
are part of the ac buffer circuit that drives the ac converter
and guard. The Fluke 83/85 ac buffer can be configured
for an ac gain of 1 or 10. For the Fluke 87, R14, R15, R46,
CS5, and C27 support the ac buffer. This buffer can be
configured for an ac gain of !4, 1, 5, or 10. The gains of '
and S are needed for the true rms converter, which uses a
200 mV full scale input. In the Fluke 87, the ac buffer
drives the rms ac converter, guard, and peak hold
amplifiers.

2-14. AC CONVERTER

The Fluke 83/85 average ac converter uses off-chip
components R30, R31, R34, R40, C24, C28, and C29.
This ac converter is a full-wave rectifying converter with a
differential output and gain selected to give a dc output
equal to the rms value for a sine wave input. Filtering is
provided by C28 and C29.

80 Series Service

2-15. RMS CONVERTER

The Fluke 87 uses an integrated rms-to-dc converter (U2).
Devices R34, R45, C6, and C7 support U2, while Q4,
R32, and R39 drive the power on/ off pin.

2-16. ACTIVE FILTER

On all models, the active filter uses off-chip passive
components R17, R18, C8, and C9. The active filter is a
second order low pass filter with two poles at 5.9 Hz in
normal mode. It filters input signal noise and ac ripple
from the ac converter, yielding stable a/d converter
readings. The microcomputer can disable the filter com-
pletely or enable the filter fast response mode.

2-17. A/D CONVERTER

Pins 8,9, and 10 on precision resistor network Z1 connect
to the three a/d converter gain resistors. Pin 8 connects to
190 k() for a gain of 0.87. Pin 9 connects to 160 k() for a
gain of 1, and pin 10 connects to 16 k{} for a gain of 10.
Pin 11 is the common connection. The autozero capacitor
(C10) stores op amp and comparator offsets. The inte-
gration capacitor is Cl 1.

2-18. BEEPER

Devices Q9, QI1, R56, R57 and CMOS hex inverter U6
make up the double-ended beeper drive circuit. Transistor
Q12 is connected to provide quick microcomputer power
down when the instrument is turned off.

2-19. SYSTEM REFERENCE

The system reference voltage (1.235V) is generated by
VR1 and R44. The 1.000V reference voltage for the a/d
converter is supplied through U4-1 (REFI). This voltage
is adjusted by R21, the dc calibration potentiometer. In
addition to generating the a/d reference, the VR 1 voltage
is used for power supply reference, voltage comparator
selectable offset generation, and the ohms source level.

2-20. POWER SUPPLY

The power supply consists of two regulators, one shunt
and one series, which set Vdd at +3.0V and Vss at -3.2V
for all battery voltagesdown to 6.7V. The shunt (common)
regulatorsets Vdgnd-Vss (Vdgnd=COM=0V)and
consists of an uncompensated op amp and large current
shunt devices integrated on U4. Resistors R37 and R38
provide voltage division. The series (Vdd) regulator,
which sets  Vdd - Vdgnd , is made up of another
on-chip, uncompensated op amp, along with devices Q3,
R24,and R25. Q3 is the series regulator element, and R24
and R25 are for voltage sensing. Capacitors C14 and C21
provide circuit compensation and power supply decoupl-
ing for the shunt and series regulators, respectively.
Voltage level information is presented in Table 2-1.
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Table 2-1. Typical Voltage Levels and Tolerance

vDD 3.0 0.3
VSS -32+0.3
VBT+ 35 +03
VBT- 5.5 (battery at full 9V charge)
5.0 (battery at low charge of 6.5V)
REFH 1.235 +£0.012
PSO 1.235 +£0.15
PS1 0 +0.15
AP6 -0.5 to -0.15
VOA 22 to 1.7 (referenced from VSS)
vOB 1.07 to .91 (referenced from VSS)

2-21. PEAK HOLD

The Ims Min/ Max mode on the Fluke 87 is implemented
using the peak hold circuit consisting of the dual op amp
package AR, diodes CR2 and CR3, C12, C13, R22, and
R23. The op amp connected to CR2 charges CI2 to the
most positive voltage at its input after initialization

(which can be positive or negative in amplitude.) CR2
prevents C12 from being discharged after the peak input
is no longer present. The op amp connected to CR3 works
in a similar fashion, but captures negative peaks. Upon
selection of 1ms Min/Max, U4 initializes the circuit by
connecting AP7 (pin 86) to Vss and AP8 (pin 85) to Vdd
via on-chip switches. Leakage currents are controlled so
that the voltages on C12 and C13 drift towards the AR1
op amp input level. The voltages stored on C12 and C13
are read, in a single sample, to give the display minimum
and maximum values.

2-22. Display

The liquid-crystal display (LCD) operates under direct
control of the microcomputer. Characters are generated
by the computer and displayed on the LCD. Both digital
readings and an analog bar-graph (or pointer for Fluke
87) display are presented, in conjunction with annuncia-
tors and decimal points. The Fluke 87 features a transflec-
tive LCD with a light-emitting diode (LED) back light.
Refer to the Fluke 83/85 or 87 Operator’s Manual for a
more detailed description of the display.



@ static awareness

A Message From
Fluke Corporation

-~ Some semiconductors and custom IC's can be
' / damaged by electrostatic discharge during
\ handling. This notice explains how you can

l "/ minimize the chances of destroying such devices

D \ by:
© , 1. Knowing that there is a problem.
2. Leaning the guidelines for handling them.
3. Using the procedures, packaging, and
bench techniques that are recommended.

The following practices should be followed to minimize damage to S.S. (static sensitive) devices.

3. DISCHARGE PERSONAL STATIC BEFORE
HANDLING DEVICES. USE A HIGH RESIS-
1. MINIMIZE HANDLING TANCE GROUNDING WRIST STRAP.

2. KEEP PARTS IN ORIGINAL CONTAINERS

UNTIL READY EOR USE. 4. HANDLE S.S. DEVICES BY THE BODY.



5. USE STATIC SHIELDING CONTAINERS FOR
HANDLING AND TRANSPORT.

6. DO NOT SLIDE S.S. DEVICES OVER
ANY SURFACE.

7. AVOID PLASTIC,VINYL AND STYROFOAM®
<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>