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High Voltage Passive Probe
P5102

The choice for high performance, safe, and
affordable measurement of high frequency
and high voltage signals. The P5102 High
Voltage Passive Probe can measure high

voltage signals in switch-mode power
devices and can make a direct connection to
bus bars and large bolts without extra wires
or awkward adapters. 

Features

P5102
• 1000 V Maximum Input Voltage
• 100 MHz Bandwidth
• 5 MΩ Input Resistance
• Stable Adjustments for Accurate and

Reliable Measurements
• Rugged Probe Head and Accessories for

Harsh Environments
• UL 3111-1 Certified for 1000 V AC RMS

(complies with IEC 1010)

See Tektronix on the World Wide Web:
http://www.tek.com

Tektronix Measurement
products are manufactured
in ISO registered facilities.

H i g h  V o l t a g e  P a s s i v e  P r o b e

Input C (System) – ≤ 11.2 pF 
(w/ THS system)
Input R (System) – 5 MΩ at DC
Rise Time (Probe only) – ≤ 3.5 ns 
(w/ THS system)

STANDARD SPECIFICATIONS
Bandwidth – 100 MHz
Maximum Input Voltage – 1000 V AC RMS
Cat. II (w/ THS system)
Attenuation – 10X ± 1.25% as shipped
Compensation Range – 24 to 28 pF
Electrostatic Immunity (Per IEC 801-2) –
> 8 kV

P H Y S I C A L  C H A R A C T E R I S T I C S

Cable Length – 2 m (78.8 in.)
Weight (net) – 0.26 kg (0.57 lb)

C H A R A C T E R I S T I C S
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High Voltage Passive Probe
P5102

P5102 HIGH VOLTAGE PASSIVE PROBE
Includes: 6 in. ground lead, 18 in. ground lead with
4 mm shielded banana plug, crocodile clip, small
retractable hook tip, large retractable hook tip, two
pairs of color cable markers, adjustment tool,
Instruction Manual

RECOMMENDED ACCESSORIES
Probe Tip to BNC Adapter
(013-0291-00)
0.080 inch Diameter Spring Tip
(206-0060-00)

RECOMMENDED OSCILLOSCOPES
THS 700 Series

RELATED PRODUCTS
A621 2000 Amp AC Current Probe
A622 100 Amp AC/DC Current Probe
P6117 10X Passive Voltage Probe
THS7BAT THS 700 Battery
THS7CHG THS 700 Battery Charger
THS7HCA THS 700 Hard Case

O R D E R I N G  I N F O R M A T I O N
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