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MODEL P4C

PRODUCTION CHANGES

INSULATING AND MOUNTING OF 10 PIN PLUG

Some early production rece iver mount cradles were not fitted with 
a metal strengthening plate, across the mount face of the 10 pin 
plug.

This plate prevents the body of the plug bowing upwards causing the 
contacts to short against the sand trap door when the rece iver is 
inserted into the cradle.

When servicing cradles from this group it is esse .tial that a plate 
be fitted across the top of the plug mount^f

As a precaution against short circuits on the side of the plug,
a piece of PVC insulating tape is to be ap^ieS*-fcq ifĉ d around the 
metal edge of the plug mounting aperature adjacent to the plug 
solder lugs.

7339-011-01
1126-064-07

Strengthening Plate.
P .V .C .  Tape 1" wide, 2" required.

CIRCUIT No. 130 - DIODE T Y P E  OA674

Due to supply position, type OA674 has been changed to type OA675 
When using type OA675 diodes.

3· 9K Ω resistor  
1* 8K Ω resistor  
IK  Ω res istor,

circuit No. 97 is 
circuit No. 99 is 
circuit No. 104 is

changed to 3* 3K Ω 
changed to 2· 7K Ω 
deleted.

Circuit No. Description Part Number

130
97
99

Diode type OA675
3· 3K Ω carbon resistor 10%
2·7Κ  Ω carbon resistor 10%

£ w .

i w .

4127-039-01
4022-006-01
4022-043-01
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