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Technical data

Dimension Program information
Height 82.0-870cm End - Acoustic signal
Width 44.8 cm
Depth 57.0 cm All programs wiill be locked after start. Changing
Weight 43 kg the program or finishing the program will be

possible only after pressing the start button for

Wooden door for Full Door appliances longer then 1.5 sec. (Break by customer)

A switching off the appliance or unplug the

m!ctness min. ;g mm appliance for a while, this will frozen the program
ICKNESS max. mm step and later on, the program continuos on the
Width min. 442 mm same position
Width max. 448 mm '
Ee!gm min. 328 mm Exception: Switching off the appliance or unplug
V\/eel%htnr:ﬁ)n(. 25 rkgm the appliance during the drying phase, this will lead
. ) ' directly to the end of the program.
Weight max. 6.2 kg ! y prog
Max. stick out over lower
edge of appliance door 90 mm Volume
Height of plinth min. 93 mm
Detergent 5+25 or
Electronic boards C!ear rinse containing 140 ccm
Rinse dosage per step 1 ccm
: . Capacity 9 stand. place settings
Service boards see spare part list Water connection upto 60 °C

Succession of programs Water pressure

Programs see program diagram

Succession Prewash, cold Inlet pressure 0.5-9 bar
Delicate 45° Spray pump pressure 0.3 bar
Bio/ Eco 55°
Normal 65° Rotations
Intensive 65
Spray pump motor 2850 £ 20RPM
Datas Energy Label Drain pump motor 2500 RPM
Reference program Bio/ Eco 55° Electrical base data
Energy Performance B
Cleaning Performance A Voltage 220-230 V
Drying Performance B Frequency 50 Hz
Total power 2.2 kw
Fuse 10 A
Alarms

Refill rinse aid
Refill salt

Option

Delay function
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Technical data

Motor

Spray pump motor

Voltage

Power consumption
HI

HA

Capacitor

Drain pump motor

Voltage

Frequency

Power consumption
Resistance

Heating
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220/ 240 V
150 w
~45 Q
~ 54 Q
6 nF
220/ 240 V
50 Hz
38 w
~ 146 Q

1 Element flow through system

Voltage

Power consumption
Resistance

Heating speed
Temperature on surface
Safety thermostat

self reset

(Temperature of water)
Fuse

Single electric inlet valve

Voltage
Frequency
Resistance

220/ 230 V
2.05 kw
24.5 Q
~2.0 °C/min
~ 115 °C

~ 85 °C
206 °C
220/ 240 V

50/ 60 Hz
3.76 kQ

Safty system against water-leakage?

Aguastop + floater switch

(Floater switches of the inlet valve and on the drain

pump)

Regeneration valve

Voltage
Power consumption
Resistance

220-240 V
6 W
~3.75 kQ

NTC
23°C

Water measuring

~14

kQ

Remove the coases sieve, put into the sump a
meassuring meter, look the height of the water

level
Working level 110 mm
Safety level 125 mm
Coil of dispenser
Voltage 220/ 240 V
Frequency 50/ 60 Hz
Resistance ~12 kQ
Regeneration and Volumes
Salt container volume 15 kg
Volume for regeneration 320 cm?®
Steps to set
the water softening system 5
Default Water hardness setting 3
Number of washing cycles
with 15 kg salt 20
Position of German degrees French degrees
selector setting °dH fH
Setting N.1 NO SALT 0-4 0-7
Setting N. 1 5-9 8-15
Setting N. 2 10-17 16 - 30
Setting N. 3 18-26 31-45
Setting N. 4 27-35 46 - 60
Setting N. 5 36-47 61 - 80
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Spare part list

Model ADG 758

Service No. 851115510810

Version 851115510810

Pos. No. 12NC Code Description Pos. No. 12NC Code Description
0040 481290508205 Drip tray assy 3511 481290508143 LED Lock

0110 4812 905 08128 Foot 4000 481290508165 Pump

012 2 4812 905 08148  Fixation 4050 481290508217 Motor support
012 3 4819 905 01036  Fastener 4200 481290508314 Capacitor

0220 481290508222 Support I. 4300 481290508156 Pump

0221 481290508221 Supportr. 4500 4812 259 28684 Heating element
0240 481290508211 Container 4501 481290508191 Heating element Hose
0400 481290508161 Frame right 4803 4819 905 00002 Gasket border
0401 481290508162 Frame left 4900 481290508155 Cable

0402 481290508241 Hinge right 5520 481221078011 Thermostat
0403 481290508242 Hinge left 5710 481290508369 Inlet valve

0404 4812905 08208 Block 5711 4812905 08158 Filter noise

0440 481290508234 Spring 5830 481290508194 Pressure piece
0530 481290508202 Plate,protect. 6200 481290508415 Timer

0650 481990500692 Insulation door 6201 4812 905 08138 Protector

0658 4812905 08227 Insertl. 6202 481290508298 Timer Delay
0659 481290508228 Insertr. 6210 481290508126 Button,push Strip
066 0 481290508238 Cover 6330 481990501146  Microswitch door
1001 481990500001 Spacer Rubber 6800 481990501044 Combidosage electr. Indicaton
1030 4812 440 19835 Door outer 680 1 4819 905 00026  Gasket border
1100 4812 905 08255 Handle 6802 4819 90500027 Fastener combidosage
1200 4812 905 08402 Door,inner 7000 4812905 08347 Inlet valve Holder
1300 481290508416 Door lock 7001 481290508373 Hose

1303 481290508127 Bracket 7011 4812905 08337 Hose Inlet

1310 481990501178  Tilt lock 7100 481290508154 Monoblock

176 1 4819 905 00036  Protector 7102 4812905 08327 Gasket

1910 4819905 00569 Gasket, door from 96/12 7140 481290508153 Salt container Cap
1911 481290508197 Protector 7160 481290508151 Chamber,air
1913 4812 905 08004 Corner piece 716 1 4812 905 08133 Gasket

1914 481290508179 Bracket right 7162 481290508132 Collar

1915 481290508181 Bracket Left 7210 481990501145 Hub f.sprayer lower
1916 481290508376 Foot 7211 481990500067 Spray arm below
1917 481290508163 Gasket 7220 481290508145 Spray arm upper
1918 481290508219 Gasket 7222 481290508212 Connection
2410 481290508195 Basket upper 7223 481290508207 Valve

2411 481290508159 Wheel 7224 481290508213 Connection
2413 481990501224 Wheel,basket upper 7225 481990501223 Gasket

2414 481990501225 Bushing 7230 481990501218 Nozzle ceiling
2420 481990501208 Basket lower 7231 481290508131 Nozzle Ceiling
2421 481990500675 Wheel,basket lower 7261 481290508183 Hose

2435 4819 90500089 Basket cutlery 7262 481290508185 Gear Sprayer
2436 481990501238 Holder f.spoons 7263 481290508184 Gasket

2610 481990501214 Guide f.basket 7510 481290508169 Water collector
2611 481290508146 Basket Flap 7560 4812905 08188 Floater

2612 481990501226 Tailpiece ahead 7610 4812905 08218 Filter

2613 481990501217 Tailpiece guide 7613 4812 905 08172  Support

2630 481990501215 Small plate support 7630 481290508173 Filter

3010 481245371838 Control panel 45 Elec 7810 481290508135 Drainhose

3011 4819 905 00135  Plate upper left side 7813 481290508157 Gasket

3012 4819 905 00136  Plate upper right side 7814 4819905 01144  Rubber

3220 481290508417 Panelinsert 7831 481290508187 Hose

3320 481290508136 Timer switch 7832 481290508168 Hose Pump
3321 481290508142 Push button 7833 481290508149 Hose

3323 481290508413 Push button 7834 481290508182 Hose

3510 481290508137 Indication unit 7835 481290508189 Hose
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Pos. No. 12NC Code

7836 4812905 08192
7837 4819 905 01197
7838 4812 905 08196
7910 4812905 08186
7911 4812905 08167

7940 4819905 01143
7947 4819 480 53059
9002 4819 905 00494
9040 4812905 08147
9041 481246279738

9910 4812905 08414
9935 4819 905 00033

Description

Hose
Hose
Drainhose
Flange
Gasket

Gasket ceiling sprayer
Filter

Holder Thermostat
Stopper

Stopper

Template
Funnel
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Exploded view
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Exploded view
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SERVICE

G-Cycla of festing

In thesa dishwasher modele it is possible fo nun a fest cycle that allows the wser to verify all the
functoraliies of the machine. This lest cycle is not directly available o the consumers, it & sefacted

thiowgh a secred combination sequence

Ot B chaar, T cf e madhind and press Fue Siograc bullon 4 tnes wilfif 3 seconds

The test cycle is selected when an indicaton eppears an the LEDs:

¥ =[N

e 0 =OFF

™ =1

W Ser Gugor Gter (o & =Flashing

Phase

Description

LED Display

TEST GYCLE SELECTION:

The test cycle represenied from the SCRKING and LEDs thet flesh s related to
the versians with whirbeind In the case of version without whidwind [MEDIA4)
press the Push button programs to select She cycle of testing without whirksind
The configuration of the LEDs will be:

QOO0

START OF TEST

Close the door; after 5 seconds the maching bagng to fil (30 seconds with the
miztar off then 30 seconds at full pressure with the matar on)

OO0 #

DETERGENT DISPENSER
Al the end ol the watar Nling steg the detengent depensar & fed with water far
0 seconds (the openng must be verified 8t the end of the cycie)

LR

HEATING
Thie miachine heats unll th temgenature is 50°C ()

L1 e

TESTING THE HEATER

‘Whan e comect waler bermperatune is reachad the maching amils a baeg
Curing this phase the raganaralion valve is fed with water

To continue the cycle the operator must press programs button.

palal 18}

TESTING THE WATER LEVEL SIWITCH

The machine conlinues o pump in water unlil the level switch actvates
Activizte the oater swilch by hand wniil an acowstic sound is heard,
Thie maching will beain b pump oul.

SO0 &

ATTEHNOING OPERATIVE INTERVENTION

‘When fhe level swilch funclions fe machine emits a beep

Curing this phase the reganaation valve is fed with waler

To continue the cyele the operator must press the key Programs

L Jooed 13

FINAL DRAINAGE
Afber prassing the pragram bution, fe machine starts draining untd empty 24
seconds {with EVR in Funchon)

L Jicas 12

FIMAL TEST

After the draiming step is fnished, the machine ends the test program and
flashes all the LECs. Open the door and wenify that the detergent dispenser is
apen. Turn off the machine

kR B &

"I It is possible be jump fo the et phiase durng the healing phasa (from 4 86 5) by pressing the program

Dutban once

08003075
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Text/Legend

IMPORTANT
a) The test.cycle once selected must be completed. If there is any interruption the program will continue
from-where it was stopped.
b). Ifyou warit to feset the test cycle; you must:
- Turn off the machirie. '
- Repeat the procedure to recall the test program (Open the door, tuin on the machine and press
the program button 4 times within 3 seconds).
- Turn off the machine,

To this point it is reset the ycle of testing and it is possible to select one any of the foreseen programs.

08003075




