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MULTI-PURPOSE STEREO TAPE RECORDER

WITH PROGRAM MINDER

N4TRACK STEREO/MONAURAL RECORDING/PLAYBACK

SYSTEM ffiAUTOMATIC CONTINUOUS REVERSE

ffiCROSS.FIELD HEAD MFOUR HEADS ffiUP TO 10.

I/2,, REEL CAPACITY ffi 24 HOURS HI.FI STEREO RECORD-

ING/PLAYBACK ffiMAGNETIC BRAKE WTHREEMOTORS

SPECIFICATIONS
Tape Speed: 17/8,3'3/4 and 7'I/2ips
Wow/Flutter: Less than 0.04% RMS al 7"1/ 2ips

Frequency Response: 30 to 23,000 Hz (t 3 dB) al 7'1/2ips

Distortion: Within 15% at 7-I/ 2 ips (1,000H2"0" VURecording)

S/N Ratio: Better than 50 dB

Output Power: Total 40W

Speakers: Two 4"x 6" Speakers

Transistors:27
Dimensions: 17'1lS"(W)x 14'314"(H)X9'3/8"(D) (436X375X

238 mm)

Weight: 48.4 lbs. (22 kg)

M-1 0
THREE MOTOR AUTO REVERSE
STEREO TAPE RECORDER

T4.TRACK STEREO/MONAURAL RECORDING/PLAYBACK

SYSTEM MCROSS-FIELD HEAD f TWO IC TSENSING
TAPE OR MANUAL REVERSE A 3.SPEED CAPSTAN

DRIVE MOTOR

SPECIFICATIONS
Tape Speed: 1.1/ 8, 3.3/ 4 and 7-I/ 2 ips
Wow/Flutter: Less than 0.08% RMS at 7.1/ 2ips
Frequency Response: 30 to 22,000 ttz (t3 dB) at 7.1/2 ips
Distortion: Within 2/o at 7-I/ 2ips ( 1,000 Hz "0" VU Recording)
S/N Ratio: Better than 50 dB

Output Power: Total 40W

Speakers: Two 4"X 6" speakers
Transistors:22
Dimensions: 13.3/4"(W)x 18"3/4"(H)x 9.r/ 2" (D) (350x 474x
242 nn)
Weight: lV-10W(wooden case) 48.4 lbs. (22 kg)

lV-10L(leather case) 47.6 lbs. (21.6 kg)



)GeooosD )Geooos
REEL-TO-REEL, CARTRI DGE, CASSETTE,
COMBINATION STEREO TAPE RECORDER

TWO lC l\4AlN PLUS TWO lC PREAI\4PLIF|ER; TRANSFER

FROM REEL TO CARTRIDGE OR CASSETTE; OUTPUT

POWER: T0TAL 24W; HEADS: Reel: cross-field head;

Cartridge and Cassette: one micron gap heads.

Dimensions: 13.8',(W) x18.3'(H) x10.6',(D) (350x465
X 27Omm) Weight: 49.4|bs. (.22.akg)

REEL-TO-REEL
4-track stereo/monaural recording/playback
Taoe Soeed: I7/8, 3'3/4 and 7'l/2 ips ( 15 ips w/adapter)
wdw Flutter: Less than 0.09% Rl\4S at 7 l 2 rps

fiiquency Response: 30 to 20,000 117 (+ 3 dB) al 7'I/2ips
S/N Ratio: Better than 50 dB

CABTRIDGE
8-track stereo recording/playback,one hour continuous performance
Taoe Soeed: 3 3/4 iPs
Wdw Flutter: Less tnan 0.20olo RMS

ii"qr"n"y Response: 30 to 18'000 Hz (t 3 dB)

S/N Ratio: Better than 45 dB

CASSETTE
4'track stereo recording/playback,one hour continuous performance

Taoe Soeed: 1 7/8 iPs
Wow Flutter: Less tnan 0.22% RMS

fiequen"v Response: 30 to 16 000 hz - 3 dBl
S N Ratio: Better tnar 45 dB

REEL-TO-REEL,
COM BI NATI ON

CARTRIDGE, CASSETTE,
STEREO TAPE RECORDER

TWO lC MAIN PLUS TWO lC PREA|VIPL|F|ER; TRANSFER
FROM REEL TO CARTRIDGE OR CASSETTE; OUTPUT
POWER: T0TAL 24W; HEADS: Reet: cross-field head;
Cartridge and Cassette: one micron gap heads.
Dimensions: 13.8'( W) x 18.3"(H) x 10.6'(D) (350x 465
x27)mm) Weight: 49.4tbs. (22.4ke)
REEL.TO-REEL
4-track stereo/monaural recording/playback
Tape Speed: 1-7/8, 3-3i4 and 7.1' 2 ips ( l5 rps w/adapter)
Wow Flutter: Less t1a1 0.09% RMS at /.i 2ips
Frequency Response: 30 to 20,000 Hz ( + 3 dB) at 7 Ii2 ips
S//N Ratio: Better than 50 dB

CARTRIOGE
8-track stereo recording/playback,one hour continuous performance
Tape Speed: 3'3/4 ips
Wow/Flutter: Less than 0.20% RN4S

Frequency Response: 30 to 18,000 Hz ( + 3 691
Sr'N Ratio: Better than 45 dB

CASSETTE
4'track stereo recording/playback,one hour continuous performance
Tape Speed: 1.7i 8 ips
Wow//Flutter: Less than 0.22% RIVS
Frequency Response: 30 to 16,000 Hz ( + 3 dB)
S/'N Ratio: Better than 45 dB



>&4aOcIStrI ,lg',c'cIL
REEL-TO-REEL, CARTRIDGE STEREO
TAPE RECORDER

ffiOPEN REEL: 4'TRACK STEREO/MONAURAL RECORDING

/PLAYBACK SYSTEM ffiCARTRIDGE: 8.TRACK STEREO

RECORDING/PLAYBACK SYSTEM ffi'ffiTRANSFER FROM

REEL TO CARTRIDGE MRECL: CROSS-FIELD HEAD

ilrffiCARTRIDGE:ONE MICRON GAP HEAD ffiffi ONE HOUR

CONTINUOUS CARTRIDGE STEREO PERFORMANCE

fl{iilOUTPUT POWER: TOTAL 12 W

SPECIFICATIONS
Transistors: 19

Dimensions: i3.1/2"(W)X 15"(H)x 9'112"(D) (338X 378X 238mm)

Weight: 37.4 lbs. ( 17 kg)

REEL-TO-REEL
Tape Speed: I'718,33/4 and 7'I/2 ips (15ips w/adapter)

Wow Flutter: Less than 012% RIVS al 7'I 2ips
Frequency Response:30 to 20,000 ttz (t3 dB) at 7'1l2 ips

S/N Ratio: Better than 50 dB

CARTRIDGE
Tape Speed: 3-3l4 iPs

wow/Flutter: Less than 0.25% RMS

Frequency Response: 50 to 17,000 Hz (+ 3 dB)

S/N Ratio: Better than 45 dB

REEL-TO-REEL, CARTRIDGE
TAPE RECORDER

ffiffiOPEN REEL: 4-TRACK STEREo/MONAURAL RECORDING

/PLAYBACK SYSTEM ffiCARTRIDGE: 8-TRACK STEREO

RECORDING/PLAYBACKSYSTEM ffiOUTPUT POWER:

TOTAL 8W ffiTRANSFER FROM OPEN REEL TO CART-

RIDGE WONE HOUR CONTINUOUS CARTRIDGE STEREO

PERFORMANCE

SPECIFICATIONS
Transistor:4
Dimensions: 13.3/4"(W)X 15.3/8"(H)x IO-1/ 2" (D) (340x 390x
267 mm)

Weight: 36.3 lbs. (16.5 kg)

REEL.TO.REEL
Tape Speed:3.3/4 and 7-I/2ips
Wow/Flutter: Less than 0.12% RMS al 7.1/2ips
Frequency Response: 40 to 18,000H2 ai 7'I/2 ips (50 to
15,000h2 -3dB)
S N Ratio: Better than 50 dB

CARTRIDGE
Tape Speed: 3-314 ips
Wow/Flutter: Less than 0.25% RMS

Frequency Response: 4O to 14,000 Hz

S/N Ratio: Better than 45 dB



X-5cI00\ t/L 4o,00
STEREO TAPE RECORDER

ffi 4-TRACK STEREO/MONAURAL RECORDING/ PLAYBACK

SYSTE[/ ffiCROSS-FIELD HEAD ffi HYSTERESIS
SYNCHRONOUS 2.SPEED MOTOR ffiPRE/MAIN AMPLIFI-

ERS MOUNTED ON CONSOLIDATED BOARD WITH TWO IC

Xffi12 SILICON TRANSISTORS MTWO BUILT-IN HI-FI 5"

X 7"SPEAKERS

SPECIFICATIONS
Tape Speed: 1-7/8, 3.3/4 and 7-I/2 ips ( 15 ips optional)
Wow/Flutter: Less than 0.12% R[/S al 7-I/2ips
Frequency Response: 35 to 20,000 Hz ( + 3 631 al 7-l/ 2 ips
S/N Ratio: Better than 50 dB

Distortion: Within 2% ( 1,000 Hz "0" VU Recording)

Output Power: Total 12W

Dimensions: 13-1/2"(W)x 14"(H)x9-1/2"lD) (340x 356x 240
mm)

Weight: X-5000W( wooden case) 3l lbs. ( 14.2 kg)

X.5000L1 leather case) 32 lbs. { 14.6 kg)

THREE HEAD STEREO TAPE RECORDER

ffiSTURDY MECHANISM ffiSOLID STATE AMPLIFIER WITH

2 IC MONE MICRON GAP RECORDING/PLAYBACK HEADS

MSOUND WITH SOUND

SPECIFICATIONS
Tape Speed:3-3/4 and 7.1/2ips
Wow/Flutter: Less than 0.15% RIVS at 7.1/ 2ips
Frequency Response: 40 to 20,000 Hz (+3 dB) at 7"1/2ips
*;/N Ratio: Better than 50 dB

Output Power; Total 24 W
Transistors:17
Dimensions: 15-7l8"(W)x 12.3/8"(H)x 7.1/2"(D) (405x 315x
180 mm)

Weight: 26.4 lbs. ( 12 ks)
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..MIGNON " STEREO TAPE RECORDER

]il4.TRACK SIEREO/I\4ONAURAL RECORDING,'PLAYBACK

SYSIEI\4 ffiAUTOMATIC SHUT.OFF MTAPE LIFTER

IilFOUR HOURS STEREO RECORDING CAPACITY WITH A

1,200ft TAPE

SPECIFICATIONS
Tape Speed: 1 7 8, 33 4,rnd 7 1 2 psilSipsoptronall
Wow Flutter: Less thrn 0 18% RIVS 7 7 2 tps

Frequency Response: 40 to 15,000H2 L I 3dB1 at 7 I 2ips
S N Ratio: Better thirn 50 dB

Distortion: W thLn 3% i 1,000 Hz '0" VU Recordingl

Output Power: Totr 8W

Transistors: 14 S licon trrnslstors
Dimensions: 14 2 iWrX 14.4 1Hlti9.6 1Dl i 355i 360t. 240rnrfl

Weight: l72OWi wooden cise I 29.5 lbs L 13.4 kgi

1720Lr eather casel 29 9 bs. I l3 6 kgr



W-W
PORTABLE STEREO TAPE RECORDER

iIiI..4,TRACK STEREO/ I\4ONAURAL RECORDING / PLAYBACK

SYSTEIVI ilrlCROSS-FIELD HEAD ffiBRUSHLESS [\4OTOR

ili 7'REEL CAPACITY (WITH ADAPTER)
.[B HOURS HI"FI RECORDING WITH 5, REEL TAPE

SPECIFICATIONS
Tape Speed: 15// 16, I 7t'8, 3 3/ 4 and 7 \i 2 ips
WowiFlutter: Less than 0.15% Rl\,1S aI 7.1,/ 2 ips
Frequency Response:40 to 20,000Hz It3dB) at /.Ii2tp'"
S,/N Ratio: Better than 50 dB(DC)

Better than 45 dB( ACI

Output Power: Total 4 W

cFl-go
8-TRACK S'TEREO CARTRI DGE
TAPE RECORDER

ffi.lB-TRACK STEREO CARTRIDGE TAPE RECORDER iI ONE

MICRON GAP HEAD ]ftJlJUNIVERSAL VOLTAGE SELECTOR

O1#]FOUR IC

SPECIFICATIONS
Tape Speed: 3-3,/4 ips
Wow/Flutter: Less than 0.25% Rl\4S

Frequency Response: 50 to 16,000 Hz l:1 3 dB)

Sl'N Ratio: Better lhan 47 dB

Output Power: Total 24 W

Transistors:12
Dimensions: 13.Ii 2 iW)x 5.1r'2 (H)X 10"(D) i345x 135X 250mm)

Weight: 19.6 lbs. i8.9 kg)Transistors:30
Dimensions: 11 ( W) X 5 1'l8"( H) X 12"( D) ( 280X 130X 300 mm)

Weight: 12.1 lbs. ( 5.5 kg) without battery



EEi-58
SUPER CASSETTE STEREO TAPE RECORDER

M4-TRACK STEREO RECORDING/PLAYBACK SYSTEM

ffiAUTOMATIC REVERSING SYSTEIV (INVErt-O-MAtiC)

ffiAUTOMATIC SHUT.OFF ilAUTOMATIC STOP NONE

MICRON GAP HEAD ISLOT LOADING SYSTEM NTWO
HOURS STEREO RECORDING CAPACITY USING A C-120

CASSETTE TAPE

SPECIFICATIONS
Tape Speed: 1.7/8 ips

Tape Speed Deviation: Within t 2%

Wow/Flutter: Less than 0.2% RMS

Frequency Response: 30 to 16,000 Hz (t3 dB)

S/N Ratio: Better than 45 dB

Output Power: Total 16 W

Motor: 0uter.rotor synchronous motor

Transistors: 19 Silicon transistors
lci 2

Dimensions: 15'( W) x 6'1l4"( H) x 1 1. 1/4"( D) ( 375x 160x 287 mm)

Weighr: 19.6'tbs. (8.9 kg)

l1.l



Gix-3Ei5trI
PROFESSIONAL STEREO TAPE DECK

MGLASS AND CRYSTAL FERRITE HEAD W4-TRACK
STEREO/I\4ONAURAL FOCUSED FIELD HEAD RECORDING

SYSTEM MTHREE HEADS ffiTHREE IV]OTORS

MCOMPUTE-0-MATIC (Automatic Recording Level Control)
MREVERSE-0-MATIC (Automatic Continuous Reverse)

WMAGNETIC BRAKE

SPECIFICATIONS
Tape Speed: 1-7 / 8, 3.3/ 4 and 7-1/ 2 ips ( 15 ips optional )

Wow/Flutter: Less than 0.04% Rl\4S aI 7-1/ 2ips
Frequency Response:30 to 28,000H2 1+3dB) al 7-1/2ips
Distortion: Within 1.5% (1,000H2 "0" VU Recording) at7.I/2ips
S/N Ratio: Better than 55 dB at 7.I/2 rps
Transistors: 46
Reel Capacity: Up to 7" reel

Oimensions: 16.I/ 4 (W) x 18. 1/ 2"( H ) x 1 1- l/8"( D)( 410x 470x 280
mm)

Weight: 56 lbs. (25.5 kg)

r330D
MULTI-PURPOSE
WITH PROGRAM

STEREO TAPE DECK
MINDER

ffiffi4-TRACK STEREO/MONAURAL RECORDING/PLAYBACK

SYSTEM ffiAUTOIVATIC CONTINOUS REVERSE

ffiCROSS.FIELD HEAD ffiFOUR HEADS ffiUP TO 10.

I/ 2, REEL CAPACITY ffi24 HOURS HI-FI STEREO PLAY.

BACK ffiN4AGNETIC BRAKE WTHREE MOTORS

SPECIFICATIONS
Tape Speed:1.7/8,3.3/ 4 and 7-I/ 2tps
Wow/Flutter: Less than 0.04% Rl\4S al 7-li 2ips
Frequency Response: 30 to 23.000H2' | 3dB aL 7 1 2 tos

Distortion: Within 1.5%( 1.000H2"0" VU Recording) al 7.Ii2 ips
S N Ratio: Belter thdr 50 dB

Transistors: 19

Dimensions: 17.1/8"(W)x 14.3/4'(H)x 9-3i 8'(D) (436x 375x
238 mm)

Weight: 47.3 lbs. (21.5 kg)



eEicttrt
THREE MOTORS/FOUR HEADS/AUTO
REVERSE TAPE DECK

W4 TRACK STEREO/MONAURAL RECORDING/PLAYBACK

SYSTEI\4 ffiAUTOMATIC CONTINUOUS REVERSE WTHREE
SPEED SERVO-CONTROLLED OUTER.ROTOR MOTOR WITH

DIRECT CAPSTAIN DRIVE MAUTOMATIC TAPE LIFTER

WREEL RETAINERS MAUTOMATIC STOP/SHUT.OFF

MPAUSE BUTTON WITH LOCK MEASY SOUND-ON-SOUND

OPERATION ffiREMOTE CONTROL WITH RC.16 REMOTE

CONTROL UNIT

SPECIFICATIONS
Tape Speed: 1-7 8. 3.3 4 and 7.7 2 ips
Wow/Flutter: Less than 0.080% RMS at 7-1/2 ips
Frequency Response: 30 to 22,000H2 (+3dB) at 7.1/2ips
Distortion: \\ilhin 2o/o at 7-1/2 ips (1,000H2"0" VU Recording)

S/N Ratio: Better than 50 dB

Transistors: 34
Dimensions: 17.1'(W)x 18.1"(H)x 10,1'(D) (435x 460x 260mm)

Weight: 44.1 lbs. (20 kg)

ra,ootrI
THREE MOTOR AUTO-REVERSE
CUSTOM DECK

W4-TRACK STEREO/MONAURAL RECORDING/PLAYBACK

SYSTEM ffiCROSS.FIELD HEAD ffiTHREE MOTORS

frNSENSING TAPE OR MANUAL REVERSE

ffiSLIDE TYPE RECORDING LEVEL CONTROLS

SPECIFICATION
Tape Speed: I'7/8,3'3/4 and 7'7/2ips
Wow/Flutter: Less than 0.08% RIVS at 7"1/ 2ips
Frequoncy Response:40 to 22,000H2 (t3dB) at7'I/ 2ips
Distortion: Within 2% (1,000H2 "0" VU Recording)

S/N Ratio: Better than 50 dB

Transistors: 14

Dimensions: 14"(W)x 14'(H)x 8.7/8'(D)(358x 358x 227 mm)

Weight: 37.4 lbs. (17 kg)



t165trt 4o,00D
CROSS-FIELD HEAD STEREO
CUSTOM DECK

{#d] 4.TRACK STEREO/I\4ONAURAL RECORDING/PLAYBACK

SYSTEM {fl$ CROSS-FIELD HEAD iftll,,lHYSTERESlS SYNCHRO'

NOUS 2.SPEED MOTOR fi{iliALL SILICON TRANSISTORIZED

PREAI\4PLIFIER

SPECIFICATION
Tape Speed: 1.7,8, 3 3i4 and 7-li2 ips ( 15 ips optional)
Wow,'Flutter: Less than 0.12% RVIS at 7.It 2 ips
Frequency Besponse:30 to 20,000H2 tt3dB) at 7'1./2 ips

Oistortion: W thin 3% ( 1,000 Hz "0" VU Recording)

S/'N Ratio: Better than 50 dB

Transistors: 12 S licon transistors
Dimensions: 13 1r'2'iW)X n-fi 2 ln)x 9'( D) ( 340X 340X 230mm)

Weight: 30.8 lbs. i 14 kg)

THREE HEAD STEREO TAPE DECK

ffi 4,TRACK STEREO/MONAURAL RECORDING/PLAYBACK

SYSTEI\4 ffiONE MICRON GAP HEAD THREE HEADS

fiffi ALL SILICON TRANSISTORIZED PREAMPLIFIER

SPECIFICATIONS
Tape Speed:3-3i 4 and 7 Il2iPs
Wow"Flutter: Less than 0.15% RMIS al 7 7t2ips
Frequency Response: 30 to 20,000 Hz ( + 3 dB) at 7 1 2 tps

S/N Ratio: Better than 50 dB

Distortion: Less than 2o/o 1,1,000 H2 "0" VU Recording)

Transistors:17
Dimensions: 15 7i 8 (W)x 12"3i 8 (H)x 7Il 2(.D) (405x315x180
mm)

Weight: 25.3 lbs. (11.5 ke)

1

I



Gfl-aoIf csi-Ei0trl
8-TRACK STEREO CARTRIDGE
TAPE DECK

ffiONE MICRON GAP HEAD

ilUNIVERSAL VOLTAGE SELECTOR

MSOLID STATE PREAMPLIFIER WITH TWO IC

SPECIFICATIONS
Tape Speed: 3'3l4 iPs

Wow/Flutter: Less than 0.25% RIVS

Frequency Response:50 to 16,000H2 (+3dB)
S/N Ratio: Better than 47 dB

Transistors: 12

Dimensions: 13-l/ 2" (W)x 5'I/ 2" (H)x 10"( D) ( 345x 135x 250 mm)

Weight: 17.4 lbs. (7.9 kg)

SUPER CASSETTE STEREO TAPE DECK

ffi 4-TRACK STEREO RECORDING/PLAYBACK SYSTEIV1

ffi AUTOI\4ATIC REVERSING SYSTEM ( lnvert-0-matic)
WAUTOI\4ATIC SHUT-OFF WAUTOMATIC STOP WONE
MICRON GAP HEAD MSLOT LOADING SYSTEM WTWO

HOURS STEREO RECORDING CAPACITY USING A C-120
CASSETTE TAPE

SPECIFICATIONS
Tape Speed: 1.7/8 ips

Tape Speed Deviation: Within + 2%

Wow/Flutter: Less than 0.2% Rl\4S

Frequency Response:30 to 16,000H2 (+3dB)
Distortion: Within 2% (1,000H2 "0" VU Recording)

S/N Ratio: Better than 45 dB

Motor: Outer-rotor synchronous motor

Transistors: 11 Silicon transistors
lC:2
Dimensions: 15'(W)x 6-114"(H)x 11.1/4"(D) (375x 160x 287mm)

Weight: 15.8 lbs. (7.84 kg)



SOLID STATE FM/AM MULTIPLEX
STEREO TUNER AMPLIFIER

;]SOUTPUT POWER:TOTAL 24OW iqiNEW DIAL MECHANISM

{HFET AND SPACE DEVELOPED IC djiAFC ON,/OFF

SWITCH ifiXSPEAKER SYSTEM SELECTOR liliUSE OF

MULTI-CHANNEL POSSIBLE

SPECIFICATIONS
tun"r 5s61;6n(fM)
Frequency Bange: 88 to 1081\4Hz

Sensitivity: 2.0,rzV( IHF)

S/N Fatio: Better than

Selectivity: Better than

Tuner Section(AM)
Frequency Range: 535

SensitivityllHF ): 10trV

S/N Ratio: Better than

Selectivity: Better than

Amplifier Section:
Frequency Besponse: 20 to 50,000 Hz( 3 dBl

Output Power: 240 W rt mLciL Power

Dimensions: 19 1//4 (WiX I (,11)/. l4-1/ 2"(.D) t,481 X 165 X 346

mm)

Weight: 35.3 lbs( 16 kg)

A r ASOO

70 dB

65 dB

to 1,605 kHz

at l lVHz

55 dB

25 dB



AA*ffitf,3m$ A lu Eff;fCIff
SOLID STATE FM/AM MULTIPLEX
STEREO TUNER AMPLIFIER

:iSTOUTPUT POWER: TOTAL 120W ffiAFC ON/OFF SWITCH

.flC.{:] SPEAKER SYSTEM SELECTOR ffi BEAUTIFULLY FINISH-

ED METALLIC FRONT PANEL

SPECIFICATIONS
Tuner Section(FlV)
Frequency Range: 88 to 108 MHz

Sensitivity: 2.0rV ( IHF)

S/N Batio: Better than 60dB
Tuner Section(AlV)
Frequency Range: 530 to 1,605 kHz

Sensitivity(lHF): 20aV at 1 MHz

S/N Batio: Better than 40dB
Amplilier Section
Frequency Response: 20 to 50,000H2 (-3dB)
Output Power: 120W at music power

Dimensions:18-i/8"(w)x5-r/2'(ts)x 14'(D) (460 x 140x 355
mm)

Weight: 33 lbs( 15 kc) without cabinet
AA.8000S wrthour case)
AA.8000W witn wooden case)

SOLID
TUNER

STATE FM /AM MULTIPLEX
AMPLIFIER

ffiSPEAKER SELECTOR I'IFM CENTER TUNING METER

ffiFM/AM STRENGTH SIGNAL METER

ffiSPEAKER SYSTEM SELECTOR

SPECIFICATIONS
Tuner Section(FM)
Frequency Range: 88 to 108 lVHz

Sensitivity: 2.0pV ( IHF)

S/N Ratio: Better than 60 dB

Selectivity: Better than 50dB
Tuner Section(AM)
Frequency Range: 535 to 1,605 kHz

Sensitivity(lHF): 20pV at t lVHz

S/N Ratio: Better than 45 dB

Selectivity: Better than 20dB
Amplifier Section:
Frequency Response: 20 to 50'00Ohz'-3dB\
Output Power:120W at musrc Power

Dimensions: r7-r/ 2"(w)x5"1/4"(H)x 13'3/8"(D) (445x 133x

340 mm)

Weight: 24.4 lbs( 11 ke)



Atu6300 A r 6tf0(t
SOLID STATE FM/AM MULTIPLEX
STEREO TUNER AMPLIFIER

fl"ffOUTPUT POWER: TOTAL 80W lffi#FET FRONT END FOR

EXTRA FM SENSITIVITY fl#FM/AM STRENGTH SIGNAL

METER IffffiSPEAKER SYSTEM SELECTOR

SPECIFICATIONS
Tuner Section ( FIV)

Frequency Range: 88 to 108 IVHz

Sensitivity: 2.0trV ( IHF)

S/N Ratio: Better Llran 65 dB

Selectivity: Better than 50dB
Tuner Section(AlV)
Frequency Range: 535 to 1,605 kHz

Sensitivity(lHF): 207rV at 1 MHz

S,/N Batio: Better than 50 dB

Selectivity: Better than 20dB
Amplifier Section:
Frequency Response:20 to 40,000H2 (-3dB)
Output Power: 80W at music Power

Dimensions: L7 r/2"(W)X 5.3/4'(H)x 13-1/2"(D) (445 X 133 x
340 mm)

Weisht: 22.5 lbs( 10.4 kg)

SOLID STATE STEREO PRE/MAIN
AMPLIFIER

ffi120W MUSIC POWER ffiUNIVERSAL TYPE VOLTAGE

SELECTOR ffi26 SILICON TRANSISTORS

ffiBEAUTIFULLY FINISHED METALLIC FRONT PANEL

SPECIFICATIONS
Output Power: 120W at music Power

Frequency Response:20 to 50,000H2 (-3dB)
lnput Sensitivity: 3mV, 50k0 (PHONO)

150 mV, 100 kA (AUX)

200 mV, 200 kA ( TAPE)

S/N Ratio: Better than 65dB(PHONO)
Better than 70dB(TAPE AUX)

Harmonic Distortion: Less than 0.2o/o (45W/8Q, IkHz
Residual Noise: 2 mV ( 80 dB)

Transistors: 26 Silicon transistors
Dimensions: 15-7l8"(W)x 6-1/ 4"(.H)x 11-3/8"(D) (405 x 160 x
791) mm)

Weight: 24.2 lbs(11 kg)
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EiUlf-tEICt

SPECIFICATIONS
12" Linear travel piston edge woofer

3.Il 2"'/.nI/ 2 midrange,two 2"tweeters

lmpedance: 8Q

Max.power inPut: 60W

Frequency resPonse: 23 Io 22,00012
Dimensions: 18-3/4"(W)x 30'5i 8'(H)x 15 3i 4 (D) t.475x711/'

400 mm)

Weight: 70.4 1bs. ( 32 kg each)

gilJ[Jr-{:rt}

SPECIFICATIONS
15 LTP edge woofer

5 1/4"midrange
2.I1 8"/'.2-7 1 16 horn tweeter
3" super tweeter
Two 3-1r'2 super dome tweeters

Rated impedance: 8Q

Maximum Power inPut: 80W

Frequency resPonse: 20 to 23,000N2

Dimensions: 1 7" ( W) x 24 - I/ 2 \ l') /. 1 1' 1/ 8' ( D) ( 425X 620 x 280-rrm)

Weight: 49.3 lbs. (22.4 kg)



Eivrt/r145

SPECIFICATIONS
12' Roll Edge Woofer, 5" Midrange, 2-1,y'" fweeler, 2" Horn Type

Super Tweeter,

lmpedance:8Q
Max. power input: 50W(lVusic Power)

Frequency response: 25 to 21,000H2
Dimensions: 15.2'(W)X 23.8'(H)X 11.8'(D) (380X 595x 295 mm)

Weight: 32 lbs. ( 14.54 kg each)

SiVl/-l55

SPECIFICATIONS
12'Roll edge woofer,5"midrange, 2.I/2"tweeter,2" horn type super
tweeter
lmpedance: 8Q

Max.power input: 50W

Frequency response: 25 to 21,000H2
Dimensions: 16'(W)x 25-I/4"(H)x 11.3/4"(D) ( 406x 640x 300
mm)

Weight: 35.2 lbs. ( 17.6 kg each)

SPECIFICATIONS
l2" Woofer and 3.1/2'tweeter
lmpedance: 80

Max,power input: 25W

Frequency response: 50 to 18,000H2
Dimensions: 16-1/ 2" (W)x 22-I/ 2" (H)x 12

310 mm)

Weight: 28.9 lbs. ( 13.1 kg each)

SVI/-13cI

r/8"(D\ (420x 570x



Ei\lV'1?;5

SPECIFICATIONS
10" Linear travel piston edge woofer, 5" midrange,2" tweeter
lmpedance: 80

Max.power input: 30W

Frequency response: 40 to 20,000 Hz

Dimensions: 13.7/8"(W)x 21"(H)x 11-5/8"(D) (350x 560x 295
mm)

Weight: 24.2 lbs. ( 11. kg each)

EiU|/-Ci5

SPECIFICATIONS
6-112' Double cone sPeaker

lmpedance: 8O

Max.power inPut: 10W

Frequency resPonse:60 to 15,000H2

Dimensions: I4'I/ 4"(W)x 15'3/4'(H)x 4'718"(D) (360x400 x123

mm)

Weight: 18.2 lbs. (8 kglset)



Si\lV-50

SPECIFICATIONS
5" High compliance speaker
lmpedance: 8Q

Max.power input: 10W

Frequency response: 70 to 15,000H2
Dimensions: 13-1/2"(W)X 14-118"(H)X 4-1/ 4"(D) (342 x 36Ox
107 mm)

Weight: 13.2 lbs. (6 kglset)

SPECIFICATIONS
5" High compliance speaker

lmpedance: 8Q

Max.power inPut: 10W

Frequency response: 70 to
Dimensions: 10'(W)X 13"(H)x
Weight: 4.6 lbs. (2.1 kg)

GSiEi-B

18,000 Hz

4.8"(D) ( 250x 33OX 120 mm)

SVtf-gcl

SPECIFICATIONS
4" full range high compliance speaker

Rated: impedance: 8O

Maximum power input: 10W

Frequency response:.50 to 17,000H2
Dimensions: 14-3l 8" ( H) x 5-3l 8" ( W) x 10 - 1/ 2" (D)

270 mm)

Weight: 6-114 lbs. (2.9 ke)

(365 x 140x
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ww*.ffiffiffi
THE WORLD'S MOST COMPACT
PORTABLE VIDEO TAPE RECORDER

With the 1/4" video tape, the VT-100 records every scene

focused by the camera together with the sound picked

up with the built-in microphone on the camera'

AC adapter and battery charger unit included'

vTR(VT-10O)
8&TWIN ROTATING HEADS ( 1BO" SPACING) ."f.d1FREQUENCY

MODULATION VIDEO SIGNAL RECORDING SYSTEM

SPECIFICATIONS
Video Becording System: U S A Standard TV Srgnal lalso a'

vailable {or C.C.l.R. Standard), Frequency flodulation Video Signal

Recording System

Recording Time: 20 minutes using a 1,200ft 0 57rnil tape

Tape Speed: 11 1/4 iPs

Tape Width: 1,/4 magnetic tape

Resolution: 200 lines

Video lnput: 1.4V P P at 75Q

Audio lnput: -65 dB at 600o

Audio Band Width: 100 to 10,000 Hz

Audio S/N Ratio: Better than 38 dB

Video S,/N Ratio: Better than 40 dB

p6ryg7 geulcg; DC 12V

Two rechargeable 6V DC type D batteries

Dimensions: 10"(W)x4.4"(H)x 10.3 (D) (255x 112x263 mm)

Weight: 10 lbs. (4.6 kg) VTR onlY

'.[
1'iFq
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VIDEC! M clNITClFI (vM-loo)

ffi3,, PICTURE TUBE, DEFLECTION ANGLE 50"

SPECIFICATIONS
Video input: 1.4V p'p(neg.sync.) at 75Q

Audio inPut: - 20 dB 5 KA

Speaker: 3x 1.7"( 75x 44 mm)

Max.audio output: 120 mV

Power source: DC 12V I supplied lrom VT'100)

Dimensions: 3.8'(W)x4.4"(H)x 10.3'(D) (98x 112x 263 mm)

Wbight: 3,7 lbs. ( 1.69 kg)

VIDEC! CAMEFIA(vc-roo)
ffi2/3, VIDICON, INTERLACE EXTERNAL SYNCHRONOUS

SCANNING SYSTEM (SYNCHRONOUS SIGNAL SUPPLIED

FROM VT.100)

SPECIFICATIONS
Horizontal resolution: More than 400 lines

Video signal S/N ratio: Better than 40 dB

Video output: i.4V p'p composite signal

lris: E-E system with manual 2-point change system

lris of lens: F 1.8, F 5.6 (changeable)

Lens: 10-40 mm Zoom F 1.8

View finder:One-eye reflex system

Power source: DC 9V supplied from VT-100\

Microphone: 600Q uni-directional built-in microphone

Dimensions: 3'(W)x4.4"(H)x 7.3'(D) (75x 113x 187 mm)

Weight: 4.1 lbs. ( 1.9 kg) with grip

VT-1 OCI STAN DARD ACCESSORIES

Leather Carrying Strap """"" """"" 1

Adapter/Recorder Connection Cord """""""""""" 1

Camera/Recorder Connection Cable """""""""""" 1

S"Reel Video Tape """"" """""""" 1

S"Empty Reel """"""' 1

6V Type D Batteries (rechargeable) """"""""""'Z
Spare Fuse """""""""'1
Operator's Manual """"""""""""" i

vT-1ocl
VC!A-1 carryins

rc
Case

VctA.E!
Camera/AccessorY Case

VCIA-3 car cord

VOA-4 Monitor cord
(for 12"TV Connection)

VClA-Ei Earphone (6OoQ)

OPTIONAL ACCESORIES

\/Cl,A'7 External l\4icro
phone with Stand (600S-2)

VCA-EiC!O Adapter
'or LSrrg VC-100 w'tr x 500VT

\rLhr,lri gK_
FIF CONVEFITEFI

es

VT-5FI Video Tape Reel

VT-S Video Tape

WH
VM-1e Video lvonitor


