CROWN

SERVICE MANUAL
MODEL STP-70SW

TYPE:

C19

SPECIFICATIONS

12 Transistor, MW /SW1/SW2 3-Band, Radio

Phonograph

CONTROLS:

Tuning .........c00nnn
Radio/Phono Selection ..
Power On/Off ..... ceee
Volume and Tone .......
Speaker ........

Antenna ...............
Power Source .........
Turntable
Stylus Selection ........

DESCRIPTIONS:

a. Radio
Receiving Range .......

Output Power ...

Power Source .........

Maximum Sensitivity ...
(W =50mW, OdB =1pv/m)

Useable Sensitivity .....
(W =50mW, S/N=10dB)

string drive, slide rule,
vernier

rotary switch

volume control interlock
variable resistor
detachable (two) and built-
in (one)

teleoscopic rod and ferrite
bar

battery and AC

rim drive

cartridge turnover

MW 530 - 1605 KHz
SwW1 3 - 9 MHz
Sw2 9 - 23 MHz
455 KHz
maximum: DC 1450 +1450mW,
+300mW
AC 1200 +1200mW,
+*300mW
: DC 950 + 950mW,
+200mW
AC 750 + 750mW,
+200mW
DC 9V, UM-1 x 6 or
equivalent
AC 117/220V
DC
MW 35dB +6dB at 1000 KHz
SW1 30dB +6dB at 6 MHz
SW2 20dB *6dB at 16 MHz
AC
MW 36dB +6dB at 1000 KHz
SW1 31dB #6dB at 6 MHz
SW2 20dB *6dB at 16 MHz
DC
MW 40dB +4dB at 1000 KHz
SW1 34dB +4dB at 6 MHz
SW2 22dB +4dB at 16 MHz

AC

useable

S/N Ratio
(input = 60dB for
MW /SW1, 44dB for
SW2, W=50mW)

Current Drain

Under Voltage .....

b. Phonograph
Turntable Speed ........
Output Power

Power Source .........
Current Drain .........

Under Voltage

c. Others
Dimensions
Weight

MW 40dB *4dB at 1000 KHz
SW1 36dB +4dB at 6 MHz
SW2 24dB +4dB at 16 MHz
DC

MW 30dB *4dB at 1000 KHz
SW 1 30dB *+4dB at 6 MHz
SW2 40dB *4dB at 16 MHz
AC

MW 30dB +4dB at 1000 KHz
SW 1 30dB *#4dB at 6 MHz
SW2 35dB +4dB at 16 MHz
no signal time: 33mA +15mA
useable output: 210mA £40mA
maximum output: 230mA

+*40mA

AC power consumption:
11VA or less (220V, 50Hz)
non-working voltage:

DC 4.5V or less

AC 60V (117V line)

AC 120V (220V line)

78, 45 and 33-1/3, 3 speed
maximum: 1100 + 1100mW,
+300mW (DC)
830 + 830mW,
+300mW (AC)
300mW, *50mW
(built in
speaker)
950 + 950mW,
+300mW (DC)
660 + 660mW,
+300mW (AC)
same as radio
no signal time: 65mA *20mA
useable output: 210mA *40mA
maximum output: 235mA
+40mA
power consumption:
11VA or less
(AC 220V, 50 Hz)
DC 6.5V or less
AC 85V or less (117V line)
AC 160V or less (220V line)

useable

13-3/8x18-1/8x5-5/8 inches
13.4 1lbs (withéut batteries)



Crown STP-T70SW C19
SCHEMATIC DIAGRAM
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Crown STP-70SW C19
LEAD CONNECTION
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C19 Crown STP-70SW

ROTARY SWITCH
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CHASSIS LAYOUT (Component Side)

C19

Crown STP-70SW
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