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R&S NRP-Z11/-Z21 Supplement

Operation of Power Sensor R&S NRP-Z11
from R&S NRP base unit

The power sensor shipped with this manual has firmware revision 02.00 or higher. For operation from
an R&S NRP base unit, all software components within the base unit must also be of revision 02.00 or
higher.

Revision numbers for the software components installed in the base unit can be displayed under menu

item "System Info’, lines 'Main Program’, ‘Bootloader' and *Keybd. Ctrl.”. The 'System Info’ can be found
in the "File’ menu for revision numbers lower than 02.00 and in the 'System’ menu otherwise.
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Before putting the product into operation for
the first time, make sure to read the following

Safety Instructions

Rehde & Schwarz makes every effort to keep the safety standard of its products up fo date and to offer
its customers the highest possible degree of safety. Our products and the auxiliary equipment required
for them are designed and tested in accordance with the relevant safety standards. Compliance with
these standards is continuously monitored by our guality assurance system. This product has been
designed and tested in accordance with the EC Cerlificate of Conformity and has feft the manufacturer’'s
plant in a condition fully complying with safety standards. Te maintain this condition and to ensure safe
operation, observe ail instructions and warnings provided in this manual. If you have any questions
regarding these safety instructions, Rohde & Schwarz will be happy to answer them.

Furthermore, it is your responsibifity to use the product in an appropriate manner. This product is
designed for use solely in industrial and laboratory environments or in the field and must not be used in
any way that may cause personal injury or property damage. You are responsible if the product is used
for an intention other than its designated purpose or in disregard of the manufacturer's instructions. The
manufacturer shall assume no responsibility for such use of the product.

The product is used for its designated purpose if it is used in accordance with its operating manual and
within its perfermance limits {see data sheet, documentaiion, the following safety instructions). Using
the products requires technical skills and knowledge of English, It is therefore essential that the
products be used exclusively by skilled and specialized staff or thoroughly trained personnel with the
required skills. If personal safety gear is required for using Rohde & Schwarz products, this will be
indicated at the appropriate place in the product documentation.

Symbols and safety labels

O LI LI

fon!
Observe Weight {Danger of Warning! Ground Egé?:;t;(zgfic
operating indication for electric Hot PE terminal Ground . o
. . . terminal sensitive
instructions units >18 kg shock surface devices

I C W == ~ ) ]

Supply Direct - Direct/alternat | Device fully protected
voltage 5{?5?;;%;1 current cﬁ?fer:ta(tgg) ing current by double/reinforced
ON/OFF {(DC) (DC/ALC) insulation

1171.0000.42-01.60 Sheet 1




sately Instructions

Observing the safety instructions will help prevent personal injury or damage of any kind caused by
dangerous situations. Therefore, carefully read through and adhere to the following safety instructions
before putting the product into operation. It is alse absolutely essential {0 chserve the additicnal safety
instructions on personal safety that appear in other parts of the documentation. in these safety
instructions, the word "product” refers io all merchandise sold and distributed by Rohde & Schwarz,
including instruments, systems and all accessories.

Tags and their meaning
DANGER This tag indicates a safety hazard with a high potential of risk for the

user that can result in death or serious injuries.

WARNING This tag indicates a safety hazard with a medium potential of risk for the
user that can result in death or serious injuries.

CAUTION This tag indicates a safety hazard with a low potential of risk for the user
that can result in slight or minor injuries.

ATTENTION  This tag indicates the possibility of incorrect use that can cause damage

to the product.

NOTE This tag indicates a situation where the user should pay special attention
to operating the product but which does not lead to damage.

Basic safety instructions

The product may be operated only under
the operating conditions and in the
positions specified by the manufacturer. Its
ventilation must not be obstructed during
operation. Unless otherwise specified, the
following requirements apply to

Rchde & Schwarz products:

IP protection 2X, pollution severity 2,
overvoltage category 2, use only in
enclosed spaces, max. operation altifude
max. 2000 m.

Applicable local or national safety
regulations and rules for the prevention of
accidents must be observed in all work
performed. The product may be opened
only by authorized, specially trained
personnel. Prior to performing any work on
the product or opening the product, the
instrument must be disconnected from the
supply network. Any adjustments,
replacements of parts, maintenance or
repair must be carried out only by technical

personnel authorized by Rohde & Schwarz.

Only original parts may be used for
replacing parts relevant to safety (e.q.
power swiiches, power transformers,
fuses}. A safety test must always be
performed after parts relevant to safety
have been replaced
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{visual inspection, PE conductor test,
insulation resistance measurement,
leakage current measurement, functional
test).

As with all industrially manufactured goods,
the use of substances that induce an
allergic reaction (allergens) such as
aluminum cannot be generally excluded. If
yau develop an allergic reaction (such as a
skin rash, frequent sneezing, red eyes or
respiratory difficulties), consult a physician
immediately to determine the cause.

Depending on the function, certain products
such as RF radic equipment can produce
an elevated level of electromagnetic
radiation. Considering that unbom fife
requires increased protection, pregnant
women shouid be protected by appropriate
measures, Persons with pacemakers may
also be endangered by electromagnetic
radiation, The employer is required to
assess workplaces where there is a special
risk of exposure to radiation and,
necessary, take measures to avert the
danger.
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10.

1.

Safety Instructions

Operating the products requires special
training and intense concentration.
Disabled persons should not use the
products unless it is made certain that their
disability has no adverse effects whiie they
are operating the products.

Prior to switching on the product, it must be
ensured that the nominal voltage setting on
the product matches the nominal voitage of
the AC supply network. If a different voltage
i5 1o be set, the power fuse of the product
may have to be changed accordingly.

In the case of products of safety class | with
movable power cord and connector,
operation is permitted only on sockets with
earthing contact and protective earth
connection.

Intentionally breaking the protective earth
connection either in the feed line or in the
product itself is not permitted. Doing sc can
result in the danger of an electric shock
from the product. If extension cords or
connector strips are implemented, they
must be checked on a reguiar basis to
ensure that they are safe to use.

i the product has no power switch for
disconnection from the AC supply, the plug
of the connecting cable is regarded as the
disconnecting device. In such cases, #
must be ensured that the power plugis
easily reachable and accessible at all times
(fength of connecting cable approx. 2 m}.
Functional or electronic switches are not
suitable for providing disconnection from
the AC supply. f products without power
switches are integrated in racks or systems,
a disconnecting device must be provided at
the system level.

Never use the product if the power cabie is
damaged. By taking appropriate safety
measures and carefully laying the power
cable, ensure that the cable cannot be
damaged and that no cne can be hurt by
e.g. tripping over the cable or suffering an
electric shock,

The preduct may be operated only from
TN/TT supply networks fused with max.
16 A,
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12,

13.

14,

15.

6.

17,

18.

19.

20.

Do not insert the plug into sockets that are
dusty or dirty. Insert the plug firmiy and all
the way into the socket. Otherwise this can
result in sparks, fire and/or injuries.

Do not overload any sockets, extension
cords or connector strips; doing so can
cause fire or electric shocks.

For measurements in circuits with voltages
Vs > 30 V, suitable measures {(e.g.
appropriate measuring equipment, fusing,
current limiting, electrical separation,
insulation} should be taken o avoid any
hazards.

Ensure that the connections with
information technology equipment comply
with IEC950/ENBDS50.

Never remove the cover or part of the
housing while you are operating the
product. This will expase circuits and
components and can tead to injuries, fire or
damage to the product.

If a preduct is to be permanently installed,
the connection between the PE terminal on
site and the product's PE conductor must
be made first before any other connection
is made. The product may be instalied and
connected only by a skilled efectrician.

For permanently installed equipment
without built-in fuses, circuit breakers or
similar protective devices, the supply circuit
must be fused in such a way that suitable
protection is provided for users and
products.

Do not insert any objects into the openings
in the housing that are not designed for this
purpose. Never pour any liquids onto or into
the housing. This can cause short circuits
inside the product and/or electric shocks,
fire or injuries.

Use suitable overvoltage protection to
ensure that no overvoltage {such as that
caused by a thunderstorm) can reach the
product. Otherwise the operating personne!
will be endangered by electric shocks,
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21

22,

23.

z24.

25,

Safely Instructions

Rohde & Schwarz products are not
protected against penetration of water,
unless otherwise specified (see also safety
instruction 1.). If this is not taken into
account, there exists the danger of electric
shock or damage to the product, which can
also lead to personal injury.

Never use the product under conditions in
which condensation has formed or can form
in or on the product, e.g. if the product was
mgoved from a cold to a warm environment.

Do not ¢lose any slots or openings on the
product, since they are necessary for
ventilation and prevent the product from
overheating. Do not place the product on
soft surfaces such as sofas or rugs or
inside a ciosed housing, unless this is well
ventilated.

Do not place the product on heat-
generating devices such as radiators or fan
heaters. The temperature of the
environment must not exceed the maximum
temperature specified in the data sheet.

Batteries and storage batteries must not be
exposed to high temperatures or fire. Keep
batteries and storage batteries away from
children. lf batteries or storage batteries are
improperly replaced, this can cause an
explosion {warning: lithium cells). Replace
the battery or storage battery only with the
matching Rohde & Schwarz type (see
spare parts list), Batteries and storage
batteries are hazardous waste. Dispose of
them oniy in specially marked containers.
Observe local requlations regarding waste
disposal. Do not short-circuit batteries or
sterage batteries.
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28.

27.

28.

29.

30.

Please be aware that in the event of a fire,
toxic gases that may be hazardous fo your
health may escape from the product.

Please be aware of the weight of the
product. Be careful when moving it;
otherwise you may injure your back or other
parts of your body.

Do not place the product on surfaces,
vehicles, cabinets or tables that for reasons
of weight or stability are unsuitable for this
purpose. Always follow the manufacturer's
installation instructions when installing the
product and fastening it to objects or
structures (e.g. walls and shelves).

If you use the product in a vehicle, it is the
sole responsibility of the driver to drive the
vehicie safely. Adequately secure the
product in the vehicle to prevent injuries or
other damage in the event of an accident.
Never use the product in a moving vehicle if
doing so could distract the driver of the
vehicla. The driver is always responsible for
the safety of the vehicle; the manufacturer
assumes no responsibility for accidents or
collisions.

i a laser product {e.g. a CO/DVD drive) is
integrated in a Rohde & Schwarz product,
do not use any other settings or functions
than those described in the documentation.
Otherwise this may be hazardous o your
health, since the laser beam can cause
irreversible damage to your eyes. Never try
to take such products apart, and never iook
into the iaser beam.
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informaciones de seguridad

Por favor lea imprescindiblemente antes de
la primera puesta en funcicnamiento las
siguientes informaciones de seguridad

Informaciones de seguridad

Es el principio de Rohde&Schwarz de tener a sus productos siempre al dia con los estandards de
seguridad y de ofrecer a sus clientes el maximo grade de seguridad. Nuestros productos y todos ios
equipos adicionaies son siempre fabricados y examinados segtn las normas de seguridad vigentes.
Nuestra seccion de gestion de la seguridad de calidad controla constantemente que sean cumplidas
estas normas. Este producto ha sido fabricado y examinado segun el comprobante de conformidad
adjunto segin las normas de ta CE y ha salido de nuestra planta en estado impecable segun los
estandards técnicos de seguridad. Para poder preservar este estado y garantizar un funcionamiento
libre de peligros, debera el usuario atenerse a todas las informaciones, informaciones de seguridad y
notas de alerta. Rohde&Schwarz estd siempre a su disposicion en caso de que tengan preguntas
referentes a estas informaciones de seguridad.

Ademas queda en la responsabilidad del usuario utilizar el producto en la forma debida. Este producto
solamente fue elaborado para ser utilizado en la inddstria y ef laboratorio o para fines de campo y de
ninguna manera debera ser utilizade de modo que alguna personalcosa pueda ser dafiada. El uso del
producto fuera de sus fines definides ¢ despreciando las informaciones de seguridad del fabricante
queda en la responsabilidad del usuario. El fabricante no se hace en ninguna forma responsable de
consecuencias a causa del maluso del products.

Se parte del uso correcto del producto para los fines definidos si el producto es utilizado dentro de las
instrucciones del correspondiente manual del uso y dentro del margen de rendimiento definido {ver
hoja de datos, documentacion, informaciones de seguridad que siguen). El uso de los productos hace
necesarios conocimienios profundos y el conocimeinto del idioma ingiés. Por eso se debera tener en
cuenta de exclusivamente autorizar para el usc de los productes a personas péritas o debidamente
minuciosamente instruidas con los conocimientos citados., Si fuera necesaria indumentaria de
seguridad para el uso de productos de R&S, enconfrara ta informacion debida en la docurnentacion del
producto en el capitulo correspondiente.

Simbolos y definiciones de seguridad

)

f 3 1
Ver manual Informaciones . . . ” ;fci:é?:sgs de
para Peligro de iCuidadol | Conexidna . Conexion 9
de Lo : Conexion construcion
instrucciones | Maduinaria golpe de Superficie | conductor a tierra a masa con peligro de
CON uns pesc corriente caliente protector conguctora pelig
del uso de > 18k carga
9 electroestatica
l O LI) - Nt | == ]
. . £l aparato estd
potencia EN Indicacion | COTENME | o ente Corriente pfOt?indO en su
continua continua/aiterna | totalidad porun
MARCHA/PARADA Stand-by Y alterna AC OCIAC aisiamiento de
doble refuerzo
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informacionss de sequridad

Tener en cuenta las informaciones de seguridad sirve para tratar de evitar dafios y peligros de toda
clase. Es necesario de gue se lean las siguientes informaciones de seguridad concienzudamente y se
tengan en cuenta debidamente antes de la puesta en funcionamiento del producto. También deberan
ser tenidas en cuenta las informaciones para la proteccidn de personas que enconfraran en otro
capituio de esta documentacion y gue también son obligatorias de seguir. En las informaciones de
seguridad actuales hemos juntado todos los objetos vendidos por Rohde&Schwarz bajo la
denominacién de ,producto®, entre ellos también aparatos, instalaciones asi como toda clase de
accesorios.

Palabras de senal y su significado

Indica un punto de peligro con gran potencial de riesgo para el

ususario.Punto de peligro que puede llevar hasta la muerte o graves

Indica un punic de peligre con un protencial de riesgo mediano para el

usuario. Punto de peligro que puede llevar hasta la muerte o graves

Indica un punio de peligro con un protencial de riesgo pequefio para el

usuario. Punio de peligro que puede llevar hasta heridas leves o

PELIGRO

heridas.
ADVERTENCIA

heridas .
CUIDADO

pequefias
ATENCION

danario.
INFORMACION

Indica la posibilidad de utilizar mat el producto y a consecuencia

Indica una situacién en la que deberian seguirse las instrucciones en el

uso del producto, pero que no consecuentemente deben de llevar a un

dafio del mismo.

Informaciones de seguridad elementales

El producto solamente debe ser utilizado
segun lo indicado por el fabricante
referente a la situacion y posicion de
funcionamiento sin que se obstruya la
ventitacion. Si no se convine de otra
manera, es para los productos R&S
valido lo que sigue:

modo de proteccidn 1P 2X, grado de
suciedad 2, categoria de sobrecarga
eléctrica 2, utilizar solamente en
estancias interiores, utilizacion hasta
2000 m sobre el nivet del mar.

En todos los trabajos deberan ser
tenidas en cuenta las normas locales de
seguridad de trabajo y de prevencicn de
accidentes. El producto solamente debe
de ser abierto por personal périto
autorizado. Antes de efectuar trabajos en
el producto o abririo debera este ser
desconectado de la corriente. El ajuste,
el cambio de partes, la manutencion v la
reparacion deberan ser solamente
efectuadas por electricistias autorizados
por R&S.Si se reponen partes con
importancia para los aspecios de
seguridad {por ejemplo el enchufe, los

1171.6050.42-01.00

transformadores o los fusibies),
solamente podran ser sustituidos por
partes originales.Despues de cada
recambio de partes elementales para la
seguridad debera ser efectuadc un
control de seguridad (control a primera
vista, coniral de conductor protector,
medicion de resistencia de aislamiento,
medicion de medicion de la corriente
conductora, control de funcionamiento).

Como en todo producto de fabricacion
industrial no puede ser excluido en
general de que se produzcan al usarlo
elementeos que puedan generar alergias,
los llamados elementos alergénicos (por
ejemplo el aluminio). Si se producieran
en el trato con productos R&S
reacciones alérgicas, como por giemplo
urticaria, estornudes frecuentes, irritacion
de la conjuntiva o dificuitades al respirar,
se debera consuitar inmediatamente a
un médico para averigurar los motivos de
estas reacciones.
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informaciones de seguridad

4. Ciertos productos, como por ejemplo las

instataciones de radiacion HF, pueden a
causa de su funcidn natural, emitir una
radiacion electromagnética aumentada.
En vista a la proteccidn de la vida en
desarrollo deberian ser protegidas
personas embarazadas debidamente.
Tambien las personas con un bypass
pueden correr peligro a causa de la
radiacion electromagnética. El
emprasaric esta comprometide a valorar
y senalar areas de trabajo en las que se
corra un riesgo de exposicién a
radiaciones aumentadas de riesgo
aumentado para evitar riesgos.

La utiizacién de ios productos requiere
instrucciones especiales y una alta
concentracion en el manejo. Personas
minusvalidas solamente deberan utilizar
estos productos si esta por seguro de
gue a causa de su handicap no podra
surgir ninguna restriccién en el manejo
del producto.

Antes de ia puesia en marcha del
producto se debera tener por seguro de
gue [a tensidn preseleccionada en el
producto equivalga a la del la red de
distribucidn. Si es necesaric cambiar la
preseleccion de |a tension también se
deberan en caso dabo cambiar los
fusibles correspondientas del prodeuto.

Productos de la clase de seguridad | con
alimentacion mévil y enchufe individual
de producto solamente deberan ser
conectados para el funcionamiento a
tomas de corriente de contacto de
seguridad y con conductor protector
conectado.

Queda prohibida toda clase de
interrupcion intencionada dei conductor
protecior, tanto en la toma de corriente
como en el mismo productc ya que
puede tener como consecuencia el
petfigro de golpe de corriente por el
productc. 3i se utilizaran cables ¢
enchufes de extension se debera poner
at seguro, que es controfado su estado
técnico de seguridad.

Si el producto no esta equipado con un
interrupior para desconectarlo de la red,
se debera consicderar el enchufe del
cable de distribucion como interruptor,
En estos casos debera asegurar de que
el enchufe sea de facil acceso y nabejo
{medida del cable de distribucién
aproximadamente 2 m). Los interruptores
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10.

11.

12,

13.

14.

15.

16.

17.

de funcién o electronicos no son aptos
para la el corte de la red eléctrica. Silos
productos sin interruptor estan
integrados en construciones o
instalacicnes, se debera instalar e
interruptor al nivel de ia instatacion,

No utilice nunca el producto si estd
daftado el cable eléctrico. Asegure a
través de las medidas de proteccion y de
instalacion adecuadas de que el cable de
eléctrico no pueda ser dafiado o de que
nadie pueda ser daftado por él, por
ejemplo al tropezar ¢ por un golpe de
corriente.

Solamente esta permitido el
funcionamiento en redes de distribucion
TN/TT aseguradas con fusibles de como
maximo 18 A.

Nunca conecte el enchufe en fomas de
corriente sucias o kenas de polvo.
introduzca el enchufe por completo y
fuetemente en la toma de corriente. Si
no tiene en consideracion estas
indicaciones se arriesga 2 que se
originen chispas, fuego y/o heridas.

No sobrecargue las tomas de corriente,
los cables de extension o los enchufes
de extension ya que esto pudiera causar
fuego o golpes de corriente.

En las mediciones en circuitos de
corrienie con una tension de entrada de
Ueff > 30 V se deberd tomar las
precauciones debidas para impedir
cualguier peligro {por ejemplo medios de
medicion adecuados, sequros, limitacion
de tensidn, corte protector, aislamiento
efc.).

En caso de conexidn con aparatos de la
técnica informatica se debera tener en
cuenta que estos cumplan los requisitos
de la EC950/ENGDY50.

Nunca abra la tapa o parte de &ila si el
producto esta en funcionamiento. Esto
pone a descubierto fos cables y
componentes eléctricos y puede causar
neridas, fuego o dafios en &l producto.

Si un producto es instalado fiiamente en
un lugar, se deberd primero conectar el
conductor protector fijo con el conductor
protector del aparato antes de hacer
cualgquier otra conexidn. La instalacion y
la conexion deberan ser efecutadas por
un elactricista especiatizado.
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18.

18.

26.

21

22,

23.

24.

25.

Informaciones de seguridad

En caso de que los productos gue son
instalados fijamente en un lugar sean sin
protector implementado, autointerruptor
o similares objetos de proteccion, debera
la tforma de corriente estar protegida de
manera que los productos o los usuarios
estén suficientemente protegidos.

Por favar, no introduzca ningun objeto
gue no esté destinado a ello en los
orificios de |a caja del aparato. No vierta
nunca ninguna clase de liquidos sobre o
en la caja. Esto puede producir corio
circuitos en el producto yfo puede causar
golpes de corriente, fuego heridas.

Asegurese con la proteccion adecuada
de que no pueda originarse en &l
producto una sobrecarga por ejemplo a
causa de una formenta. Sino se vera el
personal que lo utilice expuesto al peligro
de un golpe de corriente.

Los producios R&S no estan protegidos
contra el agua si no es que exista ofra
indicacion, ver también punto 1. Si no se
tiene en cuenta esto se arriesga el
peligro de golpe de corriente o de dafios
en el producto lo cual también puede
llevar at peligro de personas,

No utilice el producto baio condiciones
en las que pueda producirse y se hayan
producido liquidos de condensacién en o
dentro del producto como por ejemplo
cuando se desplaza el producto de un
lugar fric a un lugar caliente.

Por favor no cierre ninguna ranura u
orificio del producto, ya que estas son
necesarias para la ventilacién e impiden
que el producio se caliente demasiado.
No pongan el producto encima de
materiales blandos como por ejemplo
sofas o alfombras o dentro de una caja
cerrada, si esta no esta suficientemente
ventilada.

No ponga el producio sobre aparatos
que produzean calor, como por ejemplo
radiadores o calentadores. La
temperatura ambiental no debe superar
fa temperatura maxima especificada en
la hoja de datos.

Baterias y acumuiadores no deben de
ser expuestos a temperaturas aitas o al
fuego. Guardar baterias y acumuladores
fuera de!l alcance de los nifios. St fas
baterias ¢ los acumuladores no son
cambiados con la debida atencidn
existira peligro de explosion (atencidn
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26.

27.

28,

29.

30.

celulas de Litio). Cambiar las baterias o
los acumuladores solamente por los del
tipo R&S correspondiente (ver lista de
piezas de recambio). Baterias y
acumuladores son deshechos
problematicos. Por favor tirenlos en los
recipientes especiales para este fin. Por
favor tengan en cuenta las
prescripciones nacionaies de cada pais
referente al fratamiento de deshechos.
Nunca sometan a las baterias o
acumuladores a un corte circuito.

Tengan en consideracidn de que en caso
de un incendio pueden escaparse gases
toxicos dei producte, que pueden causar
daftos a la satud.

Por favor fengan en cuenta el peso del
producte. Muevanlo cuidadosamente ya
que el peso puede causar lesicnes de fa
espalda u otros dafios fisicos.

No siitie el producto encima de
superficies, vehiculos, estantes 0 mesas,
que por sus caracteristicas de peso o de
estabilidad no sean aptas para él. Siga
siempre las instrucciones de instalacion
del fabricante cuando instale y asegure
el producto en objetos o estruciuras (por
eiemplo paredes y estantes).

Sillega a utilizar el products dentro de
un vehiculo, queda en la responsabilidad
absoluta del conductor que conducir el
vehiculo de manera segura. Asegure el
producto dentro del vehiculo
debidamente para evitar en caso de un
accidente las lesiones u ofra clase de
dafios. No utilice nunca el producto
dentro de un vehiculo en movimiento si
esto pudiera distraer al conductor,
Siempre gueda en la responsabilidad
absoluta del conductor la sequridad del
vehiculo y el fabricante no asumira
ninguna clase de responsabilidad por
accidentes o colisiones.

Dado el caso de que esté integrado und
producto de laser en un producto R&S
{por ejemplc CD/DVD-ROM) no utilice
otras instalaciones o funciones que las
descritas en la documentacion. De clra
manera pondra en peligro su sajud, va
que ef rayo laser puede dafar
irreversiblemente sus ojos. Nunca trate
de descomponer gstos productos, Nunca
mire dentro del rayo laser.
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QUALITATSZERTIFIKAT

Sehr geehrtar Kunde,
Sie haben sich fir den Xauf eines

Aohds & Schwarz-Produkias entschis-

den. Higrmit srhalten Sie ein nach
modernsten Fertigungsmathoden
hergestelttes Produkt. £s wurde nach
den Regeln unseres Management-
systems entwickelt, gefertigt und
geprift,

Das Rohde & Schwarz Management-
system ist zertifiziert nach;

DIN ENISO 50012000
DIN EN 9100:2003
DIN EN IS0 140611998

CERTIFICATE OF QUALITY

Dear Customer,

you have decided 1o buy & Rohde &
Schwarz product. You are thus as-
sured of receiving a product that is
manufactured using the most modern
methods availabla, This product was
developed, manufactured and tasted
in compliance with our quality manage-
ment system standards.

The Rohde & Schwary quality manage-
ment systam is certified according to:

DIN EN IS0 8001:2000
DIN EN 9100:2603
DIN EN IS0 14001:19%6

CERTIFICAT DE QUALITE

Cher Lliem,

vous avez choisi dacheter un produit
Rohde & Schwarz. Vous disposar
done d'un produit fabriqué d'apras
les methodes les plus avancées. Le
deveicppement, la fabrication et ies
tests respectent nos normes de gas-
tion gualité.

Le systéme de gestion gualité de
Rohde & Schwarz a été homologué
confarmément aux nermes:

DIN EN IS0 9001:2000
DIN EN 9108:2003
DM EN SO 140611998




&

ROHDE&SCHWARZ

EC Certificate of Conformity

Certificate No.: 2002-36
This is to certify that:

Equipment type Stack No. Designation

NRP 1143.8500.02 Power Meter

NRP-B1 1146.9008.02 Sensor Check Source
NRP-B2 1146.8801.02 Second Sensor Input
NRP-B5 1146.9608.02 3rd und 4th Sensor
NRP-B& 1146.9908.02 Rear-Panel Sensor
NRP-Z3 1146.7005.02 USB Adapter

NRP-Z4 1146.8001.02 USB Adapter

NRP-Z11 1138.3004.02 Average Power Sensor
NRP-Z21 1137.6000.02 Average Power Sensor

complies with the provisions of the Directive of the Council of the European Union on the
approximation of the laws of the Member States

relating to electrical equipment for use within defined vo[tage fimits
(73/23/EEC revised by 93/68/EEC)

relating to electromagnetic compatibility
(89/336/EEC revised by 91/263/EEC, 92/31/EEC, 93/68/EEC)

Conformity is proven by compliance with the following standards:

EN61010-1 : 1993 + A2 : 1995
ENS5011 : 1998 + A1 : 1999
EN61326 : 1997 + A1 : 1998 + A2 : 2001

For the assessment of eleciromagnetic compatibility, the limits of radio interference for Class
B equipment as well as the immunity to interference for operation in industry have been used

as a basis.

Affixing the EC conformity mark as from 2002

ROHDE & SCHWARZ GmbH & Co. KG
Mihidorfstr. 15, D-81671 Miinchen

Munich, 2002-06-27 Central Quality Management FS-QZ / Becker

1143.8500.02 Ck

£-1




Customer Support

Technical support — where and when you need it

For guick, expert help with any Rohde & Schwarz equipment, contact one of our
Customer Support Centers. A team of highly qualified engineers provides telephone
support and wilt work with you to find a solution to your query on any aspect of the
operation, programming or applications of Rohde & Schwarz eguipment.

Up-to-date information and upgrades

To keep your Rohde & Schwarz equipment always up-to-date,
please subscribe to an electronic newsletter at
hitp.//www.rohde-schwarz.com/www/response.nsi/newsletterpreselection

or request the desired information and upgrades via email from your Customer Support
Center (addresses see below).

Feedback

We want 1o know if we are meeting your support needs. If you have any comments
piease email us and let us know CustomerSupport.Feedback@rohdeg-schwarz.com.

USA & Canada Rest of World

Monday o Friday {except US-state holidays) Monday 1o Friday {except German-state holidays)
8:00 AM — 8:00 PM eastern Standard Time (EST) 08:00 — 17:00 Central European Time (CET)
USA:  BB88-test-rsa (888-837-8772) (opt 2) Europe:+439 (0) 180 512 42 42

From outside USA: +1 410 910 7800 (opt 2) From outside Europe: +49 89 4129 13776
Fax: 410 910 7801 Fax: +49(0) 89412983778

E-Mail: Customer.Suppori@rsa.rohde-schwarz.com E-Mail: CustomerSuppori@rohde-schwarz.com

&

ROHDE&SCHWARZ

1007.86684.14-03.00




Adressen/Addresses

Albania

Algeria

Antilles {Neth.}

Argedtina

Australia

FIRMENSITZHEADOUARTERS

Rehde & Schwarz GmbH & Lo KB

Mihldorfstrafie 15 - D-81671 Miinchen
Pastfach 80 14 69 - [-31814 Miiachen

WERKE/PLANTS

fichde & Schwarz Messgerdtebat GmbH
Riedbachstralle 58 - D-87700 Mammingen
Postach 1657 - D-B768E Memmingsn

Aohde & Schwarz GmpH & Do, KG
Werk Telsnach

1edj Phone
{Fax} Fax
E-mail

[Telj +43 (39} 41 290
{Fax) +4983 4120-121 64
info@rohde-schwarz.com

{Tel) +49 18331} 108D
{Fax} +49 18331} 108-11 24
info.rsgmb@rohde-schwatz.com

{Tel) +4913923] 8570
{Fax} +48 (8923} 85711 74

Kaikenrieder Strake 27 - D-94244 Teisnachinfo.rsdts@rohde-schwarz.com

Postfach 1149 - D-84240 Teisnach

Aohoe & Schwarz GmbH & Co. KG
DHenstigistungszentram Koin

Grat-Zeppelin-Strale 18 - D-51147 Kiiln

Pastfach 83 92 60 - D-51130 Kitn

Tel) +43 12203} 43-0

{Fax} +43 (2203} 49 61-229
info.rsdc@rohde-
schwarz.convservice.rsdc@rohde-
schwarz.com

TOCHTERUNTERNEHMEN/SUBSIDIARIES

Aohda & Schwarz Vertrishs-GmbH

Mithidorfstrae 15 - D-8167% Miinchen
Postiach A0 14 6% - D-81614 Miiachen

Rohde & Schware Ineraational GmbH
Mihidorfstralie 15+ D-81671 Minchen
Postfach 80 14 80 - D-81614 Minchen

Hohde & Schwars Fnginesring and Sales

GmbH

MiihidorfstraBe 15+ D-81671 Milnchen
Postfach B0 14 79 - D-81614 Mdanchen

R&S BICK ttobilfunk GmbH

Fritz-Hahne-Str. 7- D-31848 Bad Miinder
Postfach 2067 - B-31844 Bad Minder

fiohde & Schwarz FTX GmbH
WendenschlossstraRe 168, Haus 78
[-12557 Berfin

Rchde & Schwarz SIT SmbH
Agastrale 3
[-12484 Berlin

R&S Systams GmbH

Graf-Zeppelin-StraBa 18 0-51147 Kiln

Postfach 96 02 65 D-5113G Kaln

(Tel} +49 {89} 41 29-137 74
{Fax} +43 {891 41 28137 77
customersuppart@rohds-
schwarz.com

{Tell «49 [89) 41 29129 B4
{Fax} +49 {88 41 29-120 5C
info.rusis@rohde-schwarz.com

ITelt 49 (88} 41 28137 11
{Fax) +49 {89) 41 28137 23
inforse@ronde-schwarz com

{Tei} +49 (5042) 9980
tFaxd +43 (50471 998-108
info.rshick@rohde-schwarz com

{Tef] +43 (30} 658 91122
{Fax} +49 (304 655 56-221
info. ftk@rohde-schwarz.com

[Tel} +49 {39 858 54.0
{Faxi +43 {30} 658 B4-183
info.sis@rehde-schwarz com

fTel) +49 2203) 43-5 23 25
{Fax} +49 (2703] 435 23 36
infe.rssys@rohde-schwarz com

ADRESSEN WELTWEIF/ADDRESSES WORLDWIDE

sighe/see Austria

Rohde & Schwarz
Surgau d'Alger

5R Ptane da Lapsrring
16435 Hydra-Alger

sighe / soe Mexico
Precision Electronica S.R.L.

Av. Pde Julio A. Roca 713 - 6° Piso
1087 Bugnos Adres

Rohde & Schwarz {Austratia) Pty. Lid.

Sales Supnort

Unit6

2-8 South Strest
Rydalmars, NLS.W. 2115

{Telt +713(21}48 2018
{Fax} +213121} 6% 46 08

{Tel) +541 {14} 331 1667
[Fax) +541 {143 334 51 11
ainerto.lombardi@prac-sles.com.ar

{Tel} +B6112)88 45 4100
{Fax} +87 {2} 96 36 33 68
sales@rsaus.rohde-schwar.com

Austria

Azerbaijan

Bangladash

Barbados
Betarus
Belgium
Belize

Bermuda

Besnia-
Herzegevina

Brazil

Brunei

Bulgaria

Canada

Chile

China

Ronde & Schwarz-Osterreich Ges.m.b.H.

Am Euraplatz 3
Gebiuds B
112 Wien

Ronde & Schwanz Azerbaijan
Lizison Gffice Baku

1SR Plaza, 5th floor

340 Nizami Str.

370000 Baky

BIL. Consortivem Ltd.
Corporase Dffice
House-33, Aoad-4, Black-F
Banani, Dhaka-1213

siehe / see Mexico
sietie/see Ukraing

Rohde & Schwarz Baigium N.V.
Excelsioriaan 31 Bus 1
1930 Javentam

siehe / see Mexico
sighe/see Mexica

sighe/seg Stovenia

Rohde & Schwarz Do Brasil Liga.

{Tl} +43 (1} 837 6% 410
{Fax) +43 (1) 632 B1 41-14

rs-austria@@rsos.rohde-schwarz.oom

{Tal} +994 11273331 38
{Fax} +994112193 83 14
rs-arerbaian@irsd sshde-
SohWETLC0Mm

{Fof +H80 {2; 881 36 53
{Fax} +880 {2,832 82 91

{Tel} +3212) 721 50 Q2
{Fax) +3212) 72589 38
info@rsb.rohde-schwary.com

{Tal) +55 (11} 56 44 86 11

Av. Alfredo Egidio de Souza Aranha Bdrighal)+55 {11) 56 &4 65 25 [sales)

1° andar - Santo Amarg
(4725170 Sa Paulo - 5P

George Koen Lee Equipment Pte Ltd.

#1101 BP Tower
396 Alexandra Read
Singapore 119954

Rohde & Schwarz
Representation Office Bulgaria
39, Fridjof Nanser Bivd.

160G Sofia

Rohdae & Schwarz Carada Inc.
555 March Rd.
Kanata, Ontario K2K 2M%

Dymeq Lida.
Av, Larrain 6666
Santiago

Rohde & Schwarz China Ltd.
Representative Offics Belfing
8F, Paskview Center

2 Jiangtai Agad

Chao Yang District

Beifing 100016

Rehde & Schwarz Ching Ltd.
Representasive Office Shanghat
Room 807-53, Central Plaza
227 Huangpi Nosth Road
Shaaghat 200003

fichde & Schwarz China Ltd.
Renrasentative Dftice Guangzhou
Room 2983, Metro Plaza

183 Tian He North Road
Guangzhau 510075

{Fax) +55 (11156 44 66 36
saies-brazit@radh.rohde-
schwarz.oom

{Tel}+B56 276 06 26
{Fax} +656 276 46 29
aklegpt@singnat.com.sg

{Fef} +359 {2195 343 34
{Fax} +380 (2,963 21 97
rs-bulgaria@rsby.rehde-schwarz

{Tel} +11{613}532 85 00
{Fax} +1{6731592 60 09
sales@racanada.ca

{Tel +8612; 33928 060
{Fax] +86 (7333920 10
dymeg@dymaq.com

{Teli +86 (10164 21 28 28
{Fax} +86 (10164 37 38 88
infg.rschina@rsbip.rohide-

schwarz.com

{Tel} +86 {21)637506 18
{Fax} +861{21163 7591 70
May Zhu@rshy rohde-schwarz.com

{Tel} +861{20} 8755 47 58
{Fax} +86 {20} 87 55 47 5%
Winnig Lin@rsip.robde-
schwarz.com




AdTessC/ AQUYesses

China

Costa Rica
Croatia
Cuba

Cyprus

Czech Republic

Denmark

Egyat

El Salvadar

Estania

Finland

France

Germany

Rohde & Schwarz China Lid.
Representative Office Chengdu
Unit @, 28/F, First Gity Plaza
308 Shunchang Avenue
Chengdu 810017

Rohda & Schwarz China Lid.
Representative Dffice Xian
Room £83, Jin Xin International
Nao, 89 Heping Road

Kian 710001

Hehde & Schwarz China Lid.
Representative Office Shenzhan

{Tel} +86 (28] 86 57 76 08
{Fax} +85 (20} 8882 76 19
saphia.chen®@rshp. rohde-

schwarz.com

{Tei) 86 (28} 47 4133 77
{Fax] +86{29)87 20 65 0C
sharry.yu@rsbp.rohde-schwarz.com

{Tet) +86 {795) 8203 11 88
{Fax) +86 {755} 82 0336 70

Room 1901, Central Business Buildingessica ka@rsbp.ronde-schwarz.com

No. 88 Fuhua Yils
Futtan District
Shenzhen 518026

siphe / sae Mexico
siehe/see Slovenia
siche / see Maxico

Hints Telecast Lid.
Agicu Thoma 18
Kiti

Larnaca 7550

Kohde & Schwarz Praha, s.ro.
Hadovka Office Park
Evropskd 2580/33

16090 Prana &

Rohde & Schwarz Danmark A/S
by industrivej 40
2690 Glostrup

U.AS, Universal Advanced Systems
31 Manshiet El-Bakry Strast
Helicpelis

11341 Cairg

sishelsee Mexico

Rohde & Schwarz Danmark A/S
Fstanian Branch Offica

Narva mnt, 13

10%51 Tallinn

Rehds & Schwarz Fintard Gy
Taivaltie §
{1610 Vantaa

Bohde & Schwarz France
immeubie *Le Newton®

§-11, rue Jeanne Braconniar
97366 Meudon La Forét Cédex

Niaderlassung/Subsidiary Rennes
37 Rue du Bigroa

Batiment A

35510 Cesson Sévigné

Zweigniederiassungen der Aghde &

{Teli +357 (284251 78
{Fax; +357 (2414246 71
hinis@lagos.cy.net

ITel) »420 {2} 2431 1232
(Faxj +£201{2) 24 31 70 43
uffice@rsor.cohde-schwars.com

{Tel) +45 (43} 43 66 8%
{Fax) +45 [43}43 77 44
rsdk@rsdk.rohde-schwarz.com

{Tei) +28 {2) 456 67 44
{Fax) +20{2) 756 17 40
an_uas@tini.nat

ITel} +372 (6] 143123
{Fax; +372 1611431 21
estonia@rsdk rohde-schwarz.cem

{Tel} +358 (2076004 00
{Fax} +358 (207160 04 17
infa@rsfin.rehde-schwarz.com

{Tel} +33 {0} 141 381046
Fax} +33101 14136 11 1Y
sontact@rsf.rohde-schwarz.com

fTef) +3312) 995197 08
{Fax} +33{2) 93519 77

Schwarz Vertriebs-GmbH/Branch offices of

Rohds & Schwarr Yeririshs-GmbH

Zweigniedariassung Nord, Geschaftestetie

Berlin

Ernse-Reuter-Platz 10 - D-10587 Berlin

Postfach 100620 - 0-10566 Barlin

{Tall +49 1301 34 79 48-0
{Fax) +49(30) 34 79 48 43
info. rsv@srohde-schwarz.com

Germany

Ghana

Greece

Guatemala
Guiana
Haiti
Honduzas

Hong Kong

Hungary

Iceland

India

Jweigniederlassung Bdr Bonn

Jogef-Wirmer-StraRe 1-3 - 8-53123 Bonn

Pastfach 148764 - D-53057 Bonn

Pweigniededassung Nord, Geschiftsstalie

Hamburg
Viarenkamp 6 D-22423 Hamburg

Zweigniederlassung Mitte, Geschiftsstetie

Kdin

Miedarkagsaier Strafe 33 - D-617147 Kéin

Pastfach 800 143 - 951111 Kiln

Zweigniederfassung SGd, Geschifissislie

Mitnchan

Mihldorfstrale 15 - B-81671 Minchen
Postfach 80 14 63 - D-81614 Mlinchen

Zwaigniederlassung Sid, Geschiftsstelle

Nirnberg
Denaustralie 36
-854571 Nimberg

Zweigniederiassung Mitte, Geschéfisstefie

Nel-isenburg

Siemensstrae 20 D-63263 Neu-isenburg
Postfach 1651 -63736 Neu-isenbig

Kop Engineering Ltd.

P4 Box 11042

3rd Fioor Akai House, Dsu
Acera North

Mercury SA.
B, Loukianou Str.
10878 Athens

sighe/ses Mexico
sighe / see Mexico
siehe / see Mexica
siche/see Mexice

Electranic Soientiic Engineering
HF North Somerset House
Taikeo Place

979 King's Road, Quarry Bay
Hang Kong

Rehde & Schwarz
Budagpesti iroca
Vici (t 163

1138 Budapest

sighe/see Denmark

Achde & Schwarz India Pvz. L1d,
244, Okhla industrial tstats
Phasg - 1l

New Dalhi 110 020

fichde & Schwarz India Put. Lid.
Bangalare Office

No. 24, Service Road, Domlur
2nuf Stage Extensian

Bangaiare - 560 071

Rokda & Sshwarz india Put. Lid.
Hyderabad Office

302 & 363, Mitlennium Centre
£-3-1099/1100, Semajiguda
Hyderabad - 500 018

{Tel} +43 (226) $18 900
[Fax} +43{228) 2550 87
infe. rsv@rohde-sehwarz.com

{Tal} +43 {40} 38 6183 - 00
tFax} +49 1401386183 -20
info.rsv@rohde-schwarz.com

{Tel) +49 (2203} B7-0
{Fax} +43 {2203) 867-650
infa.rsv@rohde-schwarz.com

{Tal} +49 (89} 41 66 95-0
{Fax} +49 (B9) 40 47 84
into.rsv@rohde-schwarz.com

{Tel) +49 {911} 642 030
IFax) +48 1913} 642 £3-33
infiy. rsvi@rohde-schwarz.com

{Tel} +48 {6102) 26070
{Fax) +43 {6102 26 87 12
infe.rsvEyohde-schwarz.com

{Tefl +233 {281 778913
lFaxi +233 {21} 76106 20
jeblink@ghana.com

{Tell +307 {10 72239213
{Fax) +302 {101 72151 98
metcury@hal.ar

{Tel)+B52 {2567 63 33
{Fax) +852 {25} 07 63 25
stephenchau@sss.com.hk

{Tel}+36 {13412 44 50
{Fax) +36 (11 417 44 51
rs-hungary@rshu.sghde-
schwarz.com

Tel}+31 011} 26 3263 M
{Faxj +81(11) 25326373
sales@rsindia.rohde-schwarz.eom

{Tal} +91 {80} 536 23 62
[Fax] +91 B0V 535 03 67
ssindiab@ssninet

(Tei} +81440) 23 37 2416
(Fax)+01 {40123 32 27 32
ssindiah@nd?2. dot.natin




Adressen/Addresses

fredia

Indonesia

fran

Ireland

israel

Italy

Jamaica

Japan

Jordan

fohde & Schwarz india Pyt Ltd,

Mumbai $fice

8803, Remi Bizeaurt, Shah Industrial

Estate, Off Veera Dessi Aced
Andher West
Mursbai - 400 058

PT Achde & Schwarz Indonasia
liraha Paramita 5th Floor

Jin. Denpasar Raya Blok 0-2
Jakarta 12940

Aohde & Schwarz iran

tialson Office Tehran
Groundfioor No. 1, t4th Street
Khated Estamboii {Vozara) Ave.
15117 Tehran

siehe/see United Kingdom

Eastronics Ltd.
Measurement Praducts
11 Rozanis St
P.0.Box 33300
Tal Aviv 61392

JM. Mass (Engineering} Ld.
Communications Products

4 Oded Street

P.0.Box 987

52108 Ramat Gan

Rohde & Schwary Kalia S.p.a.
Ceniro Birezicnale Lombarde
Vig Roma 108

20080 Cassina da Pacchi (M)

Rohde & Schwarz ltalia S.p.8.
Via Tihurting 1182
06156 Roma

siehe / see Mexico

Rahde & Schwarz Japan KK
Tokyo Uffice

711 Bldg., Room 561 {5th fleor)
7-11-18 Nighi-Shinjuku
Shiniuku-ku

Tokyo 1680-50023

Rohde % Schwarz Japan KK
Shin-Yakoharna Office

XM Dairehi Bidg., 8F

2-13-13 Kouhgku-ku
Yokohama-shi

Kanagaws 222-0033

Rahde & Schwarz Japan KK,
Osaka Office

TEK Dai 2 Bidg., BF

1-13-20 Esaka-shi

Suita-shi

Gsaka-fu 554-0063

Jordan Crown Engingering & Trading Co.

Jabal Ammman, Second Circle
Youssef Exzideen Stroet
P.0.Box 830414

Amman, 11183

[Tal} +81122: 283618 10
lFax}+81122)2673 20 &1
rsindiam@rsnl.net

1Tel} +62 {21} 257 36 08

{Fax) +62 {21} 252 36 07
sales@rshlronde-
schwarz.comeservices@rshj.rohde-
schwarz.com

{Teh) +98{21) 872 42 96
{Fax) +98 £21j 871 95 12
aifred korff@rsd.rohde-schwarz.com

{Tel} +372 {3} 645 87 77
{Fax} +972 (3] 645 85 65
david_hasky@easy oo i

{Tel} +872 {3} 631 2057
{Fax}+0972 13} 631 40 58
jmmoss@zahav.neti

1Tel} +39102) 95 70 1
Fax) +39 0295 30 27 72
rsiinfo@rsirohde-schwarz.com

ITeli +38 (06) 41 93 81
{Fax}+33 (06} 415382 70
rsi.info@rsi.rohda-schwarz.com

{Tel} +81(3) 69 25 12 88
{Fax) +811(3159 761290
5oL support@rsip.rohde-schwarz.com

Tal} +81 (4} 54 77 35 16

(Teh} +8116163 10 %6 51

{¥al) + 052 {6} 462 17 28
{Fax] +962 {6} 485 96 72
jocrown@go.com.jo

Kazakhstan

Kenaya

Korea

Kuw