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Technical data

Dimension

Height 40.7 cm
Width 59.5 cm
Depth 57.0 cm
Drawer Open (incl cab 108.0 cm
Net Weight 30.5 kg

Electronic boards

Control Board see Spare part list

Succession of programs

Succession Pre-Wash, cold
Delicate 45˚C
Delicate 50˚C
Rapid 45˚C
Rapid 55˚C
Bio/Normal50˚C
Normal 65˚C
Intensive 60˚C
Intensive 70˚C

Datas Energy Label

Reference program Bio/Normal50˚C
Energy Performance B
Cleaning Performance C
Drying Performance B

Alarms

Refill rinse aid
Refill salt
Water leakage
Water tap closed

Options

Eco Button
Delay function with count down (1 to 12 hours)

Option Adjustment Mode

On an Integrated DishDrawer where there is no
display but you can tell which option you have
chosen by the lights showing on the integrated
badge as follows:

Rinse Aid Setup (red light above Start/
Pause button)

Auto Power Option (orange light above
Start/Pause button)

End of Cycle Beeps (green light above Start/
Pause and red light
above Keylock button)

Closed Drawer Option (red light above Start/
Pause and Keylock
buttons)

Water Softener Setting (green light above Start/
red lights shown the
Status/Look for setting/
above Power button)

Push Power at any time to exit this setup mode.

See also in Text/Legend.

Program information

End - Acoustic signal (beep six times)

Opening the Dishwasher will automatically power
up for 30 sec. To end the wash programme in mid
cycle, press the Power button. Any water in the
Dishwasher will be pumped out.

Detergent Dispenser

Detergent diverter valve
Voltage 24 V (dc)
Resistance 70 Ω ±  5
Dosage Detergent in two chambers
Main Wash 10, 20, 30 g
Pre Wash 5, 10 g

Rinse aid Dispenser

Rinse aid pump
Voltage 24 V (dc)
Resistance 70 Ω ±  5
Dosage Rinse aid 50 ml
Number of cycles ~ 25

Water pressure

Inlet pressure 0.3 - 10 bar

Electrical base data

Voltage 220 - 240 V
Frequency 50 Hz
Total power 1.08 kW
Fuse 4.5 A

Wash/ Drain Motor

Fully electronically controlled
6 pole brushless DC Motor
Voltage (3 Phase) 80 V (dc)
Power consumption 60 W
Stator (per winding) 8.0 Ω ±  1

Rotations

Motor Drain 4200 RPM
Motor Wash 2300 - 2850RPM
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Lid Motor

Voltage 24 V (dc)

Drying fan

Voltage 24 V (dc)

Heating

Voltage 240 V
Total Power consumption 1.05 kW

Heater Track 60 Ω ±  5%
Dropper Resistor 130 Ω ±  5%

Temperature Sensor 962 Ω 20 ˚C
(Part of Heater Plate) 1000 Ω 30 ˚C

1202 Ω 60 ˚C

Water valves

Waterstop system Aquasafe, Flood sensor
Single water inlet hose cold water connection
Tub fill volumen 2.5 l

Water Inlet Valve

Voltage 24 V (dc)
Resistance 70 Ω ±  5
Flow rates/ Inlet volume 5 l/min

Inlet Hose

Wirsbo inlet hose Length 1.7 m
Pressure 960 Kpa/139 psi

Drain Hose

Length from rear of cabinet 2.0 m
Length buttom tub 2.5 m
Length top tub 2.9 m

Sensor (Hall sensor)

Spray arm blocked

Regeneration

Salt Reservoir 0,5 kg

DishDrawer

setting

German degrees

˚dH

French degrees

˚fH

˚e/ ˚Clark mmol/l ppm

0 0 - 5.6 0 - 10 0 - 7 0 - 0.1 0 - 100
1 5.6 - 14 10 - 25 7 - 17.5 0.1 - 2.5 100 - 250
2 14 - 19.6 25 - 35 17.5 - 24.5 2.5 - 3.5 250 - 350
3 19.6 - 25.2 35 - 45 24.5 - 31.5 3.5 - 4.5 350 - 450
4 25.2 - 30.8 45 - 55 31.5 - 38.5 4.5 - 5.5 450 - 550
5 30.8 - 36.4 55 - 65 38.5 - 45.5 5.5 - 6.5 550 - 650
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Spare part list

Model ADG 1900

Service No. 854276101710

Version 854276101710

Pos. No. 12NC Code Description

011 0 4812 505 18399 Foot
047 0 4812 401 18598 Brake left
047 1 4812 401 18599 Brake right
065 0 4812 325 18024 Insulation top
103 1 4812 440 10698 Door upper

200 0 4812 418 18432 Container single
200 1 4812 464 18107 Frame kit
200 3 4812 440 10687 Lid
200 4 4812 310 18861 Support left
200 5 4812 310 18862 Support right

200 6 4812 440 10688 Motor lid bottom ri/le
200 8 4812 418 18427 Container inner
200 9 4812 418 18428 Support
241 0 4812 458 48381 Basket SIL
241 1 4812 458 48382 Plate,support SIL

241 2 4812 458 19124 Plate,support SIL
241 3 4812 458 19125 Holder glasses rear/right
241 4 4812 458 19126 Holder glasses front/right
241 5 4812 458 19127 Holder glasses rear/left
241 6 4812 458 19128 Holder glasses front/left

241 7 4812 480 58306 Flap basket/filter
243 0 4812 458 19129 Cutlery basket
261 0 4812 458 19131 Rail +slide left
261 1 4812 458 19132 Rail +slide right
261 2 4812 404 78581 Cap rail left

261 3 4812 404 78582 Cap rail right
301 0 4812 404 48861 Control unit
354 0 4812 134 18024 Guide,light
354 1 4812 134 18025 Mirror /prisma
400 0 4812 361 58365 Motor

400 1 4812 466 68743 Gasket motor
442 0 4812 401 18601 Motor,fan +harness
450 0 4812 259 28843 Heating element plate
450 1 4812 466 68744 Gasket heating
450 2 4812 462 79837 Nut locking

480 3 4812 401 18604 Cable harness chassis bottom
480 4 4812 401 18605 Support
480 5 4812 361 58366 Cable harness motor
480 6 4812 121 18247 Cover wiring
480 7 4812 418 68281 Cable harness monoblock

480 8 4812 418 68282 Cable harness combidosage
483 0 4812 511 48319 Capacitor +flood sen. on m.f.board
490 0 4812 321 28418 Cable,mains
491 0 4812 464 18105 Support module
491 1 4812 464 18106 Cover module

491 2 4812 401 18606 Bracket top
491 3 4812 401 18607 Support
521 0 4812 214 78925 Control board electronic controller
571 0 4812 281 28434 Inlet valve double 2,5l
616 0 4812 281 18059 Contact,reed

616 1 4812 271 28511 Sensor spray arm
620 0 4812 218 38183 Insulator
620 1 4812 218 38184 Seal
680 0 4812 418 68286 Combidosage Kit
680 1 4812 418 68284 Threaded cap rinse aid

Pos. No. 12NC Code Description

680 2 4812 401 18608 Bracket combidosage
701 0 4812 530 29239 Hose, inlet cold
701 1 4812 530 29241 Hose, inlet bottom
710 0 4812 418 68285 Monoblock
710 1 4812 532 68111 O-Ring

710 2 4812 532 68112 O-Ring
710 3 4812 530 29243 Stopper
721 0 4812 360 68503 Spray arm
721 1 4812 361 58367 Motor spray arm
743 0 4812 530 29248 Air guide top

761 0 4812 480 58307 Filter plate ws
761 1 4812 480 58308 Filter drain ws
781 0 4812 530 29244 Hose,draining bottom
781 2 4812 530 29246 Connection hose,draining
781 3 4812 281 28435 Flap valve kit

781 4 4812 466 68742 Gasket PKT4
783 0 4812 530 29251 Hose,connection softener
901 0 4812 401 18609 Strap
901 1 4812 401 18611 Strap Herbie Type E
901 2 4812 401 18612 Strap Type 12232-17-4

910 1 4812 502 18598 Screw M5x10
910 2 4812 502 18599 Screw M3.5X25
910 3 4812 502 18601 Screw M4x12
950 0 4812 905 08429 Fixation not shown
991 0 4812 000 08001 Manual

993 0 4812 530 29247 Bow
994 0 4812 453 71779 Card integrated panel
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Exploded view
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Exploded view
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Circuit diagram
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Text/Legend
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Text/Legend
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Text/Legend
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Text/Legend
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Text/Legend
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Text/Legend


